
Koen Verbaan
Key Account Manager OEM in the Netherlands

Dear reader, 

Welcome to our new catalog for 2023. As ever, you’ll find it’s packed full of innovative solutions that will help you to 
keep up to date with the latest trends and technologies in LED. 

But before you dive into the new product pages, on behalf of Signify I’d like to say thank you. Your continued 
support and trust over the past year has been much appreciated, especially when component shortages affected 
our supplies. I can assure you that throughout the supply chain issues, our innovation engine kept turning, and I’m 
convinced that, with the new products in this catalog, we will help you to grow your business even further in the 
coming years. 

For 2023, our portfolio continues to have a strong focus on connected lighting solutions. Innovative ideas, such as 
Philips MasterConnect and Wiz Pro, have a hugely positive impact on energy consumption and carbon reduction. 
As such, they enable us to contribute to reducing global warming at a time when there is unprecedented pressure 
on everyone to address climate change.

I am excited to be part of this next wave of opportunities, and hope that we can collaborate on speeding up the 
adoption of connectivity solutions together.

Learn more at 
philips.com/technology

“�On behalf of Signify,  
I’d like to say thank you.”
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Signify OEM LED catalog  
February 2023
In this catalog you will find a simple 
overview of our LED innovations. 
We always strive for high quality, 
therefore your feedback is highly 
appreciated.
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Connected lighting 
made simple, 
scalable, and 
standardized
Taking the first steps into connected lighting can be 
challenging and complex. Until now. Philips MasterConnect 
and its growing portfolio of components offer a simple and 
smart way to add connectivity to your portfolio.

The Philips MasterConnect system enables you to create 
connected lighting installations that are simple and scalable, 
with no hassle during installation and commissioning. 
Our reliable wireless platform and products offer you the 
opportunity to tap into all the benefits of connected lighting, 
like automation, human-centric lighting or energy savings. 
What’s more, MasterConnect combined with LED lighting offers 
significant savings: up to 40% compared to non-controlled 
LED lighting and up to 75% compared to conventional lighting. 
Making it also a more sustainable choice. 

All combined with our continuously improved software and 
added hardware for many different applications, make that 
you can master connected lighting in no time, anytime. 

Philips MasterConnect: making your step into connected 
lighting simple.

Niclas Löding
Product manager  

MasterConnect & EasyAir sensors
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Figure 1: Three levels of lighting connectivity.

Philips MasterConnect is an innovative way to enable lighting 
components to work seamlessly together to deliver all the 
amazing benefits of lighting automation. It guarantees the 
reliable interoperability of luminaires, drivers, sensors, switches, 
and even gateways. That’s because the entire solution is built 
around Bluetooth Low Energy (BLE) and Zigbee protocols. So, it 
also offers the flexibility to upgrade, enhance and expand your 
connected lighting at any time in the future.

Easy to use and install
The lighting network set up and configuration is 
designed to be quick and simple. It’s easy to install, add 
and commission luminaires just by using the mobile app. 
No specific tooling or extensive training is needed. This 
saves time and money by enabling installers to configure 
a wireless connected network in the field without 
any IT hassles. And once it’s set up, the solution works 
independently and requires no manual input. 

One platform for all applications and configurations
With Philips MasterConnect, you can use the same 
system approach for every project – even when there 
are large groups of connected luminaires. Our Philips 
MasterConnect components can be used in a variety of 
applications including schools, offices, hospitals, retail 
applications and even warehouse and assembly areas. 
All  these applications can be set up using one app –  
the Philips MasterConnect app.

A three-tier model
It’s a completely scalable concept with wireless 
components that are easy to design into the lighting 
network to add more features and functionality 
whenever they are required. From simple stand-
alone solutions to a sophisticated gateway solution 
- and anything else in between, you can create every 
configuration of connected system using the same suite 
of components.

Future-proof installations
We are continually adding new features to our products 
and improving the performance of our app and 
firmware. Thanks to the option of over-the air (OTA) 
updates, you can easily upgrade the components to 
feature the latest firmware. Which means you can make 
use of any improvements you need – without the need 
to exchange your hardware.

Open standards, more choice
We’re committed to pioneering new advances in the 
connected lighting industry. That’s why our solutions are 
based on Open Source standards like BLE and Zigbee. 
This allows us to work with a wide range third-party 
products like wireless switches to extend the Philips 
MasterConnect system. So, you can break down the 
barriers to connected lighting, and take confident steps 
towards a brighter, connected future.

Achieve seamless 
connectivity

New features and products

For more flexibility our latest firmware makes it possible 
to use Philips MasterConnect for larger group sizes 
(up to 100 luminaires). And thanks to out-of-the-box 
behavior, sensors have basic functionalities without 
the need to set them up beforehand. This bridges the 
time between installing and commissioning connected 
luminaire using the Philips MasterConnect app. 

We’re also extending our application areas. Previously, 
Philips MasterConnect focused on offices, schools, 
hospitals, and retail applications. Now the industry 
segment also can profit from connected, simple, scalable 
lighting systems with the new EasyAir SNH 210 MC and 
EasyAir SNHB210 MC. 

EasyAir SNH 210 MC

EasyAir SNHB210 MC
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Let’s take a look at our three-tier model  
in more detail. Mains power

Mains power

Mains power

Figure 2: Want a stand-alone connected lighting network with wireless dimming?
Easy. Just download the app and configure the drivers into a network.

Figure 3: Need to expand the network? 
No problem. Use the app to add more luminaires to the existing network at any time.

Figure 4: Want more control over areas? 
Simply add more functions to your lighting network by adding room-based sensors. Sensors like the Philips EasyAir 
Occupancy Daylight.

This cost-effective option uses the Philips MasterConnect 
app to set up a simple network with wireless drivers and 
manual switches to control lighting functions.

•	 Enjoy wireless dimming or scene setting.
•	 Personalize light levels to suit different tasks and needs.
•	 Enable energy savings with occupancy detection and 

daylight harvesting by adding external room-based 
sensors like the Philips EasyAir Occupancy Daylight 
ZGP sensors.

In this connected lighting network, there’s no need 
for a gateway or hard wiring. The lighting controls and 
dimming functions are done by wireless switches and the 

network is fully functional at all times – even without the 
Philips MasterConnect app.

Ideal for:
Offices (meetings rooms, corridors), schools (general areas, 
bathrooms, classrooms) and industry (parking spaces, 
storage rooms).

Tier model Category 1

Get started with a simple, 
stand-alone solution

Xitanium wireless driver

Bluetooth

Zigbee
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This solution offers an extra degree of control over your 
lighting system for valuable energy savings and a more 
comfortable lighting experience.

•	 Use motion detection to switch lights on and off, 
up, or down with a Philips EasyAir SNS210 sensor in 
every luminaire.

•	 Enjoy touchless dimming control per individual, 
group, or subgroups for optimum comfort.

•	 Maximize energy savings with motion detection and 
daylight harvesting.

•	 Access energy reports via the phone app.

This wireless lighting network set up enables automated 
lighting without a gateway. It is a great solution for 
refurbishment projects offering re-use of existing DALI 
luminaires to maximize value for money.

Ideal for:
Offices (corridors, conference rooms), schools (classrooms, 
canteen, toilets) and hospitals (wards, reception).

Tier model Category 2

Get more control with 
a stand-alone lighting 
network with granular 
dimming

Mains power

Figure 5: Want an extra degree of control?  
Just add EasyAir SNS210 sensors to every SR-powered luminaire in your network.

Mains power

230V

DALI

Figure 6: Using existing wired DALI luminaires? 
Simple. Add them into the network at any time using an SR bridge.

Mains power

Figure 7: Need more ambience? 
Create a tunable white system using a Xitanium SR FlexTune driver and EasyAir SNS210 sensor.

Xitanium SR driver

Xitanium SR bridge

Any DALI driver

Xitanium SR FlexTune driver

Sensor/wireless node

Bluetooth

Zigbee
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Download the app today
Philips MasterConnect has been rebranded from 
the Philips field app MC. Its new name also comes 
with new features and new applications. 

Take the next steps towards simple, scalable, 
standardized connected lighting. To learn more 
about lighting components that work with Philips 
MasterConnect for a wide range of applications, access 
www.philips.com/masterconnectsystem. Or download 
the Philips MasterConnect and get connected now.

This fully integrated, connected network adds value 
beyond illumination to deliver significant commercial, 
operational, and financial advantages.

•	 Builds on category 1 and 2 solutions with a 
Zigbee gateway.

•	 Adds advanced features such as scheduling, 
monitoring, and energy reporting.

•	 Enables complex scenarios for different lighting 
behaviors.

•	 Includes direct reporting via the gateway dashboard to 
reduce costs and downtime.

This Internet of Things (IoT) category solution works 
with Signify-trusted gateway partners and is enabled by 
gateway software.

Ideal for:
Ambitious infrastructure plans in offices, schools, retail, 
and hospitality applications.

Tier model Category 3

Get full integration 
with an IoT solution 
with gateway

Mains power IP

Figure 8: An integrated IoT solution for indoor lighting architecture.

Figure 9: The Philips field app MC enables connected lighting networks based on open standards.

• wireless dimming

• occupancy sensing

• daylight sensing

• scene setting

• energy reporting

• tunable white

Zigbee Bluetooth Low EnergySR drivers

Gateway
(optional)

Each component
works out of the box

Connected lighting components

Philips MasterConnectSwitchesSensors

Bluetooth Low Energy
ZigBee Green Power

All open standards 
within one connected 
lighting network

Xitanium SR driver

Xitanium wireless dim. driver

Xitanium SR bridge

Any DALI driver

Sensor/wireless node

Bluetooth

Zigbee

IP
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Now is the time  
to go digital!

OEM Tools & Services
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OEM Tools & Services

 
Compose your system
In EDIT 2.0 I can easily find and select components, both 
for new systems and replacements. It’s easy, as the tool 
can guide me to the right solution for my needs within a 
few steps. From here I can directly access the webshop to 
order my selected system.

Compose & Connect Configurator is a new addition to 
EDIT, enabling me to build a connected system within a 
few clicks. It showcases a wide variety of smart products 
ranging from SR drivers to EasyAir sensors, Zigbee 
switches or other SR certified products, allowing me to 
quickly compose a system based on the features sets I 
need for my application.

Configure at the factory or in the field
MultiOne Web enables me to configure 
drivers and sensors in a hassle-free way 
as it does not require any manual updates 
the an user-friendly interface. An addition 
to the MultiOne family, MultiOne Cloud 
enables an easy and direct coupling 
between my Enterprise Resource Planning 
system (ERP) and the MultiOne software, 
reducing the cycle time and risk of 
mistakes. Moreover, MultiOne Mobile 
makes the installation and maintenance 
of my luminaires in the field easier by 
wireless programming of LED drivers and 
without the need for mains voltage.

Get design in support 
In addition to application 
support, the team 
supports designing-in 
components into my 
luminaires. I contact the 
design-in team when 
I need support with 
upgrading existing LED 
luminaires to the latest 
technology, simulating 
optical, thermal and/
or electrical scenarios 
and evaluating finished 
prototypes.

Get your samples
Once I’ve defined my system 
in EDIT, I want to order 
samples of the products. 
So I order my selection in 
the sample webshop.

Get the latest product news
The new and improved portal is 
my customized environment for all 
tools and services, products and 
order information. I recommend 
you check out the new product 
widget that covers the entire 
portfolio, including upcoming 
launches and phase-outs. 
Whenever I see a new product 
in the portal, I go straight to 
EDIT via single-sign-on to select 
my matching drivers, modules 
and sensors.

Easy Design-In Tool 2.0

My 
Technology
Portal

Sample webshop

Mobile

Engineering

Basic

Cloud

Web

MultiOne
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Easy Design-In Tool

Make your job easier every day, your way! 

Discover our products
The OEM Sample Webshop makes our latest, most-important, and best-selling 
Lighting OEM products available to the lighting community in Europe.

Find the product sample that you need from our selective portfolio of modules, 
drivers, controls, and accessories. Each product can be ordered individually or 
as a system by combining the right components, where up to 5 products can be 
ordered per article.

Just visit www.emea.oemwebshop.signify.com and make your selection!

We recognize your growing need to easily and quickly search, find and select LED 
system components for both new and replacement systems. These can include 
LED modules, drivers, but also connected sensors and emergency products. 
Check out our product offering using the enhanced “Search” or let the tool guide 
you by clicking on the "Guide me" button. Easy Design-In Tool is here to help you, 
your way, every day! 

Our improved Easy Design-In Tool – the tool you trust, but now even better

Did you already check it out?
Whether you're looking for information about Philips product 
portfolio or wish to order samples, My Technology Portal 
puts all our OEM services at your fingertips with just one log 
in. With quick access to the Signify OEM LED catalog, latest 
news items, Easy Design-In Tool, sample webshop, technical 
downloads, MultiOne and more, our customer-exclusive portal 
supports you through every step of your lighting project. 
Request your My Technology Portal account today and go 
digital! www.emea.mytechnology.portal.signify.com

	• Easy Single Sign on wherever you are on any device.
	• Gives you access to all the new online tools.
	• The existing User License Key will no longer be required 

when you access MutiOne from My Technology Portal.

My Technology Portal

LED electronics & modules 
Information about all upcoming 
introductions and phase-outs, including 
dates, product codes and a customized 
overview based on your order history.

OEM LED Catalog 
Interactive catalog containing all LED 
drivers and modules, with easy links to the 
products widget, Easy Design-In Tool and 
sample webshop.

News 
Includes webinars, tutorials, OEM videos, 
event information and market specific 
insights.

Webshop 
Order samples of our newest LED 
electronics and modules, or find out the 
last status of your order.

Knowledge Center 
Find all the ‘how-to’ videos and get alerted 
on interesting new videos.

Easy Design-In Tool
Access this tool via the portal for 
additional functionalities and create your 
ideal LED configuration in a few clicks.

My Signify
Review your orders, and check order 
status and delivery information in 
My Signify.

My Account
Customize your dashboard, set 
notifications.

MultiOne
Find all information and software files from 
our MultiOne software for simple and fast 
configuration.

Compose & Connect Configurator
Build your connected system from a wide 
variety of smart LED electronics and 
modules, including the ones working with 
Philips MasterConnect.

	• �Easy search for products and datasheets. 
	• �Save time composing a series of validated solutions. 
	• �Your solution can be compiled by an extensive component list.
	• �Sign-in and store your solutions and preferences in the cloud for later use. 
	• �Select from connected SR and MC components.
	• �Compose wireless Tunable White lighting networks that work with the 
Philips MasterConnect.
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Drive your lighting 
business with 
MultiOne!

More information and download links for MultiOne can be found via this link:  
www.lighting.philips.co.uk/oem-emea/products/philips-multione-configurator

The MultiOne tools family 
Each tool has specific functions that will bring maximum benefit for each specific production stage. Check out the 
table below to see which tool is the most appropriate for your needs.

Overview  
of tools
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MultiOne Basic • •
MultiOne Mobile • • •
MultiOne Cloud • • • •
MultiOne Web • • • • • • •
MultiOne Engineering • • • • • • •
MultiOne WorkFlow • • • • • •

• Current MultiOne tools functionalities

• Next-generation MultiOne tools functionalities

MultiOne

Signify OEM LED catalog 24 Signify OEM LED catalog 25



Connectivity

Feel the 
potential 
of connected  
lighting
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Over the past years, connected lighting solutions have 
become a fundamental element of the lighting industry 
and have changed the way lighting is perceived and used 
in buildings. Philips MasterConnect is our fully wireless 
solution that’s intended to simplify stepping into this world 
of connected lighting. This wireless system can work in 
a stand-alone mode (without a gateway) for completely 
automated lighting set up, making it simple and highly 
reliable. A solution that’s designed to be simple and quick 
to set up, yet innovative.

With Philips MasterConnect, you can use the same system 
approach for every project – even when there are large 
groups of connected luminaires. Our components can be 
used in a variety of applications including schools, offices, 
hospitals, retail applications and even warehouse and 
assembly areas. All these applications can be set up using 
just one app – the intuitive Philips MasterConnect app. 
From automated granular dimming using a sensor in every 
luminaire to an automated human-centric lighting set up, 
our MasterConnect system already addresses a wide range 
of use cases. 

And this is still just the beginning. As we keep adding new 
features and products to the MasterConnect portfolio, 
it will enable OEMs and installers to do even more. 
With Philips MasterConnect, you can master connected 
lighting in no time, any time.

Simplicity
Taking the first steps into connected lighting can 
be challenging and complex. Philips MasterConnect 
products remove this barrier and enable you to create 
connected lighting installations that are simple to design 
into a luminaire, simple to use, and simple to maintain. 
And because the system is totally app-based, there’s no 
need for extensive training or special tooling.

Niclas Löding
Product Manager 
MasterConnect & EasyAir sensors

Reliability
Creating a reliable connected system is close to our heart. 
Using proven, mature standards, and including extensive 
testing into every step of our way, helps to provide peace of 
mind for OEMs, installers, and end users, creating trust for this 
new technology. And thanks to the option to update all devices 
over the air, installations that are actioned today can remain 
up to date tomorrow and beyond!

Flexibility and scalability
Every project is different, and the needs of end users evolve 
over time. With our MasterConnect products you can start 
with a simple stand-alone system that allows wireless dimming, 
then add more components to the installation, like sensors or 
gateways, to unlock more features over time. All without the 
need to change the components in the luminaire.

Sustainability
Reducing the carbon footprint and the overall energy 
consumption of buildings, especially lighting installations, is 
the key element of many lighting projects. Our MasterConnect 
sensors can be integrated into every luminaire or placed 
centrally in a room. This helps to significantly reduce the 
energy consumption as the light automatically adapts to the 
usage and daylight present in the space. 

Benefits of MasterConnect
For the OEM / installer:
simple and quick set up of lights
•	 one single app for different applications including offices, 

schools, retail, and industry
•	 access sharing and transfer of project data
•	 choice of in-field configuration to suit lighting requirements 

of any space
•	 cost-effective components and installation

For the end-user:
•	 adapt lighting set up at any time
•	 comfortable automated lighting experience
•	 energy reporting via smartphone
•	 growing variety of switches to suit local needs and project 

look and feel
•	 high energy savings right from the start
•	 future-proof and peace of mind: stand-alone system can 

be upgraded to gateway

powerful  
and 

attractive

simple, 
innovative, 
sustainable

Philips MasterConnect: 
Master connected 
lighting now! 

Just released!
Order samples now at
www.philips.com/oemwebshop

EasyAir SNS210 MC
See page 30

Our updated EasyAir SNS210 MC now comes with a new 
and improved firmware version that enables even faster 
commissioning, bigger group sizes, as well as out-of-the-
box sensing for even more comfort and flexibility. The 
commissioning remains simple using the Philips MasterConnect 
app from your iOS- or Android-based smartphone.

EasyAir SNH210 MC / EasyAir SNHB210 MC
See page 30

These next generation industry sensors enable Bluetooth 
communication for quick and easy installation in applications 
such as warehouses or production facilities. These future-
proof sensors combine the simplicity of the MasterConnect 
system with our reliable EasyAir sensors for industry 
applications. Both sensors come with the latest firmware to 
allow for big groups of luminaires, out-of-the-box sensing and 
much more.

EasyAir room-based sensors
See page 30

A Zigbee Green Power (ZGP) sensor with the capability to 
detect occupancy and daylight levels. It works with Xitanium 
MC wireless drivers or EasyAir SNS410 for room-based control 
applications and is ideally suited for offices, schools or 
hospitals. The sensors are battery powered with a lifetime of 
more than seven years.

Coming soon!
LED innovations in the
pre-launch phase

EasyAir SNS212 MC

This new office sensor will offer all the great features of 
previous generations, while being able to do much more 
thanks to the upgraded hardware inside the sensor - a truly 
future-proof product. Motion and daylight sensing will enable 
significant energy savings in indoor spaces such as offices, 
schools or hospitals. And of course, installation with the 
Philips MasterConnect app will be quick and easy.

Update

New

New
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Connectivity
EasyAir sensors have a single-box, luminaire-mounting format, powered by Xitanium SR via a two-wire connection, to save time 
and costs when integrating them into your luminaires. The latest generation EasyAir SNS210 MC / SNH210 MC / SNHB210 MC 
sensors feature presence and daylight sensing together with advanced grouping and many other innovative features. 

The sensors work with BLE (Bluetooth Low Energy) technology and can be set up using the Philips MasterConnect app - available 
for Android and iOS platforms. Not only do all our sensors bring energy savings, but they also enable human-centric lighting with 
color tuning or color scene recall, energy reporting, and much more. They are intended to be used across all office and industry 
applications, such as open plan offices, meeting rooms, schools, warehouses or assembly areas. 

EasyAir sensors enable simple and valuable smart lighting use cases in a cost-effective way. For all wireless MasterConnect 
drivers, please check out the linear and point driver sections of this catalog.

Apps
 
The Philips MasterConnect app enables quick and easy configuration and 
commissioning of all MasterConnect products. The Philips MC Control app 
enables simple individual control of MasterConnect luminaires, including light 
level and color temperature, using a smartphone. Both apps are available for 
iOS and Android via the Apple App Store and the Google Play Store.

Philips MC Control appPhilips MasterConnect App

Sensors & wireless nodes

Product specification

Product name Description Color Typical dimensions Operating ambient 
temp. range

Product code

mm GPC

Industry sensors

new EasyAir SNH210 MC Industry sensor for luminaire integration White 144 x 115 x 43 30–65 929002832206

new EasyAir SNHB210 MC Industry sensor for luminaire integration White 115 x 115 x 43 30–65 929002832306

Office sensors (firmware upgrade)

new EasyAir SNS210/b MC Office sensor for luminaire integration Black 50 x 19 x 32 0–55 929003412506

new EasyAir SNS210/g MC Office sensor for luminaire integration Grey 50 x 19 x 32 0–55 929003412406

new EasyAir SNS210/w MC Office sensor for luminaire integration White 50 x 19 x 32 0–55 929003412306

Office sensors (second generation)

soon EasyAir SNS212/b MC Office sensor for luminaire integration Black 50 x 19 x 32 0–55 929003416806

soon EasyAir SNS212/g MC Office sensor for luminaire integration Grey 50 x 19 x 32 0–55 929003416706

soon EasyAir SNS212/w MC Office sensor for luminaire integration White 50 x 19 x 32 0–55 929003416606

Radio node

EasyAir SNS410/w MC Radio node for luminaire integration White 50 x 19 x 32 30–65 929002137006

Room-based sensors

EasyAir Occupancy Daylight ZGP sensor MC Office sensor for remote placement White 87 x 87 x 30 5–45 929002146106

EasyAir Occupancy ZGP sensor MC Office sensor for remote placement White 87 x 87 x 30 5–45 929002146006

Accessories

Product specification

Product name Description Product code

GPC

Mounting frames

CMP/w Ceiling mounting plate for remote mounting of SNS products 929003417206

SMB-50/b Surface mounting bracket for luminaire integration of SNS products 929002137306

SMB-50/g Surface mounting bracket for luminaire integration of SNS products 929002812806

SMB-50/w Surface mounting bracket for luminaire integration of SNS products 929002813706

SR cap dark grey Future-proof luminaire without nodes 929001650906

SR cap light grey Future-proof luminaire without nodes 929001651006

SR-Connector Compact 4 pole receptacle according to Zhaga Book 18 specifications 929001650806

Wireless switches

EasyAir 2B switch Wireless switch for switching and dimming 929002821806

EasyAir 4B switch Wireless switch for switching, dimming, and scene control 929002821906
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Point source modules

Light 
that sells
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“Unmatched and powerful 
quality of light for a unique 
shopping experience.”
The Fortimo LED SLM portfolio distinguishes itself due to its exceptional quality of light 
achieved by multiple different light recipes. On top of that, the range consists of multiple 
lumen packages enabling powerful and consistent accent lighting throughout the entire 
retail store. The new superior efficacy and color consistency of Fortimo SLM G7 HE will 
further unlock the extraordinary potential of light, facilitate innovation, and inspire the 
next generation of luminaire design from our OEM customers. Now, the best combination 
of performance and quality of light also comes in an industry-standard 
footprint in the shape of the new G7N and G7N HE versions.

Choose your flavor 
Since its introduction, the Fortimo LED SLM range has grown to be one 
of the most used accent lighting modules in the industry. The range 
has steadily grown to accommodate the ever-changing needs in 
retail lighting. High CRI and color saturation, high punch or high lm/W, 
Fortimo LED SLM can provide all of this and more.

Fortimo LED SLM premium color offers a complete spectrum that 
combines beautiful saturated colors with a strong energizing white and 
rich black experience. Designed to enhance the shopping experience, 
it adds energy to a room and boosts the perceived value of all the 
products on display. So with Fortimo LED SLM, light sells.

Mustafa Oktay
Product Manager 
Retail

Just released!
Order now at 
www.philips.com/oemwebshop

Fortimo SLM gen 7 square form factor
See page 37

Thanks to a square form factor, the new SLM gen 7 range can 
accommodate larger luminaire ranges without compromising 
the high-end specifications of our existing gen 7 and gen 7 HE 
modules.

Coming soon!
LED innovations in the
pre-launch phase

Fortimo SLM gen 7 CED BioUp
The cyan enhanced dynamic (CED) module enables dynamic 
correlated color temperatures (CCT) combined with additional 
cyan light to help align people’s circadian rhythm. By combining 
this CED module with FlexTune drivers, a wide range of CCTs 
can be achieved with a dedicated melanopic-DER performance 
per CCT.

powerful  
and 

attractive

powerful  
and  

attractive

NEW
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Fortimo SLM selection guide

Lighting recipe Key aspects Key applications

Fortimo SLM gen 7 standard white • Highest lm/W 
• Regular on-BBL color points (replacement of halogen) 
• Easily combined with linear lighting

• Hospitality 
• Supermarkets 
• DIY stores/big box 
• Offices

Fortimo SLM gen 7 HE • Further lm/W increase compared to standard Gent
• Available both in regular on-BBL and below BBL
• New generation energy efficient solution

• Hospitality 
• Supermarkets
• DIY stores
• Fashion retail
• Offices

Fortimo SLM gen 7 premium white • Same color point and appearance as CDM-Elite 
• Bright and energized ambience with strong effect on white fabrics 
• Same energy efficiency as standard white 
• Strong natural saturated colors

• Fashion retail 
• Car showrooms 
• Furniture stores 
• Electronics stores

Fortimo SLM gen 7 premium color • Rich saturated color pallet, combined with strong white effects in a nice balance 
• Effect on both ambience and textiles 
• Slightly lower energy efficiency

• �Fasion retail with special focus on suits and denim
• Car showrooms

Fortimo SLM gen 7+ high density • Higher light output from a smaller area to create a high punch effect 
• Enables miniaturization of luminaires

• �Everywhere punch effect for more drama is 
required

Fortimo SLM gen 7 food • Specific light recipes for meat, fresh food/bread and iced seafood 
• Makes the fresh produce sparkle and look tastier

• Supermarkets/food retail

SLM selection guide
Different applications require different light solutions. The selection guide below helps in selecting the right light recipe for various 
needs. Personal taste is always an important factor to consider, therefore we recommend a test set-up is performed before selecting 
the final lighting recipe. 

Fortimo LED SLM gen 7
Fortimo LED SLM gen 7 continues to focus on the combination of quality of light and performance. Fortimo SLM gen 7 offers 8% 
higher efficacy compared to gen 6 in the same form factor. Fortimo LED SLM gen 7 is backwards compatible with existing Fortimo SLM 
luminaires. To find your perfect system combination, please explore our online Easy Design-In Tool.

Product specification*

Product name Typical light 
output

Module 
efficacy**

Color temperature Color 
rendering 
index

CoB size*** Product code

lm lm/W K CRI GPC

Fortimo SLM C 827 1203 L09 1619 G7 1490 144 2700 80 1619 929001583806

Fortimo SLM C 827 1205 L13 2024 G7 2540 148 2700 80 2024 929001587806

Fortimo SLM C 827 1208 L15 2024 G7 3800 149 2700 80 2024 929001589806

Fortimo SLM C 827 1211 L19 2828 G7 6110 147 2700 80 2828 929001591806

Fortimo SLM C 827 1216 L23 2828 G7 8030 146 2700 80 2828 929001593806

Fortimo SLM C 830 1202 L09 1313 G7N 955 157 3000 80 1313 929003374106

Fortimo SLM C 830 1203 L09 1313 G7N 1415 156 3000 80 1313 929003375406

Fortimo SLM C 830 1203 L09 1619 G7 1520 147 3000 80 1619 929001583906

Fortimo SLM C 830 1205 L13 2024 G7 2640 154 3000 80 2024 929001587906

Fortimo SLM C 830 1205 L15 1919 G7N 2415 159 3000 80 1919 929003378006

Fortimo SLM C 830 1208 L15 1919 G7N 3735 154 3000 90 1919 929003380606

Fortimo SLM C 830 1208 L15 2024 G7 3950 155 3000 80 2024 929001589906

Fortimo SLM C 830 1211 L19 2828 G7 6280 151 3000 80 2828 929001591906

Fortimo SLM C 830 1211 L22 2828 G7N 5320 159 3000 80 2828 929003383206

Fortimo SLM C 830 1216 L23 2828 G7 8220 149 3000 80 2828 929001593906

Fortimo SLM C 835 1203 L09 1619 G7 1560 151 3500 80 1619 929001584006

Fortimo SLM C 835 1205 L13 2024 G7 2690 157 3500 80 2024 929001588006

Fortimo SLM C 835 1208 L15 2024 G7 4030 159 3500 80 2024 929001590006

Fortimo SLM C 835 1211 L19 2828 G7 6410 154 3500 80 2828 929001592006

Fortimo SLM C 835 1216 L23 2828 G7 8380 152 3500 80 2828 929001594006

Fortimo SLM C 840 1203 L09 1619 G7 1610 156 4000 80 1619 929001584106

Fortimo SLM C 840 1205 L13 2024 G7 2750 160 4000 80 2024 929001588106

Fortimo SLM C 840 1205 L15 1919 G7N 2535 167 4000 80 1919 929003378206

Fortimo SLM C 840 1208 L15 1919 G7N 3920 162 4000 90 1919 929003380806

Fortimo SLM C 840 1208 L15 2024 G7 4110 162 4000 80 2024 929001590106

Fortimo SLM C 840 1211 L19 2828 G7 6630 159 4000 80 2828 929001592106

Fortimo SLM C 840 1211 L22 2828 G7N 5590 168 4000 80 2828 929003383406

Fortimo SLM C 840 1216 L23 2828 G7 8700 158 4000 80 2828 929001594106

Fortimo SLM C 850 1203 L09 1619 G7 1610 156 5000 80 1619 929001584206

Fortimo SLM C 850 1205 L13 2024 G7 2750 160 5000 80 2024 929001588206

Fortimo SLM C 850 1208 L15 2024 G7 4120 162 5000 80 2024 929001590206

Fortimo SLM C 850 1211 L19 2828 G7 6630 159 5000 80 2828 929001592206

Fortimo SLM C 850 1216 L23 2828 G7 8710 158 5000 80 2828 929001594206

Fortimo SLM C 857 1208 L15 2024 G7 4100 161 5700 80 2024 929001590306

Fortimo SLM C 857 1211 L19 2828 G7 6610 159 5700 80 2828 929001592306

Fortimo SLM C 857 1216 L23 2828 G7 8680 158 5700 80 2828 929001594306

Fortimo SLM C 927 1202 L09 1313 G7N 775 128 2700 90 1313 929003374606

Fortimo SLM C 927 1203 L09 1313 G7N 1155 127 2700 90 1313 929003375906

Fortimo SLM C 927 1203 L09 1619 G7 1240 120 2700 90 1619 929001584406

Fortimo SLM C 927 1205 L13 2024 G7 2110 123 2700 90 2024 929001588406

Fortimo SLM C 927 1205 L15 1919 G7N 1965 130 2700 90 1919 929003378506

Fortimo SLM C 927 1208 L15 1919 G7N 3040 125 2700 90 1919 929003381106

Fortimo SLM C 927 1208 L15 2024 G7 3150 124 2700 90 2024 929001590406
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Fortimo LED SLM gen 7 HE
Fortimo LED SLM gen 7 HE continues to focus on the combination of quality of light and performance. Fortimo SLM gen 7 HE offers  
10-12% higher efficacy compared to CRI 90 gen 7 in the same form factor. Fortimo LED SLM gen 7 HE is backwards compatible with 
existing Fortimo SLM luminaires. To find your perfect system combination, please explore our online Easy Design-In Tool.

Product specification*

Product name Typical light 
output

Module 
efficacy**

Color temperature Color 
rendering 
index

CoB size*** Product code

lm lm/W K CRI GPC

Fortimo SLM C 822 1208 L15 2024 G7 HE 2932 113 2200 80 2024 929002846806

Fortimo SLM C 927 1201 L09 1313 G7NHE 420 138 2700 90 1313 929003368306

Fortimo SLM C 927 1202 L09 1313 G7NHE 835 137 2700 90 1313 929003368406

Fortimo SLM C 927 1203 L09 1313 G7NHE 1230 134 2700 90 1313 929003368506

Fortimo SLM C 930 1201 L09 1313 G7NHE 450 148 3000 90 1313 929003369406

Fortimo SLM C 930 1202 L06 1215 G7 HE 878 129 3000 90 1215 929002834506

Fortimo SLM C 930 1202 L09 1313 G7NHE 890 146 3000 90 1313 929003369506

Fortimo SLM C 930 1203 L09 1313 G7NHE 1310 143 3000 90 1313 929003369606

Fortimo SLM C 930 1203 L09 1619 G7 HE 1415 137 3000 90 1619 929002834606

Fortimo SLM C 930 1204 L09 1619 G7 HE 1718 126 3000 90 1619 929002834706

Fortimo SLM C 930 1205 L13 2024 G7 HE 2435 142 3000 90 2024 929002834806

Fortimo SLM C 930 1205 L15 1919 G7NHE 2235 146 3000 90 1919 929003369806

Fortimo SLM C 930 1208 L15 1919 G7NHE 3465 142 3000 90 1919 929003370006

Fortimo SLM C 930 1208 L15 2024 G7 HE 3661 144 3000 90 2024 929002834906

Fortimo SLM C 930 1211 L19 2828 G7 HE 5706 137 3000 90 2828 929002835006

Fortimo SLM C 930 1216 L23 2828 G7 HE 7600 138 3000 90 2828 929002835106

Fortimo SLM C 930 PC 1202 L06 1215 G7 HE 834 123 3000 90 1215 929002833906

Fortimo SLM C 930 PC 1203 L09 1619 G7 HE 1308 127 3000 90 1619 929002834006

Fortimo SLM C 930 PC 1204 L09 1619 G7 HE 1633 120 3000 90 1619 929002834106

Fortimo SLM C 930 PC 1205 L13 2024 G7 HE 2252 132 3000 90 2024 929002834206

Fortimo SLM C 930 PC 1208 L15 2024 G7 HE 3387 133 3000 90 2024 929002834306

Fortimo SLM C 930 PC 1211 L19 2828 G7 HE 5277 127 3000 90 2828 929002834406

Fortimo SLM C 930 PW 1201 L09 1313 G7NHE 455 149 3000 90 1313 929003365006

Fortimo SLM C 930 PW 1202 L06 1215 G7 HE 898 132 3000 90 1215 929002833306

Fortimo SLM C 930 PW 1202 L09 1313 G7NHE 900 147 3000 90 1313 929003365106

Fortimo SLM C 930 PW 1203 L09 1313 G7NHE 1325 145 3000 90 1313 929003365206

Fortimo SLM C 930 PW 1203 L09 1619 G7 HE 1435 139 3000 90 1619 929002833406

Fortimo SLM C 930 PW 1204 L09 1313 G7NHE 1735 142 3000 90 1313 929003365306

Fortimo SLM C 930 PW 1204 L09 1619 G7 HE 1758 129 3000 90 1619 929002833506

Fortimo SLM C 930 PW 1205 L13 2024 G7 HE 2471 144 3000 90 2024 929002833606

Fortimo SLM C 930 PW 1205 L15 1919 G7NHE 2260 148 3000 90 1919 929003365406

Fortimo SLM C 930 PW 1206 L15 1919 G7NHE 2660 145 3000 90 1919 929003365506

Fortimo SLM C 930 PW 1208 L15 1919 G7NHE 3505 144 3000 90 1919 929003365606

Fortimo SLM C 930 PW 1208 L15 2024 G7 HE 3716 146 3000 90 2024 929002833706

Fortimo SLM C 930 PW 1210 L15 1919 G7NHE 4315 141 3000 90 1919 929003365706

Fortimo SLM C 930 PW 1211 L19 2828 G7 HE 5789 139 3000 90 2828 929002833806

Fortimo SLM C 930 PW 1211 L22 2828 G7NHE 5060 151 3000 90 2828 929003365806

Fortimo SLM C 930 PW 1216 L23 2828 G7 HE 7711 140 3000 90 2828 929002835206

Fortimo SLM C 935 PW 1205 L15 1919 G7NHE 2350 154 3500 90 1919 929003366506

Fortimo SLM C 935 PW 1206 L15 1919 G7NHE 2770 151 3500 90 1919 929003366606

Fortimo SLM C 935 PW 1208 L15 1919 G7NHE 3645 149 3500 90 1919 929003366706

Fortimo SLM C 940 PW 1205 L15 1919 G7NHE 2415 158 4000 90 1919 929003367606

Fortimo SLM C 940 PW 1208 L15 1919 G7NHE 3750 154 4000 90 1919 929003367806

* This overview represents the global Fortimo SLM portfolio, please contact our local representative for availability in your region. 
** Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool. 
*** The CoB size defines the compatibility with the SLM holders. The CoB size is also given in the name of the holder.

Product name Typical light 
output

Module 
efficacy**

Color temperature Color 
rendering 
index

CoB size*** Product code

lm lm/W K CRI GPC

Fortimo SLM C 927 1211 L19 2828 G7 5070 122 2700 90 2828 929001592406

Fortimo SLM C 927 1211 L22 2828 G7N 4330 130 2700 90 2828 929003383706

Fortimo SLM C 927 1216 L23 2828 G7 6660 121 2700 90 2828 929001594406

Fortimo SLM C 930 1202 L09 1313 G7N 815 134 3000 90 1313 929003374706

Fortimo SLM C 930 1203 L09 1313 G7N 1205 132 3000 90 1313 929003376006

Fortimo SLM C 930 1203 L09 1619 G7 1280 124 3000 90 1619 929001584506

Fortimo SLM C 930 1205 L13 2024 G7 2190 128 3000 90 2024 929001588506

Fortimo SLM C 930 1205 L15 1919 G7N 2060 136 3000 90 1919 929003378606

Fortimo SLM C 930 1206 L15 1919 G7N 2445 134 3000 90 1919 929003379906

Fortimo SLM C 930 1208 L15 1919 G7N 3190 131 3000 90 1919 929003381206

Fortimo SLM C 930 1208 L15 2024 G7 3270 129 3000 90 2024 929001590506

Fortimo SLM C 930 1211 L19 2828 G7 5310 128 3000 90 2828 929001592506

Fortimo SLM C 930 1211 L22 2828 G7N 4550 136 3000 90 2828 929003383806

Fortimo SLM C 930 1216 L23 2828 G7 6930 126 3000 90 2828 929001594506

Fortimo SLM C 930 PW 1201 L09 1313 G7N 420 139 3000 90 1313 929003373706

Fortimo SLM C 930 PW 1202 L09 1313 G7N 815 134 3000 90 1313 929003375006

Fortimo SLM C 930 PW 1203 L09 1313 G7N 1205 132 3000 90 1313 929003376306

Fortimo SLM C 930 PW 1204 L09 1313 G7N 1575 130 3000 90 1313 929003377606

Fortimo SLM C 930 PW 1205 L15 1919 G7N 2060 136 3000 90 1919 929003378906

Fortimo SLM C 930 PW 1208 L15 1919 G7N 3190 131 3000 90 1919 929003381506

Fortimo SLM C 930 PW 1210 L15 1919 G7N 3955 130 3000 90 1919 929003382806

Fortimo SLM C 930 PW 1211 L22 2828 G7N 4550 136 3000 90 2828 929003384106

Fortimo SLM C 935 1206 L15 1919 G7N 2530 139 3500 90 1919 929003380006

Fortimo SLM C 935 PW 1204 L09 1313 G7N 1630 134 3500 90 1313 929003377706

Fortimo SLM C 935 PW 1205 L15 1919 G7N 2135 141 3500 90 1919 929003379006

Fortimo SLM C 935 PW 1208 L15 1919 G7N 3305 136 3500 90 1919 929003381606

Fortimo SLM C 935 PW 1210 L15 1919 G7N 4100 135 3500 90 1919 929003382906

Fortimo SLM C 940 PW 1205 L15 1919 G7N 2195 145 4000 90 1919 929003379106

Fortimo SLM C 940 PW 1208 L15 1919 G7N 3400 140 4000 90 1919 929003381706

Fortimo SLM C 930 PC 1203 L09 1619 G7 1190 115 3000 90 1619 929001647706

Fortimo SLM C 930 PC 1205 L13 2024 G7 2040 119 3000 90 2024 929001647806

Fortimo SLM C 930 PC 1208 L15 2024 G7 3070 120 3000 90 2024 929001647906

Fortimo SLM C 930 PC 1211 L19 2828 G7 4880 117 3000 90 2828 929001648006

Fortimo SLM C 930 PC 1216 L23 2828 G7 6430 117 3000 90 2828 929001648106

Fortimo SLM C 830 PW 1203 L09 1619 G7 1510 146 3000 80 1619 929001584606

Fortimo SLM C 830 PW 1205 L13 2024 G7 2570 150 3000 80 2024 929001588606

Fortimo SLM C 830 PW 1208 L15 2024 G7 3840 151 3000 80 2024 929001590606

Fortimo SLM C 830 PW 1211 L19 2828 G7 6190 149 3000 80 2828 929001592606

Fortimo SLM C 830 PW 1216 L23 2828 G7 8130 148 3000 80 2828 929001594606

Fortimo SLM C 930 PW 1203 L09 1619 G7 1280 124 3000 90 1619 929001584706

Fortimo SLM C 930 PW 1205 L13 2024 G7 2190 128 3000 90 2024 929001588706

Fortimo SLM C 930 PW 1208 L15 2024 G7 3270 129 3000 90 2024 929001590706

Fortimo SLM C 930 PW 1211 L19 2828 G7 5310 128 3000 90 2828 929001592706

Fortimo SLM C 930 PW 1216 L23 2828 G7 6930 126 3000 90 2828 929001594706

Fortimo SLM C 935 PW 1203 L09 1619 G7 1350 131 3500 90 1619 929001584806

Fortimo SLM C 935 PW 1205 L13 2024 G7 2300 134 3500 90 2024 929001588806

Fortimo SLM C 935 PW 1208 L15 2024 G7 3440 135 3500 90 2024 929001590806

Fortimo SLM C 935 PW 1211 L19 2828 G7 5540 133 3500 90 2828 929001592806

Fortimo SLM C 935 PW 1216 L23 2828 G7 7270 132 3500 90 2828 929001594806

Fortimo SLM C 940 PW 1203 L09 1619 G7 1390 135 4000 90 1619 929001584906

Fortimo SLM C 940 PW 1205 L13 2024 G7 2360 138 4000 90 2024 929001588906

Fortimo SLM C 940 PW 1208 L15 2024 G7 3530 139 4000 90 2024 929001590906

Fortimo SLM C 940 PW 1211 L19 2828 G7 5720 137 4000 90 2828 929001592906

Fortimo SLM C 940 PW 1216 L23 2828 G7 7470 136 4000 90 2828 929001594906

* This overview represents the global Fortimo SLM portfolio, please contact our local representative for availability in your region.
** Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool.
*** The CoB size defines the compatibility with the SLM holders. The CoB size is also given in the name of the holder.
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Module driver compatibility
The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a built-in, track 
or independent driver, dimmable or with a fixed output. For a detailed overview of all the available Xitanium indoor point drivers, 
please go to the Xitanium indoor point driver section on pages 96-98.

Driver compatibility matrix

Module type Xitanium 36W 
0.3-1A 48V

Xitanium 36W 
0.3-1A 48V

Xitanium 50W 
0.7-1.5A 48V

Xitanium 50W 
0.9-1.4A 48V

Xitanium 
16W/m 0.35A 
46V SC 230V

Xitanium 
23W/m 0.5A 
46V SC 230V

Xitanium 
28W/m 0.6A 
31-46V SC 
230V

Xitanium 
32W/m 0.7A 
46V SC 230V

Xitanium 
34W/m 0.8A 
42V SC 230V

Xitanium 
38W/m 0.9A 
42V SC 230V

Xitanium 
48W/m 1.05A 
46V SC 230V

1203, L09 • • •

1205, L13 • • • • • • • • •

1208, L15 • • • • • • • • • •

1211, L19 • • • • • • • • •

1216, L23 • • • • • • • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Complementary partners

Jordan Ledil Almeco BJB Nata LedLink Darkoo CKO Carclo

R L/R R R L/R L/R L/R L L

L = lenses
R = reflectors

Driver compatibility matrix - track drivers

Module type Xi 14W/a 0.2-0.35A 40V DS Xi 26W/a 0.5-0.65A 40V DS Xi 34W/a 0.7-0.85A 40V DS Xi 42W/a 0.9-1.05A 40V DS

1203, L09 • •

1205, L13 • • •

1208, L15 • • •

1211, L19 • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Fortimo LED SLM gen 7 + high density
The latest generation of Fortimo LED SLM enables higher light output out of small CoB sizes. The Fortimo SLM high density (HD) portfolio 
is perfect for narrow beam high punch applications, but can also be used for miniaturized downlights when used with optimized lens 
optics. With Fortimo SLM HD it is possible to get up to 3000 lm out of a LES size of only 9 mm.

Product specification*

Product name Typical light 
output

Module 
efficacy**

Color temperature Color rendering 
index

CoB size*** Product code

lm lm/W K CRI GPC

Fortimo SLM C 827 1202 L06 1215 G7+ 890 130 2700 80 1215 929002194506

Fortimo SLM C 827 1204 L09 1619 G7+ 1793 131 2700 80 1619 929002195806

Fortimo SLM C 830 1202 L06 1215 G7+ 932 137 3000 80 1215 929002194606

Fortimo SLM C 830 1204 L09 1619 G7+ 1878 138 3000 80 1619 929002195906

Fortimo SLM C 830 PW 1202 L06 1215 G7+ 933 137 3000 80 1215 929002195306

Fortimo SLM C 830 PW 1204 L09 1619 G7+ 1878 138 3000 90 1619 929002196606

Fortimo SLM C 835 1202 L06 1215 G7+ 957 140 3500 80 1215 929002194706

Fortimo SLM C 835 1204 L09 1619 G7+ 1927 141 3500 80 1619 929002196006

Fortimo SLM C 840 1202 L06 1215 G7+ 981 144 4000 80 1215 929002194806

Fortimo SLM C 840 1204 L09 1619 G7+ 1972 145 4000 80 1619 929002196106

Fortimo SLM C 850 1202 L06 1215 G7+ 984 144 5000 80 1215 929002194906

Fortimo SLM C 850 1204 L09 1619 G7+ 1982 145 5000 80 1619 929002196206

Fortimo SLM C 857 1202 L06 1215 G7+ 991 145 5700 80 1215 929002195006

Fortimo SLM C 857 1204 L09 1619 G7+ 1992 146 5700 80 1619 929002196306

Fortimo SLM C 927 1202 L06 1215 G7+ 758 111 2700 90 1215 929002195106

Fortimo SLM C 927 1204 L09 1619 G7+ 1531 112 2700 90 1619 929002196406

Fortimo SLM C 930 1202 L06 1215 G7+ 798 117 3000 90 1215 929002195206

Fortimo SLM C 930 1204 L09 1619 G7+ 1606 118 3000 90 1619 929002196506

Fortimo SLM C 930 PC 1202 L06 1215 G7+ 759 111 3000 90 1215 929002195706

Fortimo SLM C 930 PC 1204 L09 1619 G7 2310 90 3000 90 1619 929001463306

Fortimo SLM C 930 PW 1202 L06 1215 G7+ 797 117 3000 90 1215 929002195406

Fortimo SLM C 930 PW 1204 L09 1619 G7+ 1607 118 3000 90 1619 929002196706

Fortimo SLM C 935 PW 1202 L06 1215 G7+ 825 121 3500 90 1215 929002195506

Fortimo SLM C 935 PW 1204 L09 1619 G7+ 1661 122 3500 90 1619 929002196806

Fortimo SLM C 940 PW 1202 L06 1215 G7+ 849 124 4000 90 1215 929002195606

Fortimo SLM C 940 PW 1204 L09 1619 G7+ 1710 125 4000 90 1619 929002196906

* This overview represents the global Fortimo SLM portfolio, please contact our local representative for availability in your region.
** Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool.
*** The CoB size defines the compatibility with the SLM holders. The CoB size is also given in the name of the holder.

Driver compatibility matrix - track drivers

Module type Xitanium 10W 0.2/0.25A 40V Xitanium 20W 0.35/0.5A 40V Xitanium 30W 0.6/0.75A 40V Xitanium 32W 0.7/0.8A 40V Xitanium 42W 0.9/1.05A 40V

1202, L06 • •

1204, L09 • • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Driver compatibility matrix

Module type Xitanium 20W 
0.15-0.5A 48V

Xitanium 36W 
0.3-1A 48V

Xitanium 50W 
0.7-1.5A 48V

Xitanium 50W 
0.9-1.4A 48V

Xitanium 
16W/m 0.35A 
46V SC 230V

Xitanium 
23W/m 0.5A 
46V SC 230V

Xitanium 
28W/m 0.6A 
31-46V SC 
230V

Xitanium 
32W/m 0.7A 
46V SC 230V

Xitanium 
34W/m 0.8A 
42V SC 230V

Xitanium 
38W/m 0.9A 
42V SC 230V

Xitanium 
48W/m 1.05A 
46V SC 230V

1202, L06 • • •

1204, L09 • • • • • • • • • • •**

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.
** The warranty window of Fortimo SLM gen 7 HD is valid up to 900 mA.

Signify OEM LED catalog 41Signify OEM LED catalog 40

Po
in

t s
ou

rc
e 

m
od

ul
es



Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Fortimo LED SLM gen 7 - food
Fortimo LED SLM food warm white, Fortimo LED SLM food premium red and Fortimo LED SLM food iced seafood are dedicated 
propositions, geared towards fresh food applications. The Fortimo SLM food warm white offers a specific spectrum that enhances 
the appearance of fresh food such as bread, fruit and vegetables. Fortimo LED SLM food premium red specifically enhances the 
appearance of fresh meat and the Fortimo SLM food iced seafood creates a sparkling iced seafood department.
All products are available in LES 13 mm, 15 mm and 19 mm.

Product specification*

Product name Typical light 
output

Module 
efficacy**

Color temperature Color rendering 
index

CoB size*** Product code

lm lm/W K CRI GPC

Fortimo SLM C 865 FIS 1205 L13 2024 G7 2360 138 6500 80 2024 929002145006

Fortimo SLM C 865 FIS 1208 L15 2024 G7 3560 139 6500 80 2024 929002145106

Fortimo SLM C 865 FIS 1211 L19 2828 G7 5660 136 6500 80 2828 929002145206

Fortimo SLM C 925 FWW 1205 L13 2024 G7 1524 89 2500 90 2024 929002144406

Fortimo SLM C 925 FWW 1205 L13 2024 G7+ 1524 89 2500 90 2024 929003388280

Fortimo SLM C 925 FWW 1208 L15 2024 G7 2270 89 2500 90 2024 929002144506

Fortimo SLM C 925 FWW 1208 L15 2024 G7+ 2272 89 2500 90 2024 929003388380

Fortimo SLM C 925 FWW 1211 L19 2828 G7 3680 89 2500 90 2828 929002144606

Fortimo SLM C 925 FWW 1211 L19 2828 G7+ 3670 88 3000 90 2828 929003388480

Fortimo SLM C 930 FPR 1205 L13 2024 G7 1615 94 3000 90 2024 929002144106

Fortimo SLM C 930 FPR 1208 L15 2024 G7 2410 95 3000 90 2024 929002144206

Fortimo SLM C 930 FPR 1211 L19 2828 G7 3910 94 3000 90 2828 929002144306

* This overview represents the global Fortimo SLM portfolio, please contact our local representative for availability in your region.
** Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool.
*** The CoB size defines the compatibility with the SLM holders. The CoB size is also given in the name of the holder.

Module driver compatibility
The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a built-in, track or 
independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point drivers, please go to 
the Xitanium indoor point driver section on pages 96-98.

Driver compatibility matrix - track drivers

Module type Xitanium 10W 0.2/0.25A 40V Xitanium 20W 0.35/0.5A 40V Xitanium 30W 0.6/0.75A 40V Xitanium 32W 0.7/0.8A 40V Xitanium 42W 0.9/1.05A 40V

1202, L06 • •

1204, L09 • • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Complementary partners

Jordan Ledil Almeco BJB Nata LedLink Darkoo CKO Carclo

R L/R R R L/R L/R L/R L L

L = lenses
R = reflectors

Driver compatibility matrix

Module type Xitanium 20W 
0.15-0.5A 48V

Xitanium 36W 
0.3-1A 48V

Xitanium 50W 
0.7-1.5A 48V

Xitanium 50W 
0.9-1.4A 48V

Xitanium 
16W/m 0.35A 
46V SC 230V

Xitanium 
23W/m 0.5A 
46V SC 230V

Xitanium 
28W/m 0.6A 
31-46V SC 
230V

Xitanium 
32W/m 0.7A 
46V SC 230V

Xitanium 
34W/m 0.8A 
42V SC 230V

Xitanium 
38W/m 0.9A 
42V SC 230V

Xitanium 
48W/m 1.05A 
46V SC 230V

1202, L06 • • •

1204, L09 • • • • • • • • • • •**

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.
** The warranty window of Fortimo SLM gen 7 HD is valid up to 900 mA.
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Fortimo LED SLM VO gen 1
The Fortimo LED SLM VO gen 1 is a new range in the SLM portfolio which aims to provide good performance in downlights and spotlights 
without sacrificing lifetime. It offers a good lm/W performance and there’s a wide choice of CCTs available, in CRI80 or CRI90. The 
dimensions of the Fortimo LED SLM VO gen 1 offer easy accessibility to a variety of holders and reflectors available on the market.

Product specification

Product name Typical light 
output

Module 
efficacy*

Color temperature Color rendering 
index

CoB size** Product code

lm lm/W K CRI GPC

Fortimo SLM VO 827 1205 LES15 G1 2057 142 2700 80 1205 929002133106

Fortimo SLM VO 827 1206 LES15 G1 2377 141 2700 80 1206 929002134006

Fortimo SLM VO 827 1208 LES15 G1 2842 141 2700 80 1208 929002134906

Fortimo SLM VO 827 1211 LES22 G1 4849 140 2700 80 1211 929002135806

Fortimo SLM VO 830 1205 LES15 G1 2154 149 3000 80 1205 929002133206

Fortimo SLM VO 830 1206 LES15 G1 2491 148 3000 80 1206 929002134106

Fortimo SLM VO 830 1208 LES15 G1 2981 148 3000 80 1208 929002135006

Fortimo SLM VO 830 1211 LES22 G1 5078 146 3000 80 1211 929002135906

Fortimo SLM VO 835 1205 LES15 G1 2211 153 3500 80 1205 929002133306

Fortimo SLM VO 835 1206 LES15 G1 2555 152 3500 80 1206 929002134206

Fortimo SLM VO 835 1208 LES15 G1 3055 152 3500 80 1208 929002135106

Fortimo SLM VO 835 1211 LES22 G1 5210 150 3500 80 1211 929002136006

Fortimo SLM VO 840 1205 LES15 G1 2263 156 4000 80 1205 929002133406

Fortimo SLM VO 840 1206 LES15 G1 2619 156 4000 80 1206 929002134306

Fortimo SLM VO 840 1208 LES15 G1 3125 155 4000 80 1208 929002135206

Fortimo SLM VO 840 1211 LES22 G1 5335 154 4000 80 1211 929002136106

Fortimo SLM VO 850 1205 LES15 G1 2278 157 5000 80 1205 929002133506

Fortimo SLM VO 850 1206 LES15 G1 2629 156 5000 80 1206 929002134406

Fortimo SLM VO 850 1208 LES15 G1 3139 156 5000 80 1208 929002135306

Fortimo SLM VO 850 1211 LES22 G1 5370 155 5000 80 1211 929002136206

Fortimo SLM VO 927 1205 LES15 G1 1755 121 2700 90 1205 929002133606

Fortimo SLM VO 927 1206 LES15 G1 2029 121 2700 90 1206 929002134506

Fortimo SLM VO 927 1208 LES15 G1 2431 121 2700 90 1208 929002135406

Fortimo SLM VO 927 1211 LES22 G1 4135 119 2700 90 1211 929002136306

Fortimo SLM VO 930 1205 LES15 G1 1839 127 3000 90 1205 929002133706

Fortimo SLM VO 930 1206 LES15 G1 2129 126 3000 90 1206 929002134606

Fortimo SLM VO 930 1208 LES15 G1 2550 127 3000 90 1208 929002135506

Fortimo SLM VO 930 1211 LES22 G1 4340 125 3000 90 1211 929002136406

Fortimo SLM VO 935 1205 LES15 G1 1904 132 3500 90 1205 929002133806

Fortimo SLM VO 935 1206 LES15 G1 2201 131 3500 90 1206 929002134706

Fortimo SLM VO 935 1208 LES15 G1 2639 131 3500 90 1208 929002135606

Fortimo SLM VO 935 1211 LES22 G1 4490 129 3500 90 1211 929002136506

Fortimo SLM VO 940 1205 LES15 G1 1960 135 4000 90 1205 929002133906

Fortimo SLM VO 940 1206 LES15 G1 2265 135 4000 90 1206 929002134806

Fortimo SLM VO 940 1208 LES15 G1 2711 135 4000 90 1208 929002135706

Fortimo SLM VO 940 1211 LES22 G1 4620 133 4000 90 1211 929002136606

* Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool.
** Please note that the Fortimo holders are not compliant with the Fortimo SLM VO. Please contact your local representative for a list of available external holders.

Fortimo LED SLM - holder
Fortimo SLM Holders are available in all sizes that fit our extensive product range.

Product specification*

Product name Compatible 
CoB size

Wire length Wire type Product code

mm mm2 GPC

Fortimo SLM H 1619 L280 G1 1619 280 929002197506

Fortimo SLM H 1619 L600 G1 1619 600 929002800006

Fortimo SLM H 2024 L280 G1 2024 280 929002197706

Fortimo SLM H 2024 L600 G1 2024 600 929002800206

Fortimo SLM H 2828 L280 G1 2828 280 929002198106

Fortimo SLM H 2828 L600 G1 2828 600 929002800406

Fortimo SLM H DL 1619 L280 G1 1619 280 929002197606

Fortimo SLM H DL 1619 L600 G1 1619 600 929002800106

Fortimo SLM H DL 2024 L280 G1 2024 280 929002197806

Fortimo SLM H DL 2024 L600 G1 2024 600 929002800306

Fortimo SLM H DL 2828 L280 G1 2828 280 929002198206

Fortimo SLM H DL 2828 L600 G1 2828 600 929002800506

Fortimo SLM H PI 1215 35 G1 35 n.a. 0.5-0.75 929001538106

Fortimo SLM H PI 1619 G1 1619 n.a. 0.5-0.75 929000993780

Fortimo SLM H PI 2024 G1 2024 n.a. 0.5-0.75 929000980903

Fortimo SLM H PI 2828 G1 2828 n.a. 0.5-0.75 929000981203

Fortimo SLM H ZP 1619 G1 1619 n.a. 0.5-0.75 929001451980

Fortimo SLM H ZP 2024 G1 2024 n.a. 0.5-0.75 929001452080

Fortimo SLM H ZP 2828 G1 2828 n.a. 0.5-0.75 929001452180

* Only Fortimo SLM H PI 2828 G1 is compatible with CoBs with LES size 23 mm (1216).
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Module driver compatibility
The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a built-in, track or 
independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point drivers, please go to 
the Xitanium indoor point driver section on pages 96-98.

Driver compatibility matrix

Module type Xitanium 20W 
0.15-0.5A 
48V

Xitanium 36W 
0.3-1A 48V

Xitanium 50W 
0.7-1.5A 48V

Xitanium 50W 
0.9-1.4A 48V

Xitanium 
16W/m 0.35A 
46V SC 230V

Xitanium 
23W/m 0.5A 
46V SC 230V

Xitanium 
28W/m 0.6A 
31-46V SC 
230V

Xitanium 
32W/m 0.7A 
46V SC 230V

Xitanium 
34W/m 0.8A 
42V SC 230V

Xitanium 
38W/m 0.9A 
42V SC 230V

Xitanium 
48W/m 1.05A 
46V SC 230V

1205, L15 • • • • • • • • •

1206, L15 • • • • • • • •

1208, L15 • • • • • • • • • •

1211, L22 • • • • • • • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Driver compatibility matrix

Module type Xitanium 20W 
0.15-0.5A 48V

Xitanium 36W 
0.3-1A 48V

Xitanium 50W 
0.7-1.5A 48V

Xitanium 50W 
0.9-1.4A 48V

Xitanium 
16W/m 0.35A 
46V SC 230V

Xitanium 
23W/m 0.5A 
46V SC 230V

Xitanium 
28W/m 0.6A 
31-46V SC 
230V

Xitanium 
32W/m 0.7A 
46V SC 230V

Xitanium 
34W/m 0.8A 
42V SC 230V

Xitanium 
38W/m 0.9A 
42V SC 230V

Xitanium 
48W/m 1.05A 
46V SC 230V

Fortimo LED DLM 
flex 1100lm

• • •

Fortimo LED DLM 
flex 2000lm

• • • • • •

Fortimo LED DLM 
flex 3000lm

• • • • • •

Fortimo LED DLM 
flex 5000lm

• • • • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Driver compatibility matrix - track drivers

Module type Xi 14W/a 0.2-0.35A 40V DS Xi 26W/a 0.5-0.65A 40V DS Xi 34W/a 0.7-0.85A 40V DS Xi 42W/a 0.9-1.05A 40V DS

1205, L15 • • •

1206, L16 • • •

1208, L15 • • •

1211, L22 • • •

Xitanium window drivers* Xitanium single current drivers*

* �Check the Xitanium indoor point driver portfolio or philips.com/technology for all available drivers with the operating point you need.

Fortimo LED DLM flex gen 2
Be the trendsetter in high-performance LED downlighting with the Fortimo DLM range. Our next-generation Fortimo LED DLM flex 
family is backwards compatible with the previous generation. Fortimo LED DLM flex gen 2 enables further optimization of existing as well 
as new flexible downlight luminaire designs.

Product specification - LED board

Product name Light output Module 
efficacy*

Correlated color 
temperature

Color 
rendering 
index

Product code

lm lm/W K CRI GPC

Fortimo LED DLM flex 1100/830 G2 1100 142 3000 80 929001503880

Fortimo LED DLM flex 1100/840 G2 1100 155 4000 80 929001503980

Fortimo LED DLM flex 2000/830 G2 2000 140 3000 80 929001504180

Fortimo LED DLM flex 2000/840 G2 2000 153 4000 80 929001504280

Fortimo LED DLM flex 3000/830 G2 3000 142 3000 80 929001504480

Fortimo LED DLM flex 3000/840 G2 3000 156 4000 80 929001504580

Fortimo LED DLM flex 5000/830 G2 5000 136 3000 80 929001504780

Fortimo LED DLM flex 5000/840 G2 5000 150 4000 80 929001504880

* Module efficacy is calculated for the typical lm output with Tc= 85C. For more detailed specifications (including lifetime) please check the datasheets or the Easy Design-In Tool.

Module driver compatibility
The Fortimo LED SLM portfolio is compatible with multiple Xitanium LED drivers. Xitanium LED drivers are available as a built-in, track or 
independent driver, dimmable or with a fixed output. For a detailed overview of all available Xitanium indoor point drivers, please go to 
the Xitanium indoor point driver section on pages 96-98.

Product name Product code

GPC

Fortimo LED DLM flex cover 929000908506

Fortimo LED DLM flex high cover 929000927806

Fortimo LED DLM flex cable 600mm 929000910706

NOTE: DLM will be used with the accessories below. From April, we recommend using low housing
- Fortimo LED DLM flex cover (low housing)
- Fortimo LED DLM flex high cover (high housing)

Complementary partners

Jordan Almeco Nata

R R L/R

L = lenses
R = reflectors
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Fortimo DLM EaseSelect
Fortimo DLM EaseSelect has redefined the performance of ‘one-box’ integrated downlight modules. You can confidently design-in an 
integrated solution, which significantly simplifies assembly, without compromising on the performance of your high-end LED downlight 
luminaires. Manufacturing your next generation luminaires with the Fortimo promise of high-performance just got easier.

Product specification

Product name Light output System efficacy Correlated color 
temperature

Color rendering 
index

Product code

lm lm/W K CRI GPC

Fortimo DLM ES 1100/830 G2 1080 115 3000 80 929001435506

Fortimo DLM ES 1100/840 G2 1150 120 4000 80 929001435606

Fortimo DLM ES 2000/830 G2 1950 111 3000 80 929001435706

Fortimo DLM ES 2000/840 G2 2050 118 4000 80 929001435806

Fortimo DLM ES 3000/830 G2 2950 109 3000 80 929001435906

Fortimo DLM ES 3000/840 G2 3150 117 4000 80 929001436006

Complementary partners

Jordan Almeco Nata

R(*) R R

L = lenses
R = reflectors 
(*) made to order but not on stock
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Linear modules

Quality of light to 
brighten up spaces
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Just released!
Order now at 
www.philips.com/oemwebshop

Fortimo LED Strip BioUp CED
See page 62

A new concept to our HCL range: BioUp Cyan Enhanced Dynamic. 
Now integrated in our Fortimo LED Strip platform, BioUp CED is 
designed to work together with our Xitanium FlexTune drivers. 
The system provides a correlated color temperature (CCT) 
tunable module with enhanced melanopic-DER.

Fortimo LED Square BioUp CED
See page 67

A new concept to our HCL range: BioUp Cyan Enhanced Dynamic. 
Now integrated in our Fortimo LED Square platform, BioUp CED 
is designed to work together with our Xitanium FlexTune drivers. 
The system provides a CCT tunable module with enhanced 
melanopic-DER.

Fortimo Edge Lit BioUp CED
See page 62

A new concept to our HCL range: BioUp Cyan Enhanced Dynamic. 
Now extended with a new form factor: the Fortimo Edge lit. 
BioUp CED is designed to work together with our Xitanium 
FlexTune drivers. The system provides a CCT tunable module with 
enhanced melanopic-DER. In the Edge lit form it’s specifically 
designed for side lit (or edge lit) applications.

Fortimo LED Line gen 5
See page 65-66

The LED Line is an old form factor but, despite its age, is still very 
relevant in the market. Many luminaire designs are based on this 
wider PCB concept. And therefore both 1R and 3R versions have 
been updated to the latest LED technology, including the new 
addition with our successful CRI90 High Efficiency.

Fortimo LED Line High Flux gen 5
See page 65-66

The LED Line is an old form factor but, despite its age, is still 
very relevant in the market. Many luminaire designs are based on 
this wider PCB concept. And therefore both 1R and 3R versions 
have been updated to the latest High Flux LED technology. This 
enables a higher output per foot, including higher over drive 
possibilities, all with an improved lm/W.

Fortimo LED-R
See page 63-64

Combining aesthetics, efficiency and ease of use is a new system 
that combines Fortimo LED-R with BJB’s OptiLine Louvres. A full 
range of LED modules including our latest technologies, such as 
CRI90 High Efficiency, BioUp CED and FlexTune. These modules 
are designed together with BJB’s OptiLine Louvres to create a 
perfect match.

Now, more than ever before, LED technology is enabling luminaire makers to design and 
manufacture systems that are dedicated to specific applications. The trend is clear; 
technology is helping us differentiate even further so we can optimize the best lighting 
solutions per application. Collaboration in the value chain helps to strengthen this as we 
embark on our latest lighting journey.

The most obvious trend in indoor lighting is the growing interest in “HCL-systems”. 
These human-centric lighting systems were introduced several years ago using 
tunable white installations, mainly in offices. With today’s technology we can offer a 
better-differentiated portfolio. Solutions that can increase the melanopic daylight 
efficacy ratio (melanopic-DER) value of LED modules in order to increase the melanopic 
equivalent daylight illuminance (melanopic-EDI) in applications. This in turn has been 
shown by external scientific research to have a positive impact on the circadian health of 
people working in indoor environments. Our BioUp technology, in cyan enhanced static 
(CES) and cyan enhanced dynamic (CED), is ideal for this purpose and, as you can see 
from this catalog, is being widely applied throughout our platforms. 

Another example of differentiation is the launch of our new Fortimo LED-R platform. 
Developed in collaboration with BJB’s OptiLine Louvres, it offers a highly-efficient and 
elegant solution for office, retail and hospitality applications. Thanks to the smart design 
of the system, it’s easy to install, saving valuable time and money. From the outset, 
the Fortimo LED-R portfolio will be released as a complete platform, including our 
differentiating technologies BioUp CED, FlexTune and CRI90 HE.

Driven by the growth of industrial 
applications in Europe, mainly factories 
and warehouses, there is a demand for 
higher output fixtures. These are typically 
highbays and trunking systems. Signify’s 
High Flux technology has been updated with 
the latest technology and specifications. This helps our 
OEM customers to better meet the demands from this growing 
market segment.

Jelmer Sanders
Product Manager  
Indoor modules

powerful  
and 

attractive

see better,
feel better,

perform  
well

“The most obvious 
trend in indoor lighting is 
the growing interest in  
human-centric lighting.”

Coming soon!
LED innovations in the
pre-launch phase

Fortimo LED Strip gen 6
An upgrade of our Fortimo LED Strip portfolio with the latest 
and most efficient LED technology. A sixth generation for this 
already successful and powerful product portfolio.

Fortimo CS LED Modules
Fortimo CS LED Modules will be a new platform in our portfolio 
consisting of circular-shaped LED modules. These will be 
equipped with high-performing LEDs and therefore offer a 
high lm/W. CRI90 High Efficiency will be part of the scope.

CertaFlux LED Strip gen 5
The new generation 5 of our CertaFlux LED Strip portfolio 
promises higher performance in terms of lm/W and improved 
ESD sensitivity.
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Fortimo LED strip
One of the key benefits of the Fortimo LED strip portfolio is that once you design it into your systems, you can easily upgrade to high 
efficiency solutions, FlexTune (tunable white), high flux and HCL solutions. Besides that, the portfolio is extremely wide to cover all your 
needs in luminaire designs: from 0.5 ft to 5 ft, high voltage or low voltage, a wide range of CCTs in CRI80 and CRI90, connectors on the 
front or back and different lumen output versions. The CRI90 products are all equipped with our unique high efficient CRI90 technology, 
closing the lm/W gap to CRI80 to a minimum.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip High Efficiency (HE)

Fortimo LED Strip 1ft 1100lm 830 HE HV4 1032 181 3 70 929001657306

Fortimo LED Strip 1ft 1100lm 840 HE HV4 1080 190 3 70 929001657406

Fortimo LED Strip 1ft 1100lm 850 HE HV4 1065 187 3 70 929001657506

Fortimo LED Strip 1ft 2000lm 830 HE HV4 1886 180 3 80 929001657606

Fortimo LED Strip 1ft 2000lm 840 HE HV4 1920 184 3 80 929001657706

Fortimo LED Strip 1ft 2000lm 850 HE HV4 1929 184 3 80 929001657806

Fortimo LED Strip 2ft 2200lm 830 HE HV4 2064 184 3 70 929001657906

Fortimo LED Strip 2ft 2200lm 840 HE HV4 2160 193 3 70 929001658006

Fortimo LED Strip 2ft 4000lm 830 HE HV4 3773 180 3 80 929001658106

Fortimo LED Strip 2ft 4000lm 840 HE HV4 3840 183 3 80 929001658206

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip low flux 

Fortimo LED Strip 1ft 650lm 830 FC HV5 585 160 3 70 929002119706

Fortimo LED Strip 1ft 650lm 840 FC HV5 630 173 3 70 929002119806

Fortimo LED Strip 1ft 650lm 927 FC HV5 585 155 3 70 929002119906

Fortimo LED Strip 1ft 650lm 930 FC HV5 585 155 3 70 929002120006

Fortimo LED Strip 1ft 650lm 940 FC HV5 625 162 3 70 929002120106

Fortimo LED Strip 1ft 650lm 830 BC HV5 585 160 3 70 929002120206

Fortimo LED Strip 1ft 650lm 840 BC HV5 630 173 3 70 929002120306

Fortimo LED Strip 1ft 650lm 830 FC LV5 585 160 3 70 929002120406

Fortimo LED Strip 1ft 650lm 840 FC LV5 630 173 3 70 929002120506

Fortimo LED Strip 1ft 650lm 927 FC LV5 585 152 3 70 929002120606

Fortimo LED Strip 1ft 650lm 930 FC LV5 585 152 3 70 929002120706

Fortimo LED Strip 1ft 650lm 940 FC LV5 625 162 3 70 929002120806

Fortimo LED Strip 1ft 650lm 830 BC LV5 585 160 3 70 929002120906

Fortimo LED Strip 1ft 650lm 840 BC LV5 630 173 3 70 929002121006

Fortimo LED Strip 2ft 1300lm 830 FC HV5 1170 161 3 70 929002123206

Fortimo LED Strip 2ft 1300lm 840 FC HV5 1260 174 3 70 929002123306

Fortimo LED Strip 2ft 1300lm 930 FC HV5 1170 152 3 70 929002123406

Fortimo LED Strip 2ft 1300lm 940 FC HV5 1250 162 3 70 929002123506

Fortimo LED Strip 2ft 1300lm 830 BC HV5 1170 161 3 70 929002123606

Fortimo LED Strip 2ft 1300lm 840 BC HV5 1260 174 3 70 929002123706

Fortimo LED Strip 2ft 1300lm 830 FC LV5 1170 161 3 70 929002123806

Fortimo LED Strip 2ft 1300lm 840 FC LV5 1260 174 3 70 929002123906

Fortimo LED Strip 2ft 1300lm 930 FC LV5 1170 152 3 70 929002124006

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip 2ft 1300lm 940 FC LV5 1250 162 3 70 929002124106

Fortimo LED Strip 2ft 1300lm 830 BC LV5 1170 161 3 70 929002124206

Fortimo LED Strip 2ft 1300lm 840 BC LV5 1260 174 3 70 929002124306

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip mid flux

Fortimo LED Strip 0.25ft 245lm 840 HV5F 234 171 3 70 929002918906

Fortimo LED Strip 0.25ft 245lm 830 HV5F 222 163 3 70 929002918806

Fortimo LED Strip 0.25ft 245lm 827 HV5F 219 160 3 70 929002918706

Fortimo LED Strip 0.25ft 245lm 930 HV5F 222 155 3 70 929002919006

Fortimo LED Strip 0.25ft 245lm 940 HV5F 234 163 3 70 929002919106

Fortimo LED Strip 0.5ft 490lm 830 FC HV5 445 165 3 70 929002119106

Fortimo LED Strip 0.5ft 490lm 840 FC HV5 467 173 3 70 929002119206

Fortimo LED Strip 0.5ft 490lm 930 FC HV5 445 156 3 70 929002119306

Fortimo LED Strip 0.5ft 490lm 940 FC HV5 467 164 3 70 929002119406

Fortimo LED Strip 0.5ft 490lm 830 BC HV5 445 165 3 70 929002119506

Fortimo LED Strip 0.5ft 490lm 840 BC HV5 467 173 3 70 929002119606

Fortimo LED Strip 1ft 1100lm 830 FC HV5 1000 164 3 70 929002121106

Fortimo LED Strip 1ft 1100lm 840 FC HV5 1063 174 3 70 929002121206

Fortimo LED Strip 1ft 1100lm 850 FC HV5 1063 174 3 70 929002121306

Fortimo LED Strip 1ft 1100lm 865 FC HV5 1063 174 3 70 929002121406

Fortimo LED Strip 1ft 1100lm 927 FC HV5 985 154 3 70 929002121506

Fortimo LED Strip 1ft 1100lm 930 FC HV5 985 154 3 70 929002121606

Fortimo LED Strip 1ft 1100lm 940 FC HV5 1055 165 3 70 929002121706

Fortimo LED Strip 1ft 1100lm 965 FC HV5 1055 165 3 70 929002121806

Fortimo LED Strip 1ft 1100lm 830 BC HV5 1000 164 3 70 929002121906

Fortimo LED Strip 1ft 1100lm 840 BC HV5 1063 174 3 70 929002122006

Fortimo LED Strip 1ft 1100lm 830 FC LV5 1000 164 3 70 929002122106

Fortimo LED Strip 1ft 1100lm 840 FC LV5 1063 174 3 70 929002122206

Fortimo LED Strip 1ft 1100lm 850 FC LV5 1063 174 3 70 929002122306

Fortimo LED Strip 1ft 1100lm 865 FC LV5 1063 174 3 70 929002122406

Fortimo LED Strip 1ft 1100lm 927 FC LV5 985 154 3 70 929002122506

Fortimo LED Strip 1ft 1100lm 930 FC LV5 985 154 3 70 929002122606

Fortimo LED Strip 1ft 1100lm 940 FC LV5 1055 165 3 70 929002122706

Fortimo LED Strip 1ft 1100lm 965 FC LV5 1055 165 3 70 929002122806

Fortimo LED Strip 1ft 1100lm 830 BC LV5 1000 164 3 70 929002122906

Fortimo LED Strip 1ft 1100lm 840 BC LV5 1063 174 3 70 929002123006

Fortimo LED Strip 2ft 2200lm 830 FC HV5 2000 165 3 70 929002124406

Fortimo LED Strip 2ft 2200lm 840 FC HV5 2126 175 3 70 929002124506

Fortimo LED Strip 2ft 2200lm 850 FC HV5 2126 175 3 70 929002124606

Fortimo LED Strip 2ft 2200lm 865 FC HV5 2126 175 3 70 929002124706

Fortimo LED Strip 2ft 2200lm 930 FC HV5 1970 154 3 70 929002124806

Fortimo LED Strip 2ft 2200lm 940 FC HV5 2110 165 3 70 929002124906

Fortimo LED Strip 2ft 2200lm 830 BC HV5 2000 165 3 70 929002125006

Fortimo LED Strip 2ft 2200lm 840 BC HV5 2126 175 3 70 929002125106

Fortimo LED Strip 2ft 2200lm 830 FC LV5 2000 165 3 70 929002125206

Fortimo LED Strip 2ft 2200lm 840 FC LV5 2126 175 3 70 929002125306

Fortimo LED Strip 2ft 2200lm 850 FC LV5 2126 175 3 70 929002125406

Fortimo LED Strip 2ft 2200lm 865 FC LV5 2126 175 3 70 929002125506

Fortimo LED Strip 2ft 2200lm 930 FC LV5 1970 154 3 70 929002125606

Fortimo LED Strip 2ft 2200lm 940 FC LV5 2110 165 3 70 929002125706
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Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip 2ft 2200lm 830 BC LV5 2000 165 3 70 929002125806

Fortimo LED Strip 2ft 2200lm 840 BC LV5 2126 175 3 70 929002125906

Fortimo LED Strip 1120mm 4400lm 830 HV5F 4000 163 3 70 929002174006

Fortimo LED Strip 1120mm 4400lm 840 HV5F 4252 173 3 70 929002174106

Fortimo LED Strip 1120mm 4400lm 850 HV5F 4252 173 3 70 929002174206

Fortimo LED Strip 1120mm 4400lm 865 HV5F 4252 173 3 70 929002174306

Fortimo LED Strip 1120mm 4400lm 930 HV5F 3940 149 3 70 929002174406

Fortimo LED Strip 1120mm 4400lm 940 HV5F 4220 159 3 70 929002174506

Fortimo LED Strip 1120mm 4400lm 830 HV5B 4000 163 3 70 929002174606

Fortimo LED Strip 1120mm 4400lm 840 HV5B 4252 173 3 70 929002174706

Fortimo LED Strip 1120mm 4400lm 830 LV5F 4000 163 3 70 929002174806

Fortimo LED Strip 1120mm 4400lm 840 LV5F 4252 173 3 70 929002174906

Fortimo LED Strip 1120mm 4400lm 850 LV5F 4252 173 3 70 929002175006

Fortimo LED Strip 1120mm 4400lm 865 LV5F 4252 173 3 70 929002175106

Fortimo LED Strip 1120mm 4400lm 930 LV5F 3940 147 3 70 929002175206

Fortimo LED Strip 1120mm 4400lm 940 LV5F 4220 157 3 70 929002175306

Fortimo LED Strip 1120mm 4400lm 830 LV5B 4000 163 3 70 929002175406

Fortimo LED Strip 1120mm 4400lm 840 LV5B 4252 173 3 70 929002175506

Fortimo LED Strip 1150mm 4400lm 830 HV5F 4180 173 3 70 929002829906

Fortimo LED Strip 1150mm 4400lm 840 HV5F 4400 183 3 70 929002830006

Fortimo LED Strip 1150mm 4400lm 830 LV5F 4180 169 3 70 929002829506

Fortimo LED Strip 1150mm 4400lm 840 LV5F 4400 178 3 70 929002829606

Fortimo LED Strip 1150mm 4400lm 850 LV5F 4385 177 3 70 929002829706

Fortimo LED Strip 1150mm 4400lm 865 LV5F 4360 176 3 70 929002829806

Fortimo LED Strip 1400mm 5500lm 830 HV5F 5000 164 3 70 929002176806

Fortimo LED Strip 1400mm 5500lm 840 HV5F 5315 174 3 70 929002176906

Fortimo LED Strip 1400mm 5500lm 865 HV5F 5315 174 3 70 929002177006

Fortimo LED Strip 1400mm 5500lm 930 HV5F 4925 152 3 70 929002177106

Fortimo LED Strip 1400mm 5500lm 940 HV5F 5275 163 3 70 929002177206

Fortimo LED Strip 1400mm 5500lm 830 HV5B 5000 164 3 70 929002177306

Fortimo LED Strip 1400mm 5500lm 840 HV5B 5315 174 3 70 929002177406

Fortimo LED Strip 1400mm 5500lm 830 LV5F 5000 164 3 70 929002177506

Fortimo LED Strip 1400mm 5500lm 840 LV5F 5315 174 3 70 929002177606

Fortimo LED Strip 1400mm 5500lm 865 LV5F 5315 174 3 70 929002177706

Fortimo LED Strip 1400mm 5500lm 930 LV5F 4925 152 3 70 929002177806

Fortimo LED Strip 1400mm 5500lm 940 LV5F 5275 163 3 70 929002177906

Fortimo LED Strip 1400mm 5500lm 830 LV5B 5000 164 3 70 929002178006

Fortimo LED Strip 1400mm 5500lm 840 LV5B 5315 174 3 70 929002178106

Fortimo LED Strip 1450mm 5500lm 830 HV5F 5225 173 3 70 929002830606

Fortimo LED Strip 1450mm 5500lm 840 HV5F 5500 183 3 70 929002830706

Fortimo LED Strip 1450mm 5500lm 840 HV5B 5500 183 3 70 929002830806

Fortimo LED Strip 1450mm 5500lm 830 LV5F 5225 169 3 70 929002830106

Fortimo LED Strip 1450mm 5500lm 840 LV5F 5500 178 3 70 929002830206

Fortimo LED Strip 1450mm 5500lm 850 LV5F 5395 174 3 70 929002830306

Fortimo LED Strip 1450mm 5500lm 865 LV5F 5370 173 3 70 929002830406

Fortimo LED Strip 1450mm 5500lm 840 LV5B 5500 178 3 70 929002830506

Module driver compatibility
The Fortimo LED linear portfolio is compatible with multiple Xitanium LED drivers. Xitanium window drivers offer the freedom to 
adjust current settings and to differentiate in terms of lumen output, efficacy and lifetime. The corresponding linear Xitanium driver 
portfolio includes isolated and non-isolated drivers, in fixed light output, 1-10 V and DALI versions. For a detailed overview of all linear 
Xitanium LED drivers see pages 84-90.

Complementary partners

Jordan Ledil BJB

R L L

L = lenses
R = reflectors

Fortimo LED strip OC gen 5
Fortimo LED Strip OC is the perfect match with individual optics per LED. With a pitch of 24 LEDs per ft, it has sufficient space to work 
with individual optics per LED.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

CRI80

Fortimo LED Strip OC 0.25ft 275lm 827 HV5F 236 156 3 75 929002919206

Fortimo LED Strip OC 0.25ft 275lm 830 HV5F 245 162 3 75 929002919306

Fortimo LED Strip OC 0.25ft 275lm 840 HV5F 260 172 3 75 929002919406

Fortimo LED Strip OC 0.5ft 550lm 830 BC LV5 490 163 3 75 929002191306

Fortimo LED Strip OC 0.5ft 550lm 840 BC LV5 519 173 3 75 929002191406

Fortimo LED Strip OC 0.5ft 550lm 830 FC LV5 490 163 3 75 929002191506

Fortimo LED Strip OC 0.5ft 550lm 840 FC LV5 519 173 3 75 929002191606

Fortimo LED Strip OC 0.5ft 550lm 830 BC HV5 490 163 3 75 929002191706

Fortimo LED Strip OC 0.5ft 550lm 840 BC HV5 519 173 3 75 929002191806

Fortimo LED Strip OC 0.5ft 550lm 830 FC HV5 490 163 3 75 929002191906

Fortimo LED Strip OC 0.5ft 550lm 840 FC HV5 519 173 3 75 929002192006

Fortimo LED Strip OC 1ft 1100lm 830 BC HV5 980 163 3 75 929002192106

Fortimo LED Strip OC 1ft 1100lm 840 BC HV5 1037 173 3 75 929002192206

Fortimo LED Strip OC 1ft 1100lm 865 BC HV5 1037 173 3 75 929002192306

Fortimo LED Strip OC 1ft 1100lm 865 BC LV5 1037 173 3 75 929002192906

Fortimo LED Strip OC 1ft 1100lm 830 FC HV5 980 163 3 75 929002192406

Fortimo LED Strip OC 1ft 1100lm 840 FC HV5 1037 173 3 75 929002192506

Fortimo LED Strip OC 1ft 1100lm 865 FC HV5 1037 173 3 75 929002192606

Fortimo LED Strip OC 1ft 1100lm 830 BC LV5 980 164 3 75 929002192706

Fortimo LED Strip OC 1ft 1100lm 840 BC LV5 1037 174 3 75 929002192806

Fortimo LED Strip OC 1ft 1100lm 830 FC LV5 980 164 3 75 929002193006

Fortimo LED Strip OC 1ft 1100lm 840 FC LV5 1037 174 3 75 929002193106

Fortimo LED Strip OC 1ft 1100lm 865 FC LV5 1037 173 3 75 929002193206

Fortimo LED Strip OC 2ft 2200lm 830 BC HV5 1960 163 3 75 929002193306

Fortimo LED Strip OC 2ft 2200lm 840 BC HV5 2074 173 3 75 929002193406

Fortimo LED Strip OC 2ft 2200lm 865 BC HV5 2074 173 3 75 929002193506

Fortimo LED Strip OC 2ft 2200lm 830 FC HV5 1960 163 3 75 929002193606

Fortimo LED Strip OC 2ft 2200lm 840 FC HV5 2074 173 3 75 929002193706

Fortimo LED Strip OC 2ft 2200lm 865 FC HV5 2074 173 3 75 929002193806

Fortimo LED Strip OC 2ft 2200lm 830 BC LV5 1960 163 3 75 929002193906

Fortimo LED Strip OC 2ft 2200lm 840 BC LV5 2074 173 3 75 929002194006

Fortimo LED Strip OC 2ft 2200lm 865 BC LV5 2074 173 3 75 929002194106

Fortimo LED Strip OC 2ft 2200lm 830 FC LV5 1960 163 3 75 929002194206

Fortimo LED Strip OC 2ft 2200lm 840 FC LV5 2074 173 3 75 929002194306

Fortimo LED Strip OC 2ft 2200lm 865 FC LV5 2074 173 3 75 929002194406

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

CRI90

Fortimo LED Strip OC 0.25ft 275lm 930 HV5F 252 158 3 75 929002919506

Fortimo LED Strip OC 0.25ft 275lm 940 HV5F 262 164 3 75 929002919606

Fortimo LED Strip OC 0.5ft 550lm 930 BC HV5 505 159 3 75 929002914606

Fortimo LED Strip OC 0.5ft 550lm 940 BC HV5 524 165 3 75 929002914706

Fortimo LED Strip OC 0.5ft 550lm 930 FC HV5 505 159 3 75 929002914806

Fortimo LED Strip OC 0.5ft 550lm 940 FC HV5 524 165 3 75 929002914906

Fortimo LED Strip OC 0.5ft 550lm 930 BC LV5 505 159 3 75 929002914206

Fortimo LED Strip OC 0.5ft 550lm 940 BC LV5 524 165 3 75 929002914306

Fortimo LED Strip OC 0.5ft 550lm 930 FC LV5 505 159 3 75 929002914406

Fortimo LED Strip OC 0.5ft 550lm 940 FC LV5 524 165 3 75 929002914506

Fortimo LED Strip OC 1ft 1100lm 930 BC HV5 1010 160 3 75 929002915006

Fortimo LED Strip OC 1ft 1100lm 940 BC HV5 1048 166 3 75 929002915106

Fortimo LED Strip OC 1ft 1100lm 930 FC HV5 1010 160 3 75 929002915206

Fortimo LED Strip OC 1ft 1100lm 940 FC HV5 1048 166 3 75 929002915306

Fortimo LED Strip OC 1ft 1100lm 930 BC LV5 1010 160 3 75 929002915406

Fortimo LED Strip OC 1ft 1100lm 940 BC LV5 1048 166 3 75 929002915506

Fortimo LED Strip OC 1ft 1100lm 930 FC LV5 1010 160 3 75 929002915606

Fortimo LED Strip OC 1ft 1100lm 940 FC LV5 1048 166 3 75 929002915706

Fortimo LED Strip OC 2ft 2200lm 930 BC HV5 2020 160 3 75 929002915806

Fortimo LED Strip OC 2ft 2200lm 940 BC HV5 2096 166 3 75 929002915906

Fortimo LED Strip OC 2ft 2200lm 930 FC HV5 2020 160 3 75 929002916006

Fortimo LED Strip OC 2ft 2200lm 940 FC HV5 2096 166 3 75 929002916106

Fortimo LED Strip OC 2ft 2200lm 930 BC LV5 2020 160 3 75 929002916206

Fortimo LED Strip OC 2ft 2200lm 940 BC LV5 2096 166 3 75 929002916306

Fortimo LED Strip OC 2ft 2200lm 930 FC LV5 2020 160 3 75 929002916406

Fortimo LED Strip OC 2ft 2200lm 940 FC LV5 2096 166 3 75 929002916506

Complementary partners

BJB

R

L = lenses
R = reflectors

Product information Optics

Commercial name Beam angle Length GPC

1R Optic 30D 1ft FLS OC HV/LV5 30° 1ft 929000969906

1R Optic 60D 1ft FLS OC HV/LV5 60° 1ft 929000991806

1R Optic 90D 1ft FLS OC HV/LV5 90° 1ft 929001418706

1R Optic DA 1ft FLS OC HV/LV5 Single-Asymmetric 1ft 929001470806

1R Optic SA 1ft FLS OC HV/LV5 Double-Asymmetric 1ft 929001412680

1R Optic FLS OC HV/LV5 END-CAP n/a n/a 929001418806

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Fortimo LED strip high flux gen 6
High reliable and high output Fortimo LED modules which are very suitable for industry application luminaires.

Product information (HV)

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip 1ft 2000lm FC 830 HV6 1820 161 3 90 929002801306

Fortimo LED Strip 1ft 2000lm FC 840 HV6 1900 168 3 90 929002801406

Fortimo LED Strip 1ft 2000lm FC 850 HV6 1900 168 3 90 929002801506

Fortimo LED Strip 1ft 2000lm FC 865 HV6 1880 166 3 90 929002801606

Fortimo LED Strip 1ft 2000lm BC 840 HV6 2000 178 3 90 929002917706

Fortimo LED Strip 1ft 2000lm BC 830 HV6 1880 167 3 90 929002917506

Fortimo LED Strip 1ft 2000lm BC 835 HV6 1880 167 3 90 929002917606

Fortimo LED Strip 2ft 4000lm FC 830 HV6 3640 162 3 90 929002801706

Fortimo LED Strip 2ft 4000lm FC 840 HV6 3800 169 3 90 929002801806

Fortimo LED Strip 2ft 4000lm FC 850 HV6 3800 169 3 90 929002801906

Fortimo LED Strip 2ft 4000lm FC 865 HV6 3760 167 3 90 929002802006

Fortimo LED Strip 2ft 4000lm BC 830 HV6 3760 167 3 90 929002917806

Fortimo LED Strip 2ft 4000lm BC 835 HV6 3760 167 3 90 929002917906

Fortimo LED Strip 2ft 4000lm BC 840 HV6 4000 178 3 90 929002918006

Fortimo LED Strip 1ft 3000lm FC 830 HV6 2730 161 3 90 929002802106

Fortimo LED Strip 1ft 3000lm FC 840 HV6 2850 168 3 90 929002802206

Fortimo LED Strip 1ft 3000lm FC 850 HV6 2850 168 3 90 929002802306

Fortimo LED Strip 1ft 3000lm FC 865 HV6 2820 166 3 90 929002802406

Fortimo LED Strip 2ft 6000lm FC 830 HV6 5460 162 3 90 929002802506

Fortimo LED Strip 2ft 6000lm FC 840 HV6 5700 169 3 90 929002802606

Fortimo LED Strip 2ft 6000lm FC 850 HV6 5700 169 3 90 929002802706

Fortimo LED Strip 2ft 6000lm FC 865 HV6 5640 167 3 90 929002802806

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Complementary partners

Jordan Ledil BJB

R L L

L = lenses
R = reflectors

Fortimo LED strip CES
More applications require the use of human centric lighting elements (HCL). One of those elements is to improve people’s circadian 
rhythm by using a different spectrum of light.With the Fortimo LED strip CES (Cyan Enhanced Static) we create a specific spectrum to 
achieve the highest MDER at a regular light level of 500 lux. This is done in a static 4000 K solution with CRI80. The product is based on 
the Fortimo LED strip platform, which makes luminaires designed with the standard Fortimo LED strip gen 5 easily upgradable to a HCL 
solution. The Fortimo LED strip CES is perfectly suitable when conditions ask from high MDER solutions (e.g. WELL Building certification).

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Strip CES 1ft 1100lm HV5 F 1080 158 3 70 929002198806

Fortimo LED Strip CES 2ft 2200lm HV5 F 2160 158 3 70 929002198906

Fortimo LED Strip CES 1ft 1100lm LV5 F 1080 158 3 70 929002199006

Fortimo LED Strip CES 2ft 2200lm LV5 F 2160 158 3 70 929002199106

Fortimo LED strip FlexTune
The Fortimo LED strip FlexTune modules in system combination with the Xitanium FlexTune driver can build high performing and unique 
tunable white lighting systems.The drivers and modules are designed together to be a perfect match and together provide great 
specifications and ease of use. The Fortimo LED strip FlexTune modules are available in two versions: The ST version has a unique 2-in-1 
LED, which does the CCT mixing inside the LED. Therefore, all LEDs on the module always have the same CCT. The PR version is based on 
the traditional tunable white concept of two individual LEDs (2700 K and 6500 K) and combined they tune the module’s CCT. This version 
is equipped with our high efficiency CRI90 technology.

Product information (HV)

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

FO strip ST FT 1ft 1100lm 827-865 FC HV5 1050 155 3 70 929002800606

FO strip ST FT 2ft 2200lm 827-865 FC HV5 2100 155 3 70 929002800706

FO strip PR FT 1ft 1100lm 927-965 FC HV5 1020 145 3 70 929002800806

FO strip PR FT 2ft 2200lm 927-965 FC HV5 2040 145 3 70 929002800906

Complementary partners

Jordan Ledil BJB

R L L

L = lenses
R = reflectors

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Fortimo LED strip BioUp CED
A new concept to our HCL range: BioUp Cyan Enhanced Dynamic. Now integrated in our Fortimo LED Strip platform, BioUp CED is 
designed to work together with our Xitanium FlexTune drivers. The system provides a correlated color temperature (CCT) tunable 
module (from 2700 K to 5000 K) with enhanced melanopic-DER (up to 0.95 at 5000 K). 

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

new Fortimo LED Strip CED 1ft MF FC HV5 1100 145 3 70 929002924006

new Fortimo LED Strip CED 1ft MF FC LV5 1100 145 3 70 929002924206

new Fortimo LED Strip CED 2ft MF FC HV5 2200 145 3 70 929002924106

new Fortimo LED Strip CED 2ft MF FC LV5 2200 145 3 70 929002924306

Fortimo Edge lit BioUp CED
The Fortimo LED square CED BioUp is combining the best of two worlds: a high MDER light spectrum and a tunable white solution. The 
modules are tunable from 2700 K to 5000 K are designed as such so they perfectly match our Xitanium FlexTune drivers. This enables 
an easy design-in for a tunable CCT solution with a high MDER. The MDER value at 5000 K is 0.95 which helps to achieve WELL Building 
certification. Based on the square platform it’s a perfect module to be used in regular office luminaires.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo Edge Lit 2ft SMF CED FC HV5 3100 130 3 70 929002937206

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Louvres and Optics

Commercial name GPC

Fortimo LED-R – Reflector 1ft White 929002937306

Fortimo LED-R – Reflector 1ft Black 929002937406

Fortimo LED-R – Reflector 2ft White 929002936706

Fortimo LED-R – Reflector 2ft Black 929002936806

Fortimo LED-R – Optic 1ft MB 929002936906

Fortimo LED-R – Optic 1ft WB 929002937006

Fortimo LED-R
The Fortimo LED-R modules are designed together with BJB’s OptiLine Louvres. Together they make a high efficient and low-glare 
lighting solution. The system is extremely easy to install due to the one-click-fixation system which enables screw-less installation, 
even for high voltage applications. The Fortimo LED-R modules are available in a full range serving all different needs from different 
application. There are standard CRI80 modules, CRI90 High Efficiency versions, FlexTune tunable white and BioUp Cyan Enhanced 
Dynamic versions. Basically covering all the needs for office, retail and hospitality applications.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

CRI80

new Fortimo LED-R 1ft MF 827 FC HV5 160 160 3 75 929003403706

new Fortimo LED-R 1ft MF 830 FC HV5 167 167 3 75 929003403806

new Fortimo LED-R 1ft MF 840 FC HV5 178 178 3 75 929003403906

new Fortimo LED-R 1ft MF 827 FC LV5 160 160 3 75 929003404306

new Fortimo LED-R 1ft MF 830 FC LV5 166 166 3 75 929003404406

new Fortimo LED-R 1ft MF 840 FC LV5 177 177 3 75 929003404506

new Fortimo LED-R 2ft MF 827 FC HV5 160 160 3 75 929003404906

new Fortimo LED-R 2ft MF 830 FC HV5 167 167 3 75 929003405006

new Fortimo LED-R 2ft MF 840 FC HV5 178 178 3 75 929003405106

new Fortimo LED-R 2ft MF 827 FC LV5 160 160 3 75 929003405506

new Fortimo LED-R 2ft MF 830 FC LV5 166 166 3 75 929003405606

new Fortimo LED-R 2ft MF 840 FC LV5 178 178 3 75 929003405706

CRI90

new Fortimo LED-R 1ft MF 927 FC HV5 150 150 3 75 929003404006

new Fortimo LED-R 1ft MF 930 FC HV5 156 156 3 75 929003404106

new Fortimo LED-R 1ft MF 940 FC HV5 166 166 3 75 929003404206

new Fortimo LED-R 1ft MF 927 FC LV5 150 150 3 75 929003404606

new Fortimo LED-R 1ft MF 930 FC LV5 155 155 3 75 929003404706

new Fortimo LED-R 1ft MF 940 FC LV5 166 166 3 75 929003404806

new Fortimo LED-R 2ft MF 927 FC HV5 150 150 3 75 929003405206

new Fortimo LED-R 2ft MF 930 FC HV5 156 156 3 75 929003405306

new Fortimo LED-R 2ft MF 940 FC HV5 166 166 3 75 929003405406

new Fortimo LED-R 2ft MF 927 FC LV5 150 150 3 75 929003405806

new Fortimo LED-R 2ft MF 930 FC LV5 155 155 3 75 929003405906

new Fortimo LED-R 2ft MF 940 FC LV5 166 166 3 75 929003406006
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Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

FlexTune

new Fortimo LED-R FT 1ft MF 927-965 FC HV5 1010 134 3 70 929003406106

new Fortimo LED-R FT 1ft MF 927-965 FC LV5 1010 134 3 70 929003406206

new Fortimo LED-R FT 2ft MF 927-965 FC HV5 2020 134 3 70 929003406306

new Fortimo LED-R FT 2ft MF 927-965 FC LV5 2020 134 3 70 929003406406

BioUP CED

new Fortimo LED-R BioUP CED 1ft FC HV5 785 133 3 70 929003406506

new Fortimo LED-R BioUP CED 1ft FC LV5 785 133 3 70 929003406606

new Fortimo LED-R BioUP CED 2ft FC HV5 1570 133 3 70 929003406706

new Fortimo LED-R BioUP CED 2ft FC LV5 1570 133 3 70 929003406806

Louvres and Optics

Commercial name GPC

Fortimo LED-R – Reflector 1ft White 929002937306

Fortimo LED-R – Reflector 1ft Black 929002937406

Fortimo LED-R – Reflector 2ft White 929002936706

Fortimo LED-R – Reflector 2ft Black 929002936806

Fortimo LED-R – Optic 1ft MB 929002936906

Fortimo LED-R – Optic 1ft WB 929002937006

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Fortimo LED line
A well-known footprint covering the needs for general lighting purposes.

Product information

Type Commercial name Light output Module 
efficacy

Color  
rendering

Color onsistency Lifetime Case temp. 
lifetime

Product code

lm lm/W CRI SDCM hrs ºC GPC

Fortimo LED Line 3R low flux

new 3R Fortimo LED Line 1ft LF 830 3R HV/LV5 620 174 80 3 70000 75 929002924606

new 3R Fortimo LED Line 1ft LF 840 3R HV/LV5 650 183 80 3 70000 75 929002924706

new 3R Fortimo LED Line 1ft LF 850 3R HV/LV5 650 183 80 3 70000 75 929002924806

Fortimo LED Line 3R mid flux

new 3R Fortimo LED Line 1ft MF 830 3R HV/LV5 1055 183 80 3 60000 80 929002925206

new 3R Fortimo LED Line 1ft MF 835 3R HV/LV5 1070 186 80 3 60000 80 929002925306

new 3R Fortimo LED Line 1ft MF 840 3R HV/LV5 1100 191 80 3 60000 80 929002925406

new 3R Fortimo LED Line 1ft MF 850 3R HV/LV5 1100 191 80 3 60000 80 929002925506

new 3R Fortimo LED Line 1ft MF 865 3R HV/LV5 1065 185 80 3 60000 80 929002925606

new 3R Fortimo LED Line 1ft MF 830 3R HV5B 1055 183 80 3 60000 80 929002924906

new 3R Fortimo LED Line 1ft MF 840 3R HV5B 1100 191 80 3 60000 80 929002925006

new 3R Fortimo LED Line 1ft MF 850 3R HV5B 1100 191 80 3 60000 80 929002925106

new 3R Fortimo LED Line 1ft MF 930 3R HV/LV5 1030 162 90 3 60000 80 929002925706

new 3R Fortimo LED Line 1ft MF 940 3R HV/LV5 1100 173 90 3 60000 80 929002925806

new 3R Fortimo LED Line 2ft MF 830 3R HV5 2110 183 80 3 60000 80 929002925906

new 3R Fortimo LED Line 2ft MF 835 3R HV5 2140 186 80 3 60000 80 929002926006

new 3R Fortimo LED Line 2ft MF 840 3R HV5 2200 191 80 3 60000 80 929002926106

new 3R Fortimo LED Line 2ft MF 850 3R HV5 2200 191 80 3 60000 80 929002926206

new 3R Fortimo LED Line 2ft MF 865 3R HV5 2130 185 80 3 60000 80 929002926306

new 3R Fortimo LED Line 2ft MF 930 3R HV5 2060 162 90 3 60000 80 929002926406

new 3R Fortimo LED Line 2ft MF 940 3R HV5 2200 173 90 3 60000 80 929002926506

Fortimo LED Line 3R high flux

new 3R Fortimo LED Line 1ft HF 830 3R HV5 1860 164 80 3 100000 90 929002927006

new 3R Fortimo LED Line 1ft HF 840 3R HV5 2000 177 80 3 100000 90 929002927106

new 3R Fortimo LED Line 1ft HF 850 3R HV5 2000 177 80 3 100000 90 929002927206

new 3R Fortimo LED Line 1ft HF 865 3R HV5 1970 174 80 3 100000 90 929002927306

Fortimo LED Line VO 3R

new 3R Fortimo LED Line VO 1ft MF 830 3R HV5 1050 163 80 3 63000 85 929002926606

new 3R Fortimo LED Line VO 1ft MF 840 3R HV5 1100 171 80 3 63000 85 929002926706

new 3R Fortimo LED Line VO 2ft MF 830 3R HV5 2100 163 80 3 63000 85 929002926806

new 3R Fortimo LED Line VO 2ft MF 840 3R HV5 2200 171 80 3 63000 85 929002926906
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Type Commercial name Light output Module 
efficacy

Color  
rendering

Color onsistency Lifetime Case temp. 
lifetime

Product code

lm lm/W CRI SDCM hrs ºC GPC

Fortimo LED Line 1R mid flux

new 1R Fortimo LED Line 1ft MF 830 1R HV5 1055 176 80 3 60000 80 929002930206

new 1R Fortimo LED Line 1ft MF 840 1R HV5 1100 184 80 3 60000 80 929002930306

new 1R Fortimo LED Line 1ft MF 850 1R HV5 1100 184 80 3 60000 80 929002930406

new 1R Fortimo LED Line 1ft MF 865 1R HV5 1065 178 80 3 60000 80 929002930506

new 1R Fortimo LED Line 1ft MF 930 1R HV5 1030 154 90 3 60000 80 929002930606

new 1R Fortimo LED Line 1ft MF 940 1R HV5 1100 165 90 3 60000 80 929002930706

new 1R Fortimo LED Line 1ft MF 830 1R LV5 1055 176 80 3 60000 80 929002930806

new 1R Fortimo LED Line 1ft MF 840 1R LV5 1100 184 80 3 60000 80 929002930906

new 1R Fortimo LED Line 2ft MF 830 1R LV5 2110 176 80 3 60000 80 929002931606

new 1R Fortimo LED Line 2ft MF 840 1R LV5 2200 184 80 3 60000 80 929002931706

new 1R Fortimo LED Line 2ft MF 930 1R HV5 2060 154 90 3 60000 80 929002931406

new 1R Fortimo LED Line 2ft MF 940 1R HV5 2200 165 90 3 60000 80 929002931506

new 1R Fortimo LED Line 2ft MF 830 1R HV5 2110 176 80 3 60000 80 929002931006

new 1R Fortimo LED Line 2ft MF 840 1R HV5 2200 184 80 3 60000 80 929002931106

new 1R Fortimo LED Line 2ft MF 850 1R HV5 2200 184 80 3 60000 80 929002931206

new 1R Fortimo LED Line 2ft MF 865 1R HV5 2130 178 80 3 60000 80 929002931306

Fortimo LED Line 1R high flux

new 1R Fortimo LED Line 1ft HF 830 1R HV5 1860 158 80 3 100000 90 929002931806

new 1R Fortimo LED Line 1ft HF 840 1R HV5 2000 170 80 3 100000 90 929002931906

new 1R Fortimo LED Line 1ft HF 850 1R HV5 2000 170 80 3 100000 90 929002932006

new 1R Fortimo LED Line 1ft HF 865 1R HV5 1970 168 80 3 100000 90 929002932106

new 1R Fortimo LED Line 2ft HF 830 1R HV5 3720 158 80 3 100000 90 929002932206

new 1R Fortimo LED Line 2ft HF 840 1R HV5 4000 170 80 3 100000 90 929002932306

new 1R Fortimo LED Line 2ft HF 850 1R HV5 4000 170 80 3 100000 90 929002932406

new 1R Fortimo LED Line 2ft HF 865 1R HV5 3940 168 80 3 100000 90 929002932506

Module driver compatibility
The Fortimo LED linear portfolio is compatible with multiple Xitanium LED drivers. Xitanium window drivers offer the freedom to adjust 
current settings and to differentiate in terms of lumen output, efficacy and lifetime. The corresponding linear Xitanium driver portfolio 
includes isolated and non-isolated drivers, in fixed light output, 1-10 V and DALI versions. For a detailed overview of all linear Xitanium 
LED drivers see pages 84-90.

Complementary partners

Jordan Ledil BJB Carclo CKO Darkoo

R L L L L L

L = lenses
R = reflectors

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Fortimo LED square
Fortimo LED modules suitable for backlit applications. The E-shape or finger print designs are high performing modules for square or 
rectangular luminaires.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

Fortimo LED Square gen 3 FlexTune

Fortimo LED Square 1250lm 927-965 HV/LV3 1149 165 3 65 929002821106

Fortimo LED Square 2500lm 927-965 HV/LV3 2310 166 3 65 929002821206

Fortimo LED Square gen 3

Fortimo LED Square 1250lm 830 HV/LV3 1200 179 3 65 929002819906

Fortimo LED Square 1250lm 840 HV/LV3 1250 186 3 65 929002820006

Fortimo LED Square 1250lm 865 HV/LV3 1245 186 3 65 929002820106

Fortimo LED Square 1250lm 930 HV/LV3 1180 168 3 65 929002820206

Fortimo LED Square 1250lm 940 HV/LV3 1215 173 3 65 929002820306

Fortimo LED Square 1250lm 965 HV/LV3 1239 177 3 65 929002820406

Fortimo LED Square 2500lm 830 HV/LV3 2400 181 3 65 929002820506

Fortimo LED Square 2500lm 840 HV/LV3 2500 189 3 65 929002820606

Fortimo LED Square 2500lm 865 HV/LV3 2490 188 3 65 929002820706

Fortimo LED Square 2500lm 930 HV/LV3 2360 169 3 65 929002820806

Fortimo LED Square 2500lm 940 HV/LV3 2430 174 3 65 929002820906

Fortimo LED Square 2500lm 965 HV/LV3 2478 177 3 65 929002821006

Fortimo LED Square gen 3 BioUp CED

new Fortimo LED Square-S CED HV3 1250 166 3 65 929002924406

new Fortimo LED Square-DS CED HV3 2500 166 3 65 929002924506

Module driver compatibility
The Fortimo LED linear portfolio is compatible with multiple Xitanium LED drivers. Xitanium window drivers offer the freedom to adjust 
current settings and to differentiate in terms of lumen output, efficacy and lifetime. The corresponding linear Xitanium driver portfolio 
includes isolated and non-isolated drivers, in fixed light output, 1-10 V and DALI versions. For a detailed overview of all linear Xitanium 
LED drivers see pages 84-90.
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Fortimo LED panel
The Fortimo LED panels are designed for office applications and the range consists of different dimensions for different ceiling sizes. 
With their ultra-slim design, they can be installed easily. The panels are office compliant and have a long lifetime. Use these panels in 
combination with Xitanium drivers for the best performance.

Product information

Commercial name Light output Panel efficacy Color rendering Office compliant Lifetime Product code

lm lm/W @ Tc Nom CRI UGR hrs @ Ta 25ºC GPC

Fortimo LED Panel 6060 830 MD2 3220 115 80 <19 50000 929001687706

Fortimo LED Panel 6060 835 MD2 3220 115 80 <19 50000 929002828006

Fortimo LED Panel 6060 840 MD2 3400 121 80 <19 50000 929001687806

Fortimo LED Panel 6060 865 MD2 3400 121 80 <19 50000 929001687906

Fortimo LED Panel 6060 830 TPA MD2 3220 115 80 <19 50000 929002168806

Fortimo LED Panel 6060 835 TPA MD2 3220 121 80 <19 50000 929002828406

Fortimo LED Panel 6060 840 TPA MD2 3400 121 80 <19 50000 929002168906

Fortimo LED Panel 6262 830 MD2 3220 115 80 <19 50000 929002167906

Fortimo LED Panel 6262 835 MD2 3220 115 80 <19 50000 929002828106

Fortimo LED Panel 6262 840 MD2 3400 121 80 <19 50000 929002168006

Fortimo LED Panel 6262 865 MD2 3400 121 80 <19 50000 929002168106

Fortimo LED Panel 30120 830 MD2 3220 115 80 <19 50000 929002168206

Fortimo LED Panel 30120 835 MD2 3220 115 80 <19 50000 929002828206

Fortimo LED Panel 30120 840 MD2 3400 121 80 <19 50000 929002168306

Fortimo LED Panel 30120 865 MD2 3400 121 80 <19 50000 929002168406

Fortimo LED Panel 30120 830 TPA MD2 3220 115 80 <19 50000 929002169006

Fortimo LED Panel 30120 835 TPA MD2 3220 115 80 <19 50000 929002828506

Fortimo LED Panel 30120 840 TPA MD2 3400 121 80 <19 50000 929002169106

Fortimo LED Panel 60120 830 MD2 5000 122 80 <19 50000 929002168506

Fortimo LED Panel 60120 835 MD2 5000 122 80 <19 50000 929002828306

Fortimo LED Panel 60120 840 MD2 5350 131 80 <19 50000 929002168606

Fortimo LED Panel 60120 865 MD2 5350 131 80 <19 50000 929002168706

Accessories

Commercial name Product code 
GPC

LED panel safety cable 929001688006

Drivers recommendation

Commercial name Product code 
GPC

Xitanium 36W WH 0.15-1.05A 54V TD/Is 929002861906

Xitanium 50W WH 0.7-1.5A 54V TD/Is 929002862006

Xitanium 28W/m 0.6A 46V SC 230V 929001418706

Xitanium 30W/m 0.65A 46V SC 230V 929001470806

Xitanium 32W/m 0.7A 46V SC 230V 929001412680

Xitanium 34W/m 0.8A 42V SC 230V 929001418806

Xitanium 38W/m 0.9A 42V SC 230V 929001418906

Xitanium 48W/m 1.05A 46V SC 230V 929001572806

CertaFlux LED strip HV4
The CertaFlux LED Strip is an ideal product for several different applications: office, industry and waterproof. CertaFlux LED strip is 
upgraded with a higher lm/W performance, now reaching up to 165 lm/W. The CertaFlux LED strips offer a good product performance 
and functionality meeting the market needs for basic lighting. The system is cost effective when combined with CertaDrive linear 
LED drivers.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

CertaFlux LED Strip 1ft 775lm 830 HV4 690 147 3 85 929001684606

CertaFlux LED Strip 1ft 775lm 840 HV4 748 159 3 85 929001684706

CertaFlux LED Strip 1ft 1100lm 830 HV4 992 147 3 85 929001684806

CertaFlux LED Strip 1ft 1100lm 840 HV4 1060 157 3 85 929001684906

CertaFlux LED Strip 1ft 1100lm 865 HV4 1030 152 3 85 929002109206

CertaFlux LED Strip 2ft 1550lm 830 HV4 1400 151 3 85 929001685006

CertaFlux LED Strip 2ft 1550lm 840 HV4 1497 162 3 85 929001685106

CertaFlux LED Strip 2ft 1550lm 865 HV4 1490 161 3 85 929001685206

CertaFlux LED Strip 2ft 2200lm 830 HV4 1985 149 3 85 929001685306

CertaFlux LED Strip 2ft 2200lm 840 HV4 2120 159 3 85 929001685406

CertaFlux LED Strip 2ft 2200lm 865 HV4 2060 155 3 85 929001685506

Module driver compatibility
CertaDrive LED drivers are designed to fulfill the market need for essential lighting. The CertaDrive LED drivers offer basic specifications 
such as specific current and voltage settings, optimized for operating CertaFlux LED modules. For a detailed overview of all CertaDrive 
LED linear drivers see page 90.

Complementary partners

Jordan Ledil BJB

R L L

L = lenses
R = reflectors
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

CertaFlux LED strip 12
CertaFlux LED strip 12 is a small linear LED strip of only 12mm wide and available in 1 ft, 2 ft, 4 ft and 5 ft. Without compromising lifetime, 
the CertaFlux LED strip 12 has a good lm/W performance and is very accessible. Perfect for combining with CertaDrive or Xitanium 
single current drivers and fitted for waterproof or batten applications.

Product information

Commercial name Light output Module 
efficacy

Color consistency Case temp. 
lifetime

Product code

lm lm/W SDCM ºC GPC

CertaFlux LEDStrip 12 1ft 1100lm 830 HV4 1010 136 3 65 929002137406

CertaFlux LEDStrip 12 1ft 1100lm 840 HV4 1035 139 3 65 929002137506

CertaFlux LEDStrip 12 1ft 1100lm 865 HV4 1020 137 3 65 929002137606

CertaFlux LEDStrip 12 2ft 2200lm 830 HV4 2020 136 3 65 929002137706

CertaFlux LEDStrip 12 2ft 2200lm 840 HV4 2070 139 3 65 929002137806

CertaFlux LEDStrip 12 2ft 2200lm 865 HV4 2142 144 3 65 929002137906

CertaFlux LEDStrip 12 4ft 4400lm 830 HV4 4040 136 3 65 929002138006

CertaFlux LEDStrip 12 4ft 4400lm 840 HV4 4140 139 3 65 929002138106

CertaFlux LEDStrip 12 4ft 4400lm 865 HV4 4080 137 3 65 929002138206

CertaFlux LEDStrip 12 5ft 5500lm 830 HV4 5050 136 3 65 929002138306

CertaFlux LEDStrip 12 5ft 5500lm 840 HV4 5175 139 3 65 929002138406

CertaFlux LEDStrip 12 5ft 5500lm 865 HV4 5100 137 3 65 929002138506

Module driver compatibility
CertaDrive LED drivers are designed to fulfill the market need for essential lighting. The CertaDrive LED drivers offer basic specifications 
such as specific current and voltage settings, optimized for operating CertaFlux LED modules. For a detailed overview of all CertaDrive 
LED linear drivers see page 90.

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

CertaFlux LED panel gen 2
CertaFlux LED gen 2 side-lit panels are ideal for general lighting applications where a good, even light surface is needed. There are 
versions that can comply to UGR <19 and versions for UGR <22. The range includes different dimensions to match the ceiling of your 
application. This CertaFlux solution is a reliable product with specifications that are good enough to ensure we can provide you with an 
attractive product that easily complements your portfolio. The panels are a good match with CertaDrive drivers. 

Product information

Commercial name Light output Panel efficacy Color rendering Office 
compliant

Lifetime Product code

lm lm/W @ Tc 
Nom

CRI UGR hrs @ Ta 25ºC GPC

UGR22

CertaFlux LED Panel 6060 830 MD2 2900 101 80 <22 30000 929001687406

CertaFlux LED Panel 6060 840 MD2 3100 108 80 <22 30000 929001687506

CertaFlux LED Panel 6060 865 MD2 3100 108 80 <22 30000 929001687606

CertaFlux LED Panel 6262 830 MD2 2900 101 80 <22 30000 929002166406

CertaFlux LED Panel 6262 840 MD2 3100 108 80 <22 30000 929002166506

CertaFlux LED Panel 6262 865 MD2 3100 108 80 <22 30000 929002166606

CertaFlux LED Panel 30120 830 MD2 2900 101 80 <22 30000 929002166106

CertaFlux LED Panel 30120 840 MD2 3100 108 80 <22 30000 929002166206

CertaFlux LED Panel 30120 865 MD2 3100 108 80 <22 30000 929002166306

CertaFlux LED Panel 60120 830 MD2 4550 108 80 <22 30000 929002167306

CertaFlux LED Panel 60120 840 MD2 4900 117 80 <22 30000 929002167406

CertaFlux LED Panel 60120 865 MD2 4900 117 80 <22 30000 929002167506

UGR19   

CertaFlux LED Panel 6060 830 UC MD2 2650 92 80 <19 30000 929002166706

CertaFlux LED Panel 6060 840 UC MD2 2850 99 80 <19 30000 929002166806

CertaFlux LED Panel 6060 865 UC MD2 2850 99 80 <19 30000 929002166906

CertaFlux LED Panel 30120 865 UC MD2 2850 99 80 <19 30000 929002167206

CertaFlux LED Panel 30120 840 UC MD2 2850 99 80 <19 30000 929002167106

CertaFlux LED Panel 30120 830 UC MD2 2650 92 80 <19 30000 929002167006

CertaFlux LED Panel 60120 830 UC MD2 4250 101 80 <19 30000 929002167606

CertaFlux LED Panel 60120 840 UC MD2 4550 108 80 <19 30000 929002167706

CertaFlux LED Panel 60120 865 UC MD2 4550 108 80 <19 30000 929002167806

Drivers recommendation

Commercial name Product code 
GPC

CertaDrive 34W 0.8A 42V 230V I G3 929002819580

CertaDrive 38W 0.9A 42V 230V I G3 929002819680

Accessories

Commercial name Product code 
GPC

LED panel safety cable 929001688006
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Xtreme modules

Lighting up
harsh conditions
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As LED rapidly conquers the outdoor and industrial lighting markets, doors open to 
expand your opportunities and make a difference in design, speed to market, lifetime 
or product specifications. We understand that optical design is your core competence, 
just as developing components is ours. The fusion of these complementary qualities 
gives you more design flexibility in combination with unrivaled reliability.

Where simplicity counts
With Fortimo FastFlex DA and DP gen 5, we continue to improve our ’one family fits 
all’ proposition by increasing LED module efficiency and extending the range with 
new colors. For your peace of mind, these modules are Zhaga certified to ensure 
compliance with industry standards and compatibility with our partners.  
Simply choose the sizes and colors that meet your customer’s needs.

Efficiency first
The new Fortimo FastFlex DA and DP HE family has one challenge in mind: to boost 
efficiency. As the performance of LEDs is reaching a plateau, we’re looking ahead to 
explore new ways that we can drive efficiency. 

Add premium to your portfolio
Fortimo FastFlex PR gen 5 goes triple extreme in terms of efficiency, reliability and 
optical quality. In addition, it enables smaller luminaire designs, which results in 
greater savings in Total Cost of Ownership. We highly recommend these modules 
for your premium luminaire families and new outdoor lighting installations. 

Thu-Ha Vu
Product Manager
Xtreme modules

Just released!
Order now at 
www.philips.com/oemwebshop

Fortimo FastFlex DA & DP gen 5
See page 77

This successor generation to Fortimo FastFlex gen 4+ comes 
with an efficiency upgrade and a range extension.

Fortimo FastFlex DA & DP HE
See page 78

We’re introducing a new high efficiency family in form factors 
that are familiar to the industry – all with great reliability.

powerful  
and 

attractive

best-in-class 
efficiency, 

trusted 
reliability

“We provide  
design flexibility
and ultimate 
reliability.”
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Fortimo FastFlex PR gen 5
Fortimo FastFlex PR (Premium) gen 5 is a true premium addition to your outdoor LED luminaire portfolio as it goes triple xtreme in 
efficiency, reliability and optical quality.

Product specification

Product name Typical light  
output

Module 
efficacy typical

Correlated color 
temperature

Color  
rendering index

Typical  
dimensions

Product  
code

lm lm/W @ Tc Nom K CRI mm GPC

Fortimo FastFlex 2x8up/730 PR G5 1983 170 3000 70 121.4 x 49.5 x 5.33 929001691006

Fortimo FastFlex 2x8up/740 PR G5 2100 181 4000 70 121.4 x 49.5 x 5.33 929001691106

Fortimo FastFlex 2x8up/757 PR G5 2022 174 5700 70 121.4 x 49.5 x 5.33 929001691206

Fortimo FastFlex 2x8up/827 PR G5 1692 145 2700 80 121.4 x 49.5 x 5.33 929001691306

Fortimo FastFlex 2x8up/830 PR G5 1867 160 3000 80 121.4 x 49.5 x 5.33 929001691406

Fortimo FastFlex 2x8up/840 PR G5 1867 160 4000 80 121.4 x 49.5 x 5.33 929001691506

Fortimo FastFlex 3x8up/730 PR G5 2975 170 3000 70 172.2 x 49.5 x 5.33 929001691606

Fortimo FastFlex 3x8up/740 PR G5 3150 181 4000 70 172.2 x 49.5 x 5.33 929001691706

Fortimo FastFlex 3x8up/757 PR G5 3033 174 5700 70 172.2 x 49.5 x 5.33 929001691806

Fortimo FastFlex 3x8up/827 PR G5 2538 145 2700 80 172.2 x 49.5 x 5.33 929001691906

Fortimo FastFlex 3x8up/830 PR G5 2800 160 3000 80 172.2 x 49.5 x 5.33 929001692006

Fortimo FastFlex 3x8up/840 PR G5 2800 160 4000 80 172.2 x 49.5 x 5.33 929001692106

Fortimo FastFlex 4x8up/730 PR G5 3967 170 3000 70 223 x 49.5 x 5.33 929001692206

Fortimo FastFlex 4x8up/740 PR G5 4200 181 4000 70 223 x 49.5 x 5.33 929001692306

Fortimo FastFlex 4x8up/757 PR G5 4044 174 5700 70 223 x 49.5 x 5.33 929001692406

Fortimo FastFlex 4x8up/827 PR G5 3383 145 2700 80 223 x 49.5 x 5.33 929001692506

Fortimo FastFlex 4x8up/830 PR G5 3733 160 3000 80 223 x 49.5 x 5.33 929001692606

Fortimo FastFlex 4x8up/840 PR G5 3733 160 4000 80 223 x 49.5 x 5.33 929001692706

Fortimo FastFlex DA & DP gen 5
Fortimo FastFlex DA (Differentiation Array) & DP (Differentiation Protected) gen 5 is our ‘one-fits-all-solution’ for outdoor applications. 
The new generation comes with an efficiency upgrade and a larger selection.

Product specification

Product name Typical light  
output

Module  
efficacy typical*

Correlated color 
temperature

Color  
rendering index**

Typical  
dimensions

Product  
code

lm lm/W @ Tc Nom K CRI mm GPC

new Fortimo FastFlex LED 2x2/730 DA G5 940 158 3000 70 70.6 x 49.5 x 6.1 929002865906

new Fortimo FastFlex LED 2x2/740 DA G5 1020 172 4000 70 70.6 x 49.5 x 6.1 929002866006

new Fortimo FastFlex LED 2x2/840 DA G5 895 151 4000 80 70.6 x 49.5 x 6.1 929002866106

new Fortimo FastFlex LED 2x4/722 DA G5 1540 130 2200 70 121.4 x 49.5 x 6.1 929002866206

new Fortimo FastFlex LED 2x4/727 DA G5 1700 143 2700 70 121.4 x 49.5 x 6.1 929002866306

new Fortimo FastFlex LED 2x4/730 DA G5 1885 159 3000 70 121.4 x 49.5 x 6.1 929002866406

new Fortimo FastFlex LED 2x4/740 DA G5 2035 171 4000 70 121.4 x 49.5 x 6.1 929002866506

new Fortimo FastFlex LED 2x4/840 DA G5 1790 151 4000 80 121.4 x 49.5 x 6.1 929002866606

new Fortimo FastFlex LED 2x6/722 DA G5 2310 130 2200 70 172.2 x 49.5 x 6.1 929002866706

new Fortimo FastFlex LED 2x6/727 DA G5 2560 144 2700 70 172.2 x 49.5 x 6.1 929002866806

new Fortimo FastFlex LED 2x6/730 DA G5 2845 160 3000 70 172.2 x 49.5 x 6.1 929002866906

new Fortimo FastFlex LED 2x6/730 DP G5 2830 159 3000 70 146 x 45 x 6.1 929002868306

new Fortimo FastFlex LED 2x6/740 DA G5 3065 172 4000 70 172.2 x 49.5 x 6.1 929002867006

new Fortimo FastFlex LED 2x6/740 DP G5 3065 172 4000 70 146 x 45 x 6.1 929002868406

new Fortimo FastFlex LED 2x6/757 DP G5 3085 173 5700 70 146 x 45 x 6.1 929002868606

new Fortimo FastFlex LED 2x6/827 DA G5 2405 135 2700 80 172.2 x 49.5 x 6.1 929002867106

new Fortimo FastFlex LED 2x6/830 DA G5 2535 142 3000 80 172.2 x 49.5 x 6.1 929002867206

new Fortimo FastFlex LED 2x6/840 DA G5 2680 150 4000 80 172.2 x 49.5 x 6.1 929002867306

new Fortimo FastFlex LED 2x6/840 DP G5 2680 150 4000 80 146 x 45 x 6.1 929002868506

new Fortimo FastFlex LED 2x8/722 DA G5 3080 130 2200 70 223 x 49.5 x 6.1 929002867406

new Fortimo FastFlex LED 2x8/727 DA G5 3415 144 2700 70 223 x 49.5 x 6.1 929002867506

new Fortimo FastFlex LED 2x8/730 DA G5 3795 160 3000 70 223 x 49.5 x 6.1 929002867606

new Fortimo FastFlex LED 2x8/740 DA G5 4100 173 4000 70 223 x 49.5 x 6.1 929002867706

new Fortimo FastFlex LED 2x8/757 DA G5 4145 175 5700 70 223 x 49.5 x 6.1 929002867806

new Fortimo FastFlex LED 2x8/827 DA G5 3205 135 2700 80 223 x 49.5 x 6.1 929002868006

new Fortimo FastFlex LED 2x8/830 DA G5 3375 142 3000 80 223 x 49.5 x 6.1 929002868106

new Fortimo FastFlex LED 2x8/840 DA G5 3575 151 4000 80 223 x 49.5 x 6.1 929002868206

*� �Charts presenting module’s Tc and current Vs expected lifetime (up to 120,000 hours), as well as module’s Tc and current Vs expected lumen depreciation (L70 and above) are available via your 
sales representative.

** Max. color consistency specified at beginning of lifetime.

Complementary partners

Ledil Carclo LedLink Darkoo CKO BJB

FastFlex PR G5 L L L L

L = lenses

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Module driver compatibility
The Fortimo FastFlex portfolio is compatible with multiple Xitanium LED drivers such as Xitanium programmable Xtreme, Xitanium basic 
programmable, Xitanium lite programmable Xtreme, Xitanium full programmable Xtreme, Xitanium sensor ready Xtreme and Xitanium 
independent. For more information please visit our Easy-Design-In Tool.

Module driver compatibility
The Fortimo FastFlex portfolio is compatible with 
multiple Xitanium LED drivers such as Xitanium 
programmable Xtreme, Xitanium basic programmable, 
Xitanium lite programmable Xtreme, Xitanium full 
programmable Xtreme, Xitanium sensor ready Xtreme 
and Xitanium independent. For more information please 
visit our Easy-Design-In Tool.

Complementary partners

Ledil Carclo LedLink Darkoo CKO BJB

FastFlex DA G5 L L L L

FastFlex DP G5 L L L L L

L = lenses
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Fortimo FastFlex DA & DP HE
Fortimo FastFlex DA & DP HE (High Efficiency) is our new high efficiency family for outdoor lighting applications. 

Product specification

Product name Typical light  
output

Module  
efficacy typical

Correlated color 
temperature

Color  
rendering index

Typical  
dimensions

Product  
code

lm lm/W @ Tc Nom K CRI mm GPC

new Fortimo FastFlex LED 2x4/727 DA HE 1770 167 2700 70 121.4 x 49.5 x 6.1 929003401106

new Fortimo FastFlex LED 2x4/730 DA HE 1945 183 3000 70 121.4 x 49.5 x 6.1 929003401206

new Fortimo FastFlex LED 2x4/740 DA HE 2005 189 4000 70 121.4 x 49.5 x 6.1 929003401306

new Fortimo FastFlex LED 2x6/727 DA HE 2655 167 2700 70 172.2 x 49.5 x 6.1 929003401406

new Fortimo FastFlex LED 2x6/730 DA HE 2920 183 3000 70 172.2 x 49.5 x 6.1 929003401506

new Fortimo FastFlex LED 2x6/730 DP HE 2890 181 3000 70 146 x 45 x 6.1 929003402006

new Fortimo FastFlex LED 2x6/740 DA HE 3000 188 4000 70 172.2 x 49.5 x 6.1 929003401606

new Fortimo FastFlex LED 2x6/740 DP HE 2970 186 4000 70 146 x 45 x 6.1 929003402106

new Fortimo FastFlex LED 2x8/727 DA HE 3545 167 2700 70 221 x 49.5 x 6.1 929003401706

new Fortimo FastFlex LED 2x8/730 DA HE 3890 183 3000 70 221 x 49.5 x 6.1 929003401806

new Fortimo FastFlex LED 2x8/740 DA HE 4010 189 4000 70 221 x 49.5 x 6.1 929003401906

Fortimo FastFlex DHE gen 4
Fortimo FastFlex DHE (Differentiation High Efficiency) gen 4 is our high efficiency module designed for high bay luminaires. A wide range 
of optical configurations are enabled thanks to its compatibility with third-party lenses.

Product specification

Product name Typical light  
output

Module  
efficacy typical

Correlated color 
temperature

Color  
rendering index

Typical  
dimensions

Product  
code

lm lm/W @ Tc Nom K CRI mm GPC

Fortimo FastFlex LED 4x16/830 DHE G4 3900 166 3000 80 222.4 x 49.5 x 4.25 929001616506

Fortimo FastFlex LED 4x16/840 DHE G4 4213 179 4000 80 222.4 x 49.5 x 4.25 929001616606

Fortimo FastFlex LED 4x16/850 DHE G4 4213 179 5000 80 222.4 x 49.5 x 4.25 929001616706

Module driver compatibility
The Fortimo FastFlex portfolio is compatible with multiple Xitanium LED drivers such as Xitanium programmable Xtreme, Xitanium basic 
programmable, Xitanium lite programmable Xtreme, Xitanium full programmable Xtreme, Xitanium sensor ready Xtreme and Xitanium 
independent. For more information please visit our Easy-Design-In Tool.

Module driver compatibility
The Fortimo FastFlex portfolio is compatible with multiple Xitanium LED drivers such as Xitanium programmable Xtreme, Xitanium basic 
programmable, Xitanium lite programmable Xtreme, Xitanium full programmable Xtreme, Xitanium sensor ready Xtreme and Xitanium 
independent. For more information please visit our Easy-Design-In Tool.

Complementary partners

Ledil Carclo LedLink Darkoo CKO BJB

FastFlex DA HE L L L L

FastFlex DP HE L L L

L = lenses

Complementary partners

Ledil Carclo LedLink Darkoo CKO BJB

FastFlex DHE L L

L = lenses

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Linear drivers

Create the 
office of 
the future
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Key trends in the office and industry segment continue to be 
centered around connectivity, design, energy efficiency and 
tunable white. With our broad portfolio of linear drivers, you can 
design luminaires that meet these trends.

To create connected lighting systems, we have a broad range 
of SR linear LED drivers that are D4i compliant, ensuring they 
meet the latest industry standards. These SR drivers can easily 
be combined with our own EasyAir sensors, as well as with 
sensors and switches from third-party suppliers. In addition to 
the SR drivers, we have also launched a range of wireless drivers 
that can be used as part of the MasterConnect system.

We have extended our range of DALI-2 drivers with three 
90W drivers, including a 300V version that is ideal for trunking 
applications. All our DALI-2 drivers come with standardized 
memory banks (DALI parts 251, 252 and 253) and offer an 
extensive set of programable features.

We hope you’ll find our linear driver portfolio to satisfy all your 
requirements, so you can create linear lighting systems that will 
delight your customers!

Indu Kapoor
Product Manager
Linear drivers

powerful  
and 

attractive

ahead in 
flexibility and 
connectivity

“The future is 
connected.”

Just released!
Order now at 
www.philips.com/oemwebshop

Xitanium 36W+75 DALI gen 2 (SELV)
See page 84

Our new isolated DALI drivers offer best-in-class performance 
and comply with the latest DiiA standards, including 
implementation of standardized memory banks (DALI parts 251, 
252 and 253). This enables luminaire manufacturers to create 
intelligent luminaires that report operational, diagnostic and 
inventory data. Adjustable Output Current is set via DALI or 
iSet.

Coming soon!
LED innovations in the
pre-launch phase

Xitanium 35W+60W+90W SR gen 2 (non-isolated)
The second generation of Xitanium non-isolated SR 
drivers offer wider operating windows, making it easier 
for luminaire manufacturers to design connected lighting 
systems. The drivers are D4i certified.

Xitanium 36W+75W SR gen 2 (SELV)
Our new isolated SR driver range is D4i certified, making it 
much easier to mount sensors and communication devices on 
luminaires. D4i drivers have the capability to store and report 
a wide range of luminaire, energy and diagnostics data in a 
standardized format.

Xitanium 19W+42+44W+65W dipswitch (non-isolated)
The new Xitanium dipswitch drivers offer four discrete 
currents, which can be selected via a dipswitch. The drivers 
have low output current ripple, enabling manufacturers to 
create luminaires that meet PstLM and SVM requirements for 
their luminaires as defined by the European Single Lighting 
Regulation (SLR).
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Xitanium LED linear drivers - YellowDot
The YellowDot program is a luminaire certification program that allows any manufacturer to test and certify that their LED luminaires 
are interoperable with our indoor positioning technology. This smart technology allows shoppers and store staff to receive directions 
to products or location-based notifications. It also collects location-based data analytics to measure marketing impact and assess 
store operations. To a retailer, this level of customer engagement is invaluable. If the luminaires pass a range of tests, it permits 
the manufacturer to apply the YellowDot certified trademark to the product and offer it as such to customers. We currently offer 
three  YellowDot-ready LED drivers (60, 100 and 150 W non-isolated) for the European market, based on the latest generation of 
Xitanium drivers.

Product specification

Product name Dimensions  
LxWxH

Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm % W mA V GPC

Xitanium 60W 0.08-0.35A 300V TD21CL 230V 280 x 30 x 21 4 17-60 80-350 100-300 929002865506

Xitanium 90W 0.15-0.5A 300V TD21CL 230V 280 x 30 x 21 4 25-90 150-500 100-300 929003410906

Xitanium 100W 0.15-0.5A 300V iXt TDCL 230V 360 x 30 x 21 4 28-300 150-500 100-300 929001616106

Xitanium 150W 0.2-0.7A 300V iXt TDCL 230V 360 x 30 x 21 4 43-150 200-700 100-300 929001627406

Xitanium LED linear low voltage drivers – isolated
Xitanium isolated drivers are ideal for professional low voltage (LV) linear office systems. The isolated drivers are available in DALI 
dimmable and programmable, 1-10 V dimmable, fixed output and single current versions. They offer ease of design-in and make the 
approbation process simpler. The DALI drivers and new fixed output drivers feature SimpleSet technology, low output current ripple of 
4% for high and low frequencies and low standby specifications. The low output current ripple ensures no interference with security-, 
cell phone- or web cameras and scanners.

Product information

Product name Dimensions  
LxWxH

Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 18W 0.1-0.5A 54V TD 230V 210 x 30 x 21 4 6-18 100-500 24-54 929001682106

Xitanium 18W 0.1-0.5A 54V S 230V 210 x 30 x 21 4 6-18 100-500 24-54 X 929001487906

Xitanium 36W 0.3 -1.05A 54V S 230V 360 x 30 x 21 4 10-36 300-1050 27-54 X 929001571406

Xitanium 36W 0.3-1.0A 54V 230V 360 x 30 x 21 4 11-36 300-1000 27-54 929001694106

Xitanium 36W 0.3-1.0A 54V TD 230V G2 360 x 30 x 21 4 10-36 300-1000 27-54 929001696006

Xitanium 36W 0.3-1A 54V TD 230V 360 x 30 x 21 4 10-36 300-1000 27-54 X 929001503606

Xitanium 36W 0.3-1.0A 54V S21 230V 360 x 30 x 21 4 10-36 300-1000 27-54 X 929002938506

Product information

Product name Dimensions  
LxWxH

Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 40W 0.3/0.35A 115V 230V 211.5 x 40 x 30 4 21-40 300-350 70-115 929001487706

Xitanium 65W 0.5-1.4A 54V S 230V 360 x 30 x 21 4 18.5-65 500-1400 27-54 X 929001571506

Xitanium 72W 1.2/1.4A 51V DS 230V 279,5 x 30 x 21 4 27.6-71.4 1200-1400 23-51 929002832080

Xitanium 75W 0.7-2.0A 54V 230V 360 x 30 x 21 4 21-75 700-2000 27-54 929001694206

Xitanium 75W 0.7-2.0A 54V TD 230V 360 x 30 x 21 4 21-75 700-2000 27-54 X 929001503706

Product information

Product name Dimensions  
LxWxH

Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 75W 0.7-2.0A 54V TD 230V G2 279,5 x 30 x 21 4 21-75 700-2000 27-54 929001696106

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Module recommendation
For all suitable modules see Fortimo LED lines and Fortimo LED strips, see pages 54-66.
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Xitanium LED linear drivers - SR
Xitanium SR drivers are at the heart of any connected indoor lighting system. These intelligent, SR drivers standardize the connection 
between driver and sensor, eliminating the need for separate components or modules and ensuring compatibility. Our Xitanium LED 
linear LED SR drivers not only provide power conversion for LED lighting, but they also feature integrated power supplies and energy 
metering, enabling users to deliver actionable operational data such as energy consumption. Equally beneficial are the integrated 
sensor controllers, which provide daylight harvesting and occupancy patterns to a building management system, without the need for 
additional external components. Collectively they help bring connectivity and expanded functionality to luminaires.

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 35W 0.08-0.35A 220V SR 230V G2 360 x 30 x 21 4 10-35 80-350 50-220 X 929003410506

Xitanium 36W 0.3-1.0A 54V SR 230V G2 360 x 30 x 21 4 10-36 300-1000 27-54 X 929002933606

Xitanium 36W 0.3-1.0A 54V SR 230V G2 360 x 30 x 21 4 10-36 300-1000 27-54 X 929002933606

Xitanium 36W 0.08-0.4A 220V SR FlexTune 230V 360 x 30 x 21 4 10-36 80-400 50-220 X 929001693706

Xitanium 60W 0.08-0.35A 300V SR 230V G2 360 x 30 x 21 4 17-60 80-350 100-300 X 929003410706

Xitanium 60W 0.15-0.5A 220V SR 230V G2 360 x 30 x 21 4 17-60 150-500 50-220 X 929003410606

Xitanium 75W 0.7-2.0A 54V SR 230V G2 360 x 30 x 21 4 21-75 700-2000 27-54 X 929002933706

Xitanium 75W 0.15-0.7A 220V SR FlexTune 230V 360 x 30 x 21 4 21-75 150-700 50-220 X 929001693806

Xitanium 90W 0.25-0.7A 220V SR 230V G2 360 x 30 x 21 4 25-90 250-700 50-220 X 929003410806

Xitanium 100W 0.15-0.5A 300V iXt SR 230V 425 x 30 x 21 4 28-100 150-500 100-300 X 929001695706

Xitanium 150W 0.2-0.7A 300V SR 230V iXt 425 x 30 x 21 4 43-150 200-700 100-300 X 929001695806

Xitanium SR Bridge built in 4 0-0 0-0 929003423706

Xitanium SR Bridge independent 4 0-0 0-0 929003423806

Xitanium LED linear drivers – non-isolated
Xitanium linear non-isolated drivers are ideal for high voltage (HV) professional general lighting applications. The range includes DALI 
dimmable and programmable, 1-10 V dimmable, non-dimmable and single current versions. They offer high efficiency, good quality of 
light and full flexibility. The new generation of 16mm DALI drivers offer ultimate performance. They comply with the latest DiiA standards, 
including implementation of the new DALI parts related to data. Configuring the drivers can be done quickly and wirelessly with 
SimpleSet. The new 21 mm DALI drivers offer the best value for money.

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 36W 0.08-0.4A 220V SR FlexTune 230V 360 x 30 x 21 4 10-36 80-400 50-220 929001693706

Xitanium 75W 0.15-0.7A 220V SR FlexTune 230V 360 x 30 x 21 4 21-75 150-700 50-220 929001693806

Xitanium 100W 0.15-0.5A 300V iXt 230V 360 x 30 x 21 4 28-100 150-500 100-300 X 929001506606

Xitanium 100W 0.15-0.5A 300V iXt TD 230V 360 x 30 x 21 4 28-100 150-500 100-300 X 929001685606

Xitanium 100W 0.25-0.7A 220V 16 230V 360 x 30 x 16 4 28-100 250-700 50-220 929001613406

Xitanium 100W 0.25-0.7A 220V S21 230V 360 x 30 x 21 4 28-100 250-700 50-220 X 929002116106

Xitanium 100W 0.25-0.7A 220V TD16 230V 360 x 30 x 16 4 28-100 250-700 50-220 X 929001547306

Xitanium 150W 0.2-0.7A 300V iXt TD 230V 360 x 30 x 21 4 43-150 200-700 100-300 X 929001685706

Xitanium 300W 0.5-1.4A 300V iXt TD 230V 360 x 50 x 28 4 85-300 500-1400 100-300 929001696606

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 300W 0.5-1.4A 300V iXt TD 230V 360 x 50 x 28 4 85-300 500-1400 100-300 X 929001696606

Xitanium 35W 0.08-0.35A 150V 16 230V 280 x 30 x 16 4 10-35 80-350 50-150 929001557606

Xitanium 35W 0.08-0.35A 220V 21 230V 280 x 30 x 21 4 10-35 80-350 50-220 929001694306

Xitanium 35W 0.08-0.35A 220V MC21 230V 280 x 30 x 21 4 10-35 80-350 50-220 X 929001693906
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 35W 0.08-0.35A 220V S16 230V 280 x 30 x 16 4 10-35 80-350 50-220 X 929002115806

Xitanium 35W 0.08-0.35A 220V S21 230V 280 x 30 x 21 4 10-35 80-350 50-220 929002934306

Xitanium 35W 0.08-0.35A 220V TD11 230V 280 X 30 X 11 4 10-35 80-350 50-220 X 929001696706

Xitanium 35W 0.08-0.35A 220V TD16 230V 280 x 30 x 16 4 10-35 80-350 50-220 X 929001681406

Xitanium 35W 0.08-0.35A 220V TD21 230V 280 x 30 x 21 4 10-35 80-350 50-220 929001681706

Xitanium 35W 0.3/0.35A 50-100V SC 230V 209 x 30 x 21 4 15-35 300-350 50-100 929002130006

Xitanium 36W 0.12-0.4A 115V 1-10V 230V 280 x 30 x 21 4 10-36 120-400 50-115 929000953606

Xitanium 36W 0.12-0.4A 115V 230V 280 x 30 x 21 4 10-36 120-400 50-115 929000950606

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 50W 0.2/0.25A 100-200V DS 230V 210 x 30.2 x 21 4 20-50 200-250 100-200 929001695106

Xitanium 52W 0.3/0.35A 150V 230V 211.5 x 40 x 30 4 30-52.5 300-350 100-150 929001487806

Xitanium 60W 0.08-0.35A 220V 16 230V 280 x 30 x 16 4 17-60 80-350 50-220 929001557806

Xitanium 60W 0.08-0.35A 300V 16 230V 280 x 30 x 16 4 17-60 80-350 100-300 929001557706

Xitanium 60W 0.08-0.35A 300V 21 230V 280 x 30 x 21 4 17-60 80-350 100-300 929001694406

Xitanium 60W 0.08-0.35A 300V S16 230V 280 x 30 x 16 4 17-60 80-350 100-300 X 929002115906

Xitanium 60W 0.08-0.35A 300V S21 230V 280 x 30 x 21 4 17-60 80-350 100-300 929002934506

Xitanium 60W 0.08-0.35A 300V TD16 230V 280 x 30 x 16 4 17-60 80-350 100-300 X 929001681506

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 60W 0.08-0.35A 300V TD21 230V 280 x 30 x 21 4 17-60 80-350 100-300 929001681806

Xitanium 60W 0.15-0.5A 220V TD11 230V 280 x 30 x 21 4 17-60 150-500 50-220 929001696806

Xitanium 60W 0.15-0.5A 220V 21 230V 280 x 30 x 21 4 17-60 150-500 50-220 929001694506

Xitanium 60W 0.15-0.5A 220V MC21 230V 280 x 30 x 21 4 17-60 150-500 50-220 X 929001694006

Xitanium 60W 0.15-0.5A 220V S16 230V 280 x 30 x 16 4 17-60 150-500 50-220 X 929002116006

Xitanium 60W 0.15-0.5A 220V S21 230V 280 x 30 x 21 4 17-60 150-500 50-220 X 929002934406

Xitanium 60W 0.15-0.5A 220V TD11 230V 280 x 30 x 11 4 17-60 150-500 50-220 X 929001696806

Xitanium 60W 0.15-0.5A 220V TD16 230V 280 x 30 x 16 4 17-60 150-500 50-220 X 929001681606

Xitanium 60W 0.15-0.5A 220V TD21 230V 280 x 30 x 21 4 17-60 150-500 50-220 929001681906

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 60W 0.3/0.35A 85-170V DS 230V 210 x 30.2 x 21 4 25.5-60 300-350 85-170 929001695206

Xitanium 75W 0.12-0.4A 215V TD 230V 360 x 30 x 22 4 21-75 120-400 100-215 929000852103

Xitanium 75W 0.12-0.4A 220V 1-10V 230V 280 x 30 x 21 4 21-75 120-400 100-220 929000953706

Xitanium 75W 0.12-0.4A 220V 230V 280 x 30 x 21 4 21-75 120-400 100-220 929000950706

Xitanium 90W 0.15-0.5A 300V TD21 S 230V 280 x 30 x 21 4 25-90 150-500 100-300 X 929001694906

Xitanium 90W 0.25-0.7A 220V 21 230V 280 x 30 x 21 4 25-90 250-700 50-220 929001694606

Xitanium 90W 0.25-0.7A 220V S21 230V 280 x 30 x 21 4 25-90 250-700 50-220 X 929002934606

Xitanium 90W 0.25-0.7A 220V TD21 230V 280 x 30 x 21 4 25-90 250-700 50-220 929001694706

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

SimpleSet Product code

mm % W mA V GPC

Xitanium 90W 0.25-0.7A 220V TD21 S 230V 280 x 30 x 21 4 25-90 250-700 50-220 X 929001694806

Module recommendation
For all suitable modules see Fortimo LED lines and Fortimo LED strips, see pages 54-66.
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Xitanium single current dipswitch driver - 
non-isolated
Xitanium LED drivers with single current output offer industry leading performance and reliability at optimized cost. 4 output current 
selectable via dipswitch, 100 k hrs lifetime at Tcase life, ambient temperature range: -20 to 50°C.

Product information

Product name Housing Output current 
ripple LF

Output power 
range

Output current range Product code

mm % W mA GPC

Xitanium 19W 200-350mA 54V DS 230V 210 x 30 x 21 ≤4 6-19 200/250/300/350 929003426006

Xitanium 42W 175-300mA 140V DS 230V 210 x 30 x 21 ≤4 15-42 175/200/250/300 929003426106

Xitanium 44W 200-350mA 125V DS 230V 210 x 30 x 21 ≤4 14-43.7 200/250/300/350 929003426206

Xitanium 65W 200-350mA 185V DS 230V 210 x 30 x 21 ≤4 24-64.7 200/250/300/350 929003426306

CertaDrive LED linear drivers
The new CertaDrive non-isolated single current range is designed for basic lighting and perfect for high volume applications. The range 
offers a popular vout/Iout mix, small dimensions and 50 K hours lifetime at Tcase-life. The range consists of versions that are suitable for 
DC emergency operation and standard versions without this feature. For those customers that prefer more flexibility, the CertaDrive 
dipswitch versions, with four possible output currents, may be of interest.

Product information

Product name Housing Output current 
ripple (Max)

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm % W mA V GPC

CertaDrive 21W 0.35A 60V 230V 168 x 30.2 x 21 30 10.5-21 350-350 30-60 929002106580

CertaDrive 38W 250/300mA 125V 230V 210 x 30 x 21 4 17.5-37.5 250-300 70-125 929002881980

CertaDrive 30W 0.35A 85V 230V 168 x 30.2 x 21 30 17.5-30 350-350 50-85 929002106680

CertaDrive 21W 0.35A 60V 230V 168 x 30.2 x 21 30 10,5-21 350-350 30-60 929002106580

CertaDrive 30W 350mA 85V 230V 168 x 30.2 x 21 30 17.5-30 350-350 50-85 929002108480

CertaDrive 40W 350mA 115V 230V 168 x 30.2 x 21 30 24.5-40 350-350 70-115 929002108580

CertaDrive 44W 200/350mA 125V 230V EL 210 x 30 x 21 4 15-43.75 200-350 75-125 929002874780

CertaDrive 44W 200/350mA 125V 230V 210 x 30 x 21 4 15-43.75 200-350 75-125 929002874480

CertaDrive 60W 350mA 170V 230V 210 x 30.2 x 21 30 36.8-60 350-350 105-170 929002108680

CertaDrive 65W 200/350mA 185V 230V 210 x 30 x 21 4 24-64.75 200-350 120-185 929002874580

CertaDrive 65W 250/350mA 185V 230V EL 210 x 30 x 21 4 24-65 250-350 120-185 929002852106

Module recommendation
For all suitable modules see CertaFlux LED strip, see pages 69-71.
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Point source drivers

Making you part 
of the new age
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Retail and hospitality lighting must not be excluded from the benefits 
offered by lighting automation. The same applies to office lighting. 
With automated light, not only are valuable cost savings available, but 
other application needs can also be met such as ease of use, comfort, 
preventive maintenance, and installation performance monitoring. 

There’s no doubt automated lighting is the future for commercial lighting. 
We already know that some customers require lighting systems that 
are future proof - without locking them into lighting that could become 
expensive to maintain, outdated or even obsolete over time. Others 
prefer plug-and-play solutions that are easy to set up and use. However, 
it is important to have systems or solutions that are based on widely-
accepted standards, which ensure compatibility with other products 
and systems. That way, you can take advantage of new capabilities as 
they emerge – and your customers won’t need to rip and replace or fund 
expensive upgrades.

The new WH SR range enables sensing, measurement, 
connectivity and additional intelligence to be added to 
lighting networks inside the luminaire. The wireless 
driver portfolio ensures connectivity between the 
luminaires and also with other products and systems 
based on standardized wireless protocol. So together, 
you can create customized solutions for commercial 
lighting using a wide range of different products.

Mustafa Oktay
Product Manager  
Point source drivers

powerful  
and 

attractive

connectivity 
will be key

“Automation pays 
off in point source 
applications.”

Coming soon!
LED innovations in the
pre-launch phase

Xitanium in track DALI driver with dipswitch
The new in track DALI driver will enable further flexibility in 
retail lighting. This flexibility is also enhanced with setting 
the output current via dipswitches. With the availability of 
additional memory banks, the driver will also be perfectly 
suited to advanced lighting control systems.

Xitanium Mini DALI new generation
The current Mini DALI driver range is now being upgraded with 
new features including :
- Extended operating window
- Reduced height to 21 mm
- Dedicated versions for built in and independent applications
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Xitanium LED downlight and spotlight drivers
Xitanium LED drivers are leading the way in terms of reliability.

Product specification

Product name Housing Dimming 
range

Output current 
range

Output voltage 
range

Central DC 
operation

Product code

mm % mA V GPC

Nipples X1 black 929001476906

Nipples X1 grey 929001477006

Nipples X1 white 929001476806

Strain Relief Block 929001461680

Strain Relief Block DALI 929001430906

Strain Relief Block TE 929001431106

Xi 14W/a 0.2-0.35A 40V DS 3CB 230V 162 x 31 x 41.4 200-350 30-40 929002849380

Xi 14W/a 0.2-0.35A 40V DS 3CG 230V 162 x 31 x 41.4 200-350 30-40 929002849480

Xi 14W/a 0.2-0.35A 40V DS 3CW 230V 162 x 31 x 41.4 200-350 30-40 929002849280

XI 20W WH 0.15-0.5A 54V TD/IS CL 230V 200 x 75 x 32 1-100 150-540 24-54 X 929001649806

Xi 26W/a 0.5-0.65A 40V DS 3CB 230V 162 x 31 x 41.4 500-650 30-40 929002849680

Xi 26W/a 0.5-0.65A 40V DS 3CG 230V 162 x 31 x 41.4 500-650 30-40 929002849780

Xi 26W/a 0.5-0.65A 40V DS 3CW 230V 162 x 31 x 41.4 500-650 30-40 929002849580

Xi 34W/a 0.7-0.85A 40V DS 3CB 230V 162 x 31 x 41.4 700-850 30-40 929002849980

Xi 34W/a 0.7-0.85A 40V DS 3CG 230V 162 x 31 x 41.4 700-850 30-40 929002850080

Xi 34W/a 0.7-0.85A 40V DS 3CW 230V 162 x 31 x 41.4 700-850 30-40 929002849880

Xi 42W/a 0.9-1.05A 40V DS 3CB 230V 162 x 31 x 41.4 900-1050 30-40 929002850280

Xi 42W/a 0.9-1.05A 40V DS 3CG 230V 162 x 31 x 41.4 900-1050 30-40 929002850380

Xi 42W/a 0.9-1.05A 40V DS 3CW 230V 162 x 31 x 41.4 900-1050 30-40 929002850180

Xitanium 10W 0.25A 40V TE SC 230V 100 x 50 x 19 5-100 250-250 29-40 929001421106

Xitanium 10W 0.5A 20V TE SC 230V 100 x 50 x 19 5-100 500-500 8-20 929001421206

Xitanium 10W/m 0.35A 30V SC 230V 97.2 x 43 x 30 350-350 20-30 929002113106

Xitanium 14W 0.35A 40V TE SC 230V 100 x 50 x 19 5-100 350-350 29-40 929001421306

Xitanium 15W 0.75A 20V TE SC 230V 100 x 50 x 19 5-100 750-750 8-20 929001421406

Xitanium 16W/m 0.35A 46V SC 230V 97.2 x 43 x 30 350-350 31-46 929002113206

Xitanium 20W M 0.15-0.5A 52V 230V 97.2 x 43 x 30 150-500 24-52 X 929001436106

Xitanium 20W R 0.15-0.5A 54V TD/I 128 x 74 x 30 150-500 24-54 X 929002801106

Xitanium 20W WH 0.15-0.5A 54V Is G2 200 x 75 x 32 150-540 24-54 X 929001471006

Product specification

Product name Housing Dimming 
range

Output current 
range

Output voltage 
range

Central DC 
operation

Product code

mm % mA V GPC

Xitanium 20W WH 0.15-0.5A 54V SR Is 230V 201 x 75 x 32.5 150-540 24-54 X 929002861106

Xitanium 20W/a 0.15-0.5A 42V 3CB 230V 171 x 31 x 43.8 150-500 10-42 929002129406

Xitanium 20W/a 0.15-0.5A 42V 3CG 230V 171 x 31 x 43.8 150-500 10-42 929002129506

Xitanium 20W/a 0.15-0.5A 42V 3CW 230V 171 x 31 x 43.8 150-500 10-42 929002129306

Xitanium 20W/a 0.15-0.5A 54V CD 3CB 230V 234 x 32 x 43.8 1-100 150-500 24-54 929002107106

Xitanium 20W/a 0.15-0.5A 54V CD 3CW 230V 234 x 32 x 43.8 1-100 150-500 24-54 929002107306

Xitanium 20W/m 0.15-0.5A 44V DS I 230V 156 x 43 x 30 150-500 5-44 X 929002880006

Xitanium 20W/m 0.15-0.5A 44V DS S 230V 97.3 x 43 x 30 150-500 5-44 X 929002879606

Xitanium 20W/m 0.15-0.5A 54V 230V 97.2 x 43 x 30 150-500 24-54 X 929001485906

Xitanium 20W/m 0.15-0.5A 54V CD 230V 97.2 x 43 x 30 1-100 150-500 24-54 X 929002106906

Xitanium 20W/m 0.15-0.5A 54V S TD 230V 97.2 x 43 x 30 1-100 150-500 24-54 X 929001485106

Xitanium 20W/m 0.15-0.5A 54V S TD 230V 97 x 43 x 30 150-500 24-54 X 929002182806

Xitanium 21W/m 0.7A 30V SC 230V 97.2 x 43 x 30 700-700 20-30 929002113306

Xitanium 23W/m 0.5A 46V SC 230V 97.2 x 43 x 30 500-500 31-46 929002104906

Xitanium 28W/m 0.6A 46V SC 230V 97.2 x 43 x 30 600-600 31-46 929002105006

Xitanium 30W/m 0.35-0.7A 44V DS I 230V 156 x 43 x 30 350-700 5-44 X 929002880106

Xitanium 30W/m 0.35-0.7A 44V DS S 230V 97.3 x 43 x 30 350-700 5-44 X 929002879706

Xitanium 32W/m 0.7A 46V SC 230V 97.2 x 43 x 30 700-700 31-46 929002105106

Xitanium 34W/m 0.8A 42V SC 230V 97.2 x 43 x 30 800-800 30-42 929002105206

Xitanium 36W WH 0.15-1.05A 54V TD/Is 201 x 75 x 32.5 150-1050 24-54 X 929002861906

Xitanium 36W WH 0.3-1.05A 54V Is G2 200 x 75 x 32 300-1050 24-54 X 929001471106

Xitanium 36W WH 0.3-1.05A 54V SR Is 230V 201 x 75 x 32.5 300-1050 24-54 X 929002861206

Xitanium 36W WH 0.3-1A 54V TD/IS CL 230V 200 x 75 x 32 1-100 300-1050 24-54 X 929001649706

Xitanium 36W/a 0.3-1.05A 54V CD 3CB 230V 234 x 32 x 43.8 1-100 300-1050 24-54 929002107206

Xitanium 36W/a 0.3-1.05A 54V CD 3CW 230V 234 x 32 x 43.8 1-100 300-1050 24-54 929002107406

Xitanium 36W/m 0.15-1.05A 48V MC 230V 97.2 x 43 x 30 1-100 150-1050 24-48 X 929002133006

Xitanium 36W/m 0.3-1.05A 52V 230V 97.2 x 43 x 30 300-1050 24-52 X 929001436206

Xitanium 36W/m 0.3-1.05A 54V 230V 97.2 x 43 x 30 300-1050 24-54 X 929001486006

Xitanium 36W/m 0.3-1.05A 54V CD 230V 97.2 x 43 x 30 1-100 300-1050 24-54 X 929002107006

Xitanium 36W/m 0.3-1.05A 54V S TD 230V 97.2 x 43 x 30 1-100 300-1050 24-54 X 929001485206

Xitanium 36W/m 0.3-1.05A 54V S TD 230V 97 x 43 x 30 300-1050 24-54 X 929002182906

Xitanium 38W/m 0.9A 42V SC 230V 97.2 x 43 x 30 900-900 30-42 929002113406

Xitanium 40W R 0.3-1.05A 54V TD/I 128 x 74 x 30 300-1050 24-54 X 929002801206

Xitanium 40W/m 0.7-1.05A 44V DS I 230V 156 x 43 x 30 700-1050 5-44 X 929002880206

Xitanium 40W/m 0.7-1.05A 44V DS S 230V 97.3 x 43 x 30 700-1050 5-44 X 929002879806

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Product specification

Product name Housing Dimming 
range

Output current 
range

Output voltage 
range

Central DC 
operation

Product code

mm % mA V GPC

Xitanium 42W/a 0.15-1.05A 42V MC 3CB 224 x 31 x 43.8 150-1050 10-48 929002851206

Xitanium 42W/a 0.15-1.05A 42V MC 3CG 224 x 31 x 43.8 150-1050 10-48 929002851306

Xitanium 42W/a 0.15-1.05A 42V MC 3CW 224 x 31 x 43.8 150-1050 10-48 929002847406

Xitanium 42W/a 0.3-1.05A 42V 3CB 230V 224 x 31 x 43.8 300-1050 10-42 929002129706

Xitanium 42W/a 0.3-1.05A 42V 3CG 230V 224 x 31 x 43.8 300-1050 10-42 929002129806

Xitanium 42W/a 0.3-1.05A 42V 3CW 230V 224 x 31 x 43.8 300-1050 10-42 929002129606

Xitanium 43W/m 0.7-1.2A 52V 230V 97.2 x 43 x 30 700-1200 24-52 X 929001470906

Xitanium 43W/m 0.7-1.2A 54V 230V 97.2 x 43 x 30 700-1200 24-54 X 929001486106

Xitanium 46W/m 1.0A 46V SC 230V 97.2 x 43 x 30 1000-1000 31-46 929002172606

Xitanium 48W/m 1.05A 46V SC 230V 97.2 x 43 x 30 1050-1050 31-46 929002113506

Xitanium 4W 0.1A 40V TE SC 230V 85 x 50 x 19 5-100 100-100 29-40 929001420706

Xitanium 50W WH 0.7-1.5A 54V Is G2 200 x 75 x 32 700-1500 24-54 X 929001471206

Xitanium 50W WH 0.7-1.5A 54V SR Is 230V 201 x 75 x 32.5 700-1500 24-54 X 929002861306

Xitanium 50W WH 0.7-1.5A 54V TD/Is 201 x 75 x 32.5 700-1500 24-54 X 929002862006

Xitanium 50W WH 0.7-1.5A 54V TD/Is CL 200 x 75 x 32 1-100 700-1500 24-54 X 929001649906

Xitanium 50W/m 0.7-1.5A 48V 230V 97.2 x 43.2 x 30 700-1500 24-48 929000934606

Xitanium 50W/m 0.7-1.5A 54V 230V 97.2 x 43 x 30 700-1500 24-54 X 929001415306

Xitanium 6W 0.15A 40V TE SC 230V 85 x 50 x 19 5-100 150-150 29-40 929001420806

Xitanium 7W 0.35A 20V TE SC 230V 85 x 50 x 19 5-100 350-350 8-20 929001420906

Xitanium 8W 0.2A 40V TE SC 230V 85 x 50 x 19 5-100 200-200 29-40 929001421006

Xitanium 30W/m 0.65A 46V SC 230V 97.2 x 43 x 30 650-650 31-46 929002139106

Xitanium 31W/m 0.75A 42V SC 230V 97.2 x 43 x 30 750-750 30-42 929002139206

Xitanium 36W/m 0.85A 42V SC 230V 97.2 x 43 x 30 850-850 30-42 929002139306

TrustSight LED emergency drivers
Safety, compliance and peace of mind.

Product specification

Product name Driver 
housing

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm W mA V GPC

Battery Harness Trustsight LFP 929001682006

Battery Harness Trustsight NiMH 929001682206

HB Trustsight LED Indicator 929002170606

TrustSight 3.2V 3cell 4500mAh batt LFP 929001653006

TrustSight 3.6V 3cell 4000mAh batt NiMH 929001652506

TrustSight 4.8V 4cell 4000mAh batt NiMH 929001652606

TrustSight 6.0V 5cell 4000mAh batt NiMH 929001652706

TrustSight 6.4V 4 cell 3000mAh LFP FRC 500 x 25 x 21 929002140906

TrustSight 6.4V 4cell 3000mAh batt LFP 929001653106

TrustSight 9.6V 6cell 3000mAh batt LFP 929001653206

TrustSight BASIC 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001651906

TrustSight BASIC 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001642606

TrustSight BASIC 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652006

TrustSight BASIC 45-300V NiMH 205 x 30 x 21 2-5 1000 45-300 929001642706

Driver Driver 
housing

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm W mA V GPC

Battery Harness Trustsight LFP 929001682006

Battery Harness Trustsight NiMH 929001682206

HB Trustsight LED Indicator 929002170606

TrustSight 3.2V 3cell 4500mAh batt LFP 929001653006

TrustSight 3.6V 3cell 4000mAh batt NiMH 929001652506

TrustSight 4.8V 4cell 4000mAh batt NiMH 929001652606

TrustSight 6.0V 5cell 4000mAh batt NiMH 929001652706

TrustSight 6.4V 4 cell 3000mAh LFP FRC 500 x 25 x 21 929002140906

TrustSight 6.4V 4cell 3000mAh batt LFP 929001653106

TrustSight 9.6V 6cell 3000mAh batt LFP 929001653206

TrustSight BASIC 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001651906

TrustSight BASIC 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001642606

TrustSight BASIC 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652006

TrustSight BASIC 45-300V NiMH 205 x 30 x 21 2-5 1000 45-300 929001642706

Accessories

Commercial name Product code 
GPC

JST push-in adaptor 929000831103

Xitanium LH loop-through adaptor 929000881106

Strain relief blocks* 929001461680

Strain relief blocks DALI 929001430906

Strain relief blocks TE 929001431106

Nipples X1 white 929001476806

Nipples X1 grey 929001477006

Nipples X1 black 929001476906

* Not suitable for 50W/m Rset driver only.

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Signify OEM LED catalog 99Signify OEM LED catalog 98

Po
in

t 
so

ur
ce

 d
ri

ve
rs



Product specification

Product name Driver 
housing

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm W mA V GPC

TrustSight battery harness LFP FRC 929002141006

TrustSight DALI 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001652306

TrustSight DALI 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001640006

TrustSight DALI 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652406

TrustSight DALI 45-300V NiMH 205 x 30 x 21 2-5 1000 45-300 929001640106

TrustSight Indicator LED 929001653606

TrustSight PRO 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001652106

TrustSight PRO 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001642806

TrustSight PRO 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652206

TrustSight PRO 45-300V NIMH 205 x 30 x 21 2-5 1000 45-300 929001639906

Driver Driver 
housing

Output power 
range

Output current 
range

Output voltage 
range

Product code

mm W mA V GPC

TrustSight battery harness LFP FRC 929002141006

TrustSight DALI 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001652306

TrustSight DALI 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001640006

TrustSight DALI 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652406

TrustSight DALI 45-300V NiMH 205 x 30 x 21 2-5 1000 45-300 929001640106

TrustSight Indicator LED 929001653606

TrustSight PRO 15-55V LFP 205 x 30 x 21 2-5 1000 15-55 929001652106

TrustSight PRO 15-55V NiMH 205 x 30 x 21 2-5 1000 15-55 929001642806

TrustSight PRO 45-300V LFP 205 x 30 x 21 2-5 1000 45-300 929001652206

TrustSight PRO 45-300V NIMH 205 x 30 x 21 2-5 1000 45-300 929001639906

Accessories

Commercial name Pieces per box Product code 
GPC

TrustSight strain relief 20 929001653306

TrustSight battery independent box 10 929001653406

TrustSight LED indicator 10 929001653606

TrustSight battery harness LFP 10 929001682206

TrustSight battery harness NiMh 10 929001682006

HB TrustSight LED indicator 100 929002170606

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool
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Xtreme drivers

It’s tough 
outdoors.  
But then, so are 
our lighting 
components.
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Just released!
Order now at 
www.philips.com/oemwebshop

Xitanium LED drivers – SR
See page 107

New sensor-ready 75W FlexTune Outdoor driver (dual channel), 
in C170 housing, enabling flexible, adaptive outdoor lighting.

Coming soon!
Stay tuned for updates in our Xitanium IP67 and 
Xitanium sensor-ready portfolios.

Intense heat, freezing cold, dust clouds, hail and lightning - outdoor and industrial 
luminaires must withstand harsh conditions as well as everyday stress from varying 
temperatures, moisture and physical contact. Furthermore, luminaires are increasingly 
used as valuable data collectors for city and building management systems. And in 
outdoor applications, where service and maintenance are costly, reliability is an 
absolute must. We help you meet all these challenges.

Rock solid
Our robust Xitanium LED Xtreme drivers are specifically designed to withstand powerful 
vibrations, high moisture levels, driver case temperatures of up to 90°C, and severe 
power surges (up to 10 kV). This results in an industry-leading 100,000 hours lifetime, 
a survival rate of 90% and a five-year warranty. These are powerful arguments for 
customers who want to minimize the need for costly repairs.

FlexTune Outdoor (SR/D4i)
Now we are delighted to announce the commercial release of the Xitanium 
Sensor Ready 75W SNEMPF C170 sXt (FlexTune Outdoor) driver. A solution 
driven by the fact that by 2050, 9.8 billion people will live on the planet 
- 70% of them in cities. 

As the density of cities and urban areas increases, we need 
sustainable ways to improve city living. The way people and 
vehicles interact with roads and cities is changing fast. It’s 
driving the move from static illumination to more adaptive 
lighting solutions – a new situation that demands far more 
from a single luminaire. The ability to change lighting output, 
optical distribution and even color is now becoming a 
necessity. So (smart) cities can create attractive spaces, 
and enhance certain areas with dynamically-changing 
light settings. 

The latest Philips Xitanium FlexTune Outdoor driver is 
designed to enable the transition to flexible, adaptive 
outdoor lighting. Lighting that can adapt to changing 
situations, weather conditions and even the needs of 
wildlife. Discover how adaptive lighting with FlexTune can 
help you take a leading role in this exciting new transition. 

Paul Sloekers 
Product Manager  
Xtreme drivers

powerful  
and 

attractive

reliable 
and D4i 

compliant
“Extreme reliability 
is our selling point.”
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Xitanium LED drivers – full programmable
Our Xitanium full programmable Xtreme LED drivers are designed to deliver the highest performance, reliability and configuration 
possibilities. The portfolio offers both stand-alone and remote dimming protocols to further decrease energy use with the latest LED 
technologies. The proven Xtreme technology ensures maximum robustness and protection for a very long lifetime. These drivers are 
the preferred choice for demanding applications such as outdoor and industry. Configuration of these drivers can be done via both the 
universal DALI or with SimpleSet, which is the latest technology for reliable, fast and easy altering and reading out of settings.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output 
power 
range

Surge 
protection 
CM/DM

Efficiency 
range, max 
load

Inrush current 
peak (230V)

Inrush 
current 
width

Tc 
life

Simple-
Set

Dyna 
Dimmer

Product code

type mA V W kV % A μs ºC GPC

Xi FP 110W 0.2-0.7A SNLDAE 230V 
C133 sXt

C133_FP 50-700 70-220 4-110 10-6 93 47 250 75 X X 929002873106

Xi FP 110W 0.3-1.0A SNLDAE 230V 
C133 sXt

C133_FP 70-1050 50-160 4-110 10-6 93 47 250 75 X X 929002873206

Xi FP 150W 0.2-0.7A SNLDAE 230V 
S240 sXt

S240_FP 53-700 90-283 4.5-150 10-6 92 53 300 80 X X 929002128606

Xi FP 150W 0.3-1.0A SNLDAE 230V 
S240 sXt

S240_FP 70-1050 70-214 4.5-150 10-6 91.8 53 300 80 X X 929002128706

Xi FP 165W 0.2-0.7A SNLDAE 230V 
C170 sXt

C170_FP 53-700 100-300 7-165 10-6 1 77 150 80 X X 929002874906

Xi FP 165W 0.3-1.0A SNLDAE 230V 
C170 sXt

C170_FP 70-1050 80-235 5.6-165 10-6 93 77 150 80 X X 929002875006

Xi FP 220W 0.2-1.0A SNLDAE 230V 
C170 sXt

C170_FP 70-1050 125-350 8.8-220 10-6 93.5 11.5 1320 80 X X 929002852206

Xi FP 22W 0.2-0.7A SNLDAE 230V 
C123 sXt

C123_FP 53-700 16-48 0.9-22 10-6 87 12 270 75 X X 929002165006

Xi FP 22W 0.2-0.7A SNLDAE 230V 
S175 sXt

S175_FP 53-700 16-48 0.9-22 10-6 86 15 295 75 X X 929002172306

Xi FP 22W 0.3-1.0A SNLDAE 230V 
C123 sXt

C123_FP 70-1050 8-32 0.6-22 10-6 83 12 270 75 X X 929002165106

Xi FP 22W 0.3-1.0A SNLDAE 230V 
S175 sXt

S175_FP 70-1050 8-32 0.6-22 10-6 84 15 295 75 X X 929002172406

Xi FP 40W 0.2-0.7A SNLDAE 230V 
C123 sXt

C123_FP 53-700 25-77 1.3-40 10-6 90 18 280 75 X X 929002165206

Xi FP 40W 0.2-0.7A SNLDAE 230V 
S175 sXt

S175_FP 53-700 25-77 1.4-40 10-6 89.7 21 225 75 X X 929002128306

Xi FP 40W 0.3-1.0A SNLDAE 230V 
C123 sXt

C123_FP 70-1050 20-54 1.4-40 10-6 88.2 18 280 75 X X 929002165306

Xi FP 40W 0.3-1.0A SNLDAE 230V 
S175 sXt

S175_FP 70-1050 20-54 1.4-40 10-6 89 21 225 80 X X 929002172506

Xi FP 75W 0.2-0.7A SNLDAE 230V 
C133 sXt

C133_FP 50-700 50-150 2.5-75 10-6 91.3 43 260 70 X X 929002872806

Xi FP 75W 0.2-0.7A SNLDAE 230V 
S240 sXt

S240_FP 53-700 50-150 2.5-75 10-6 91.3 46 250 75 X X 929002128406

Xi FP 75W 0.3-1.0A SNLDAE 230V 
C133 sXt

C133_FP 70-1050 35-108 2.5-75 10-6 91.5 43 260 70 X X 929002872906

Xi FP 75W 0.3-1.0A SNLDAE 230V 
S240 sXt

S240_FP 70-1050 35-108 2.5-75 10-6 90 46 250 75 X X 929002128506

Xi FP 75W 0.5-1.5A SNLDAE 230V 
C133 sXt

C133_FP 100-1500 25-71 2.5-75 10-6 90.8 43 260 70 X X 929002873006

XiFP 330W 2:0.2-0.75A SNDAE 230V 
C240sXt

C240 50-750 100-300 5-165 10-6 93 13 1320 80 X 929003409706

Module recommendation

Driver type Suitable module

Xi FP 22W 0.3-1.0A SNLDAE 230V S175 sXt Fortimo FastFlex 2x4/740 G5

Xi FP 40W 0.2-0.7A SNLDAE 230V S175 sXt Fortimo FastFlex 2x4/740 G5

Xi FP 75W 0.2-0.7A SNLDAE 230V S240 sXt Fortimo FastFlex 2x8/740 DA G5

Xi FP 150W 0.2-0.7A SNLDAE 230V S240 sXt Fortimo FastFlex 2x8/840 G5

Xitanium LED drivers - SR
Our new Philips Xtreme sensor ready (SR) drivers are ideal for use in outdoor applications. These robust drivers feature the SR 
interface and can be used in combination with intelligent photocells, or the many smart city management systems developed by our SR 
certified partners. The integrated power supply, accurate energy metering and extended diagnostics reduces the component count 
and simplifies the design significantly. The integration also increases system reliability. Combined with the new universal SR connector, 
these drivers offer future-proof solutions for the phased investment capabilities of municipal authorities.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Surge 
protection 
CM/DM

Dimming 
range

Efficiency @ 
100% load

Diagnostics 
via SR 
interface

Product code

type mA V kV % % GPC

Xi SR 110W 0.2-0.7A SNEMP 230V C150 sXt C150_SR 200-700 70-220 10-6 10-100 92 X 929002808606

Xi SR 110W 0.3-1.0A SNEMP 230V C150 sXt C150_SR 300-1050 50-160 10-6 10-100 91 X 929002808706

Xi SR 150W 0.2-0.7A SNEMP 230V S240 sXt S240_SR_2 200-700 90-283 10-6 10-100 92.7 X 929002172106

Xi SR 150W 0.3-1.0A SNEMP 230V S240 sXt S240_SR_2 300-1050 70-214 10-6 10-100 92 X 929002172206

Xi SR 165W 0.2-0.7A SNEMP 230V C170 sXt C170_SR 200-700 100-300 10-6 10-100 92.6 X 929001663106

Xi SR 165W 0.3-1.0A SNEMP 230V C170 sXt C170_SR 300-1050 80-235 10-6 10-100 92.2 X 929001663206

Xi SR 22W 0.2-0.7A SNEMP 230V C133 sXt C133_SR 200-700 16-48 8-6 10-100 85 X 929002178806

Xi SR 22W 0.3-1.0A SNEMP 230V C133 sXt C133_SR 70-1050 8-32 8-6 10-100 1 X 929002178906

Xi SR 40W 0.2-0.7A SNEMP 230V C133 sXt C133_SR 53-700 25-77 8-6 10-100 89.6 X 929002179006

Xi SR 40W 0.3-1.0A SNEMP 230V C133 sXt C133_SR 70-1050 20-54 8-6 10-100 87.8 X 929002179106

Xi SR 75W 0.2-0.7A SNEMP 230V C150 sXt C150_SR 200-700 50-150 10-6 10-100 91 X 929002808406

Xi SR 75W 0.2-0.7A SNEMP 230V S240 sXt S240_SR_2 200-700 50-150 10-6 10-100 92.1 X 929002171906

Xi SR 75W 0.3-1.0A SNEMP 230V C150 sXt C150_SR 300-1050 35-108 10-6 10-100 90 X 929002808506

Xi SR 75W 0.3-1.0A SNEMP 230V S240 sXt S240_SR_2 300-1050 35-108 10-6 10-100 90 X 929002172006

new Xi SR 75W 2:0.3-1.0A SNEMPF C170 sXt C170_SR 74-1050 35-108 10 10-100 1 X 929002827206

Signify OEM LED catalog 107Signify OEM LED catalog 106

Xt
re

m
e 

dr
iv

er
s



Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Xitanium LED drivers - programmable
Our Xitanium programmable Xtreme LED drivers with global input voltage (UL, ENEC) are designed to deliver high performance, protection 
and configurability. The Xtreme technology ensures maximum robustness and protection with a very long lifetime. Configuration of 
programmable drivers can be done via DALI and the MultiOne software.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output 
power 
range

Surge 
protection 
CM/DM

Efficiency 
range, max 
load

Inrush current 
peak (230V)

Power factor 
100% load

Tc 
life

Dyna 
Dimmer

Product code

type mA V W kV % A ºC GPC

Xi 100W 0.7A PROG+ GL-Z sXt Z-can 47-700 71-143 3.4-100 4-4 91.5 80 0.97 70 X 929000708703

Xi 150W 0.1-1.05A Prog+ sXt F-can 50-1050 70-148 4-150 8-6 92.5 110 0.98 70 X 929000709003

Xi 150W 0.35-0.7A Prog GL sXt F-can 50-700 125-280 7.5-150 8-6 93 108 0.97 70 X 929000702202

Xi 300W 1.5A Prog+ GL-R sXt R-can 100-1500 80-280 8-300 4-4 93 170 65 X 929000712703

Xi 40W 0.70A Prog+ GL-J sXt 100-700 29-57 0-0 4-4 88 65 0.97 0 X 929000708803

Xi 75W 0.1-1.05A Prog+ sXt F-can 50-1050 36-75 2-75 4-4 90 100 0.97 70 X 929000708903

Xi 75W 0.35-0.7A Prog GL sXt F-can 50-700 80-152 4.5-75 3-3 91.5 108 0.97 70 X 929000702302

Module recommendation

Driver type Suitable module

Xi 150W 0.3-0,7A Prog+ GL-F sXt Fortimo FastFlex 2x8/740 G5

Xitanium LED drivers - lite programmable
Philips Xitanium lite programmable Xtreme LED drivers are value engineered to deliver a carefully selected feature set and high-end 
performance, making it a preferred choice for many outdoor applications. The portfolio offers high flexibility with a customizable 
operating window, enabling differentiation in LED lighting designs via system tuning and being prepared for LED efficacy upgrades. 
Configuration of programmable drivers has never been easier with the integrated SimpleSet feature, a fast and wireless way to change 
and read-out settings.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output 
power 
range

Surge 
protection 
CM/DM

Dimming 
range

Efficiency 
range,  
max load

Inrush 
current 
peak

Inrush 
current 
width

Tc 
life

Simple-
Set

Dyna 
Dimmer

Product code

type mA V W kV % % A μs ºC GPC

Xi LP 110W 0.2-0.7A S1 230V 
C133 sXt

C133_LP_S1 200-700 70-220 4.9-110 610 10010 91.5 45 270 80 X X 929001655006

Xi LP 110W 0.3-1.0A S1 230V 
C133 sXt

C133_LP_S1 300-1050 50-160 5-110 610 10010 91.6 45 270 80 X 929001655106

Xi LP 150W 0.2-0.7A S1 230V 
S240 sXt

S240 70-700 90-283 7-150 610 10010 92 53 300 80 X X 929000962806

Xi LP 150W 0.3-1.0A S1 230V 
S240 sXt

S240 100-1050 70-214 7-150 610 10010 91 53 300 80 X X 929000962906

Xi LP 150W 0.5-1.5A S1 230V 
S240 sXt

S240 150-1500 50-142 7.5-150 610 10010 93 53 300 80 X X 929001553806

Xi LP 165W 0.2-0.7A S1 230V 
C170 sXt

C170_LP_S1 70-700 100-300 7-165 610 10010 92 41 440 75 X X 929001535406

Xi LP 165W 0.3-1.0A S1 230V 
C170 sXt

C170_LP_S1 100-1050 80-235 8-165 610 10010 90 41 440 75 X X 929001535506

Xi LP 165W 0.5-1.5A S1 230V 
C170 sXt

C170_LP_S1 150-1500 54-157 9-165 610 10010 92 41 440 75 X X 929001571906

Xi LP 22W 0.2-0.7A S1 230V 
C123 sXt

C123_LP_S1 200-700 16-48 0.8-22 610 10010 87 11.3 220 75 X X 929002102906

Xi LP 22W 0.3-1.0A S1 230V 
C123 sXt

C123_LP_S1 300-1050 8-32 0.6-22 610 10010 87 11.3 220 75 X X 929002103006

Xi LP 40W 0.2-0.7A S1 230V 
C123 sXt

C123_LP_S1 200-700 25-77 1.3-40 610 10010 90 18.7 195 75 X X 929002103106

Xi LP 40W 0.2-0.7A S1 230V 
S175 sXt

S175_LP_S1 50-700 23-77 1.3-40 610 10010 88 16 240 70 X X 929000930706

Xi LP 40W 0.3-1.0A S1 230V 
C123 sXt

C123_LP_S1 300-1050 20-54 1.5-40 610 10010 89 18.7 195 75 X X 929002103206

Xi LP 40W 0.3-1.0A S1 230V 
S175 sXt

S175_LP_S1 70-1050 20-54 1.4-40 610 10010 88 16 240 70 X X 929000940806
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Xitanium LED drivers - basic programmable
Philips Xitanium basic programmable LED drivers offer a basic feature set and high performance, making them a preferred choice 
for various outdoor applications. The portfolio offers flexibility with a customizable operating window, enabling differentiation in LED 
lighting designs via system tuning and being prepared for LED efficacy upgrades. In this product family Philips offers drivers in compact 
form factors with a basic feature set, which offer high value for both OEM customers and end-users. The key features AOC (Adjustable 
Output Current) and OWP (Over Write Protection) are programmable via SimpleSet, an easy and fast way to configure the driver 
without the need to power the driver. A great combination with MultiOne basic configuration software. The products can replace the 
existing single current outdoor LED drivers and will bring significant improvement in programming, assembly into a luminaire, electrical 
performance, and less variety in logistical codes.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output 
power 
range

Surge 
protection 
CM/DM

Efficiency @ 
100% load

Inrush 
current 
peak

Inrush 
current 
width to 
50%

SimpleSet Product code

type mA V W kV % A μs GPC

Xi BP 110W 0.2-0.7A S 230V C133 sXt C133_BP 200-700 70-220 36.3-110 610 92.8 30 320 X 929002817206

Xi BP 110W 0.3-1.0A S 230V C133 sXt C133_BP 300-1050 50-160 33-110 610 92.7 30 320 X 929002817306

Xi BP 22W 0.2-0.7A S 230V C123 sXt C123_BP 200-700 16-48 6-22 610 85 11.5 220 X 929001499306

Xi BP 40W 0.2-0.7A S 230V C123 sXt C123_BP 200-700 25-77 5-40 610 90 19 210 X 929001499406

Xi BP 40W 0.3-1.0A S 230V C123 sXt C123_BP 300-1050 20-54 6-40 610 89 19 210 X 929001499506

Xi BP 75W 0.2-0.7A S 230V C133 sXt C133_BP 200-700 50-150 24.8-75 610 92.5 30 320 X 929002817006

Xi BP 75W 0.3-1.0A S 230V C133 sXt C133_BP 300-1050 35-108 24.8-75 610 91.8 30 320 X 929002817106

Xitanium LED drivers - 1-10V dimmable
Philips Xitanium Xtreme single current LED drivers bring performance, value for money, long life, and reliability to demanding outdoor 
and industrial LED lighting applications. Ideal for road lighting, urban street lighting, area and flood lighting, high-bay lighting and tunnels. 
They are designed to be easy to integrate into your luminaires. The light output is fully adjustable via 1 to 10 V analog dimming interface.

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output power 
range

Surge 
protection 
CM/DM

Inrush 
current peak

Inrush 
current width 
to 50%

Tc life Product code

type mA V W kV A μs ºC GPC

Xi 150W 0.70A 1-10V 230V S240 sXt S240 700-700 100-214 7-150 68 34 475 75 929001405506

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Product specification

Product name Housing Output 
current 
range

Output 
voltage 
range

Output 
power 
range

Surge 
protection 
CM/DM

Dimming 
range

Efficiency 
range, max 
load

Inrush 
current 
peak

Inrush 
current 
width

Tc life Simple-
Set

Dyna 
Dimmer

Product code

type mA V W kV % % A μs ºC GPC

Xi LP 75W 0.2-0.7A S1 230V 
C133 sXt

C133_LP_S1 200-700 50-150 3.5-75 610 10010 91.7 43 270 70 X X 929001654706

Xi LP 75W 0.2-0.7A S1 230V 
S240 sXt

C133_LP_S1 70-700 50-150 4-75 610 10010 92 46 250 75 X X 929000963206

Xi LP 75W 0.3-1.0A S1 230V 
C133 sXt

C133_LP_S1 300-1050 35-108 3.5-75 610 10010 91.6 43 270 70 X X 929001654806

Xi LP 75W 0.3-1.0A S1 230V 
S240 sXt

C133_LP_S1 100-1050 35-108 4-75 610 10010 85 46 250 75 X X 929000963306

Xi LP 75W 0.5-1.5A S1 230V 
C133 sXt

C133_LP_S1 500-1500 25-75 3.8-75 610 10010 91.6 43 270 70 X X 929001654906
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Create the ideal LED configuration in a minute.  
Saves time and upgrades your solutions. Check philips.com/technology

Easy Design-In Tool

Surge protection devices
The Philips surge protection devices are the ideal solution to the challenge of using LEDs in outdoor lighting. The SPD protects the 
complete system against high surges that can occur due to, for example, lightning strikes. Essential for LED systems installed in high-
risk areas, the advantages of using the SPD are not limited only to LED systems. The product can be used in any new or existing lighting 
solution, regardless of technology. A choice can be made between parallel SPDs (if SPD is broken, light remains on) and serial SPDs 
(if SPD is broken, light will switch off).

Product specification

Commercial name Type Power grids Discharge 
current  
(L-N)

Discharge 
current  
(L/N-GND)

Product code

Type kA kA GPC

Surge Protector Class-I Parallel TN;TT 5.0 5.0 929001607006

Surge Protector Class-II Parallel TN;TT 5.0 5.0 929001607106

Xtreme Surge Protector I Parallel TN;TT;IT 5.0 5.0 929000886906
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Retail display lighting

Lighting 
products, 
brightening 
faces
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Food retailers need to capture and guide the attention of shoppers. At the same 
time, they need to save energy and reduce food waste. No one is better prepared 
to help you achieve these high standards with the maximum quality and ultimate 
customer experience.

Premium light quality everywhere in store
Our InteGrade 4 family offers you superior light distribution with best-in-class 
efficiency and premium-quality materials that are validated with thorough quality 
checks. Not only will they enable you to present your end customers with solutions 
that exceed their expectations, you’ll reduce their energy costs at the same time. 

We offer two color ranges: premium white and standard. 

Premium white lights up shoppers’ desire with an optimized color spectrum 
for enhanced white performance and astonishingly lively rich color. It also 
promises outstanding efficacy to unlock lower power consumption. Combined 
with our Fortimo LED Flex system and our premium white spotlighting solutions, 
the InteGrade LED system premium white gen 4 enables you to create a uniform 
look and sensorial experience for the whole store.

The standard range brings out the natural colors of products thanks to 
specially-formulated LEDs. These combine different correlated color 
temperatures (CCTs) and spectral conditions to enhance the perception 
of a product with special colors.

Maximum design flexibility
We can also offer you maximum design flexibility thanks 
to a range of engine lengths, color temperatures, 
accessories and constant voltage LED drivers. 
The modular components fit together easily 
to simplify design-in and ensure hassle-free 
installation.

Aura Higuera Rodriguez
Product Manager
Retail Display Lighting

powerful  
and 

attractive

ultimate
shopping 

experience

“Exceed expectations 
and reduce energy 
costs.”

Just released!
Our latest addition: energy saving and food waste fighter

Philips InteGrade Rose G4 modules are the latest addition to our Retail and Display 
Lighting portfolio.

After extensive research, our R&D department found that the 
intensity of illumination and wavelength interaction has a direct 
effect on the discoloration of red meat. Hence, the Fresh Food Rose 
LED light recipe was born - and has recently been adapted for our 
RDL modules for refrigeration cabinets.

InteGrade Rose G4 has been carefully designed to interact positively 
with red meat by utilizing light from the optimum wavelength range in 
the light spectrum.

Benefits: 
•	 A tailord spectra for outstandingly attractive red meat 
•	 Up to 10% more efficient than current warm white, red modules
•	 Slows down the discoloration of meat 
•	 40% higher red color content on the product after 48 hours’ exposure1

•	 Enhances visual appeal of red meat, bread, and yellow cheese
•	 Highly-efficient optics to maximize the light output of your lighting system 
•	 Long lifetime: 100,000 hours
•	 A smart design with high-quality InteGrade 4 materials 
•	 Maximum design flexibility with an extensive range of engine lengths 
•	 Fully compatible with G4 accessories

To order a sample of Integrated Rose G4, contact your local sales office. 

The high quality and unique benefits of InteGrade Rose G4 luminaires are backed by a series 
of independent experiments performed at the following highly-regarded institutions:
•	 Philips Research, NL
•	 Fraunhofer Institute, DE
•	 Centro Nacional de Tecnologia y Seguridad Alimentaria (CNTA), ES

1 �Red color factor content is 40% higher in meat products (Berliner sausage) using InteGrade Rose at 48 hours’ exposure compared with 
WWR, warm white red, modules. Study performed by Fraunhofer Institute.
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CertaFlux RDL
Philips CertaFlux RDL LED system gen 1
Discount and price-fighter retail chains focus on costs. They leverage purchasing power to deliver value, and the customer expects 
affordable prices and a functional shopping experience. The lighting must support this image, which is where our CertaFlux RDL portfolio 
comes in. It has established itself as an energy-efficient way to deliver the quality of light this cost-sensitive retail sector is looking for, 
especially in cooler and shelf applications.

The CertaFlux RDL portfolio is optimized for standard applications lengths with options for main cooler applications. A carefully-
selected range of accessories is also available including glare shields, mounting clips and cables. 

The quality of light and performance are everything a retail discounter needs. With a CRI of >80 and a lumen efficacy up to  
120 lm/W, CertaFlux RDL illuminates products with a uniform, attractive light. What’s more, the LEDs have minimal output

Product specification

Product name Light 
output

Module 
efficacy

Color  
rendering

Color  
consistency

Correlated 
color  
temperature

Case  
temperature 
lifetime

Tc maximum Typical  
dimensions

Product code

lm lm/W CRI SDCM K ºC ºC mm GPC

CertaFlux RDL canopy 1150mm 827 G1 2000 116 80 5 2700 50 70 1150 x 16.8 x 15 929003407806

CertaFlux RDL canopy 1150mm 830 G1 2000 120 80 5 3000 50 70 1150 x 16.8 x 15 929001667606

CertaFlux RDL canopy 1150mm 835 G1 2000 116 80 5 3500 50 70 1150 x 16.8 x 15 929001667906

CertaFlux RDL canopy 1150mm 840 G1 2000 120 80 5 4000 50 70 1150 x 16.8 x 15 929001668206

CertaFlux RDL canopy 1150mm MC G1 1400 82 80 5 50 70 1150 x 16.8 x 15 929001668506

CertaFlux RDL canopy 855mm 827 G1 1500 116 80 5 2700 50 70 855 x 16.8 x 15 929003407706

CertaFlux RDL canopy 855mm 830 G1 1500 120 80 5 3000 50 70 855 x 16.8 x 15 929001667506

CertaFlux RDL canopy 855mm 835 G1 1500 120 80 5 3500 50 70 855 x 16.8 x 15 929001667806

CertaFlux RDL canopy 855mm 840 G1 1500 120 80 5 4000 50 70 855 x 16.8 x 15 929001668106

CertaFlux RDL canopy 855mm MC G1 1050 82 80 5 50 70 855 x 16.8 x 15 929001668406

CertaFlux RDL shelf 1150mm 827 G1 740 157 80 5 2700 50 70 1150 x 16.8 x 15 929003407406

CertaFlux RDL shelf 1150mm 830 G1 740 80 5 3000 50 70 1150 x 16.8 x 15 929001665206

CertaFlux RDL shelf 1150mm 835 G1 740 120 80 5 3500 50 70 1150 x 16.8 x 15 929001665506

CertaFlux RDL shelf 1150mm 840 G1 740 120 80 5 4000 50 70 1150 x 16.8 x 15 929001665806

CertaFlux RDL shelf 1150mm MC G1 555 90 80 5 50 70 1150 x 16.8 x 15 929001666106

CertaFlux RDL shelf 855mm 830 G1 550 120 80 5 3000 50 70 855 x 16.8 x 15 929001665106

CertaFlux RDL shelf 855mm 835 G1 370 120 80 5 3500 50 70 855 x 16.8 x 15 929001665406

CertaFlux RDL shelf 855mm 840 G1 550 120 80 5 4000 50 70 855 x 16.8 x 15 929001665706

CertaFlux RDL shelf 855mm MC G1 413 90 80 5 50 70 855 x 16.8 x 15 929001666006

CertaFlux RDL vrt 1500mm 827 CTR WGS G1 2420 122 80 5 2700 50 70 1500 x 25 x 25 929003407606

CertaFlux RDL vrt 1500mm 827 SD WGS G1 1155 122 80 5 2700 50 70 1500 x 23.2 x 24.7 929003407506

CertaFlux RDL vrt 1500mm 830 CTR WGS G1 2420 120 80 5 3000 50 70 1500 x 25 x 25 929001666506

CertaFlux RDL vrt 1500mm 830 SD WGS G1 1155 120 80 5 3000 50 70 1500 x 23.2 x 24.7 929001666206

CertaFlux RDL vrt 1500mm 840 CTR WGS G1 2420 120 80 5 4000 50 70 1500 x 25 x 25 929001666606

CertaFlux RDL vrt 1500mm 840 SD WGS G1 1155 120 80 5 4000 50 70 1500 x 23.2 x 24.7 929001666306

CertaFlux RDL vrt 1500mm MC CTR WGS G1 2260 85 80 5 50 70 1500 x 25 x 25 929001666706

CertaFlux RDL vrt 1500mm MC SD WGS G1 1090 85 80 5 50 70 1500 x 23.2 x 24.7 929001666406

CertaFlux RDL vrt 1650mm 830 CTR WGS G1 2640 120 80 5 3000 50 70 1650 x 25 x 25 929001667106

CertaFlux RDL vrt 1650mm 830 SD WGS G1 1270 120 80 5 3000 50 70 1650 x 23.2 x 24.7 929001666806

CertaFlux RDL vrt 1650mm 840 CTR WGS G1 2640 120 80 5 4000 50 70 1650 x 25 x 25 929001667206

CertaFlux RDL vrt 1650mm 840 SD WGS G1 1270 120 80 5 4000 50 70 1650 x 23.2 x 24.7 929001666906

CertaFlux RDL vrt 1650mm MC CTR WGS G1 2480 85 80 5 50 70 1650 x 25 x 25 929001667306

CertaFlux RDL vrt 1650mm MC SD WGS G1 1200 85 80 5 50 70 1650 x 23.2 x 24.7 929001667006

RDL track

Commercial name Product code 
GPC

RDL track 1800mm gr 929002113606

RDL track 1200mm gr 929002113706

RDL track 600mm gr 929002113806

Power cables – to connect the RDL track to the driver

InteGrade track powercable 1.5m gr 929002113906

InteGrade track powercable 1.5m gr angle 929002114006

Track cables – to connect the engines to the RDL track

InteGrade track cable M 0.7m gr angle 929002114106

InteGrade track cable 0.7m gr angle 929002114206

InteGrade track cable 0.3m transp angle 929002114306

InteGrade track cable 0.4m transp angle 929002114406

InteGrade track cable 0.5m transp angle 929002114506

RDL track system

Plug and play Philips constant voltage drivers

Commercial name Product code 
GPC

LED transformer 60W 24VDC 120V PP 929002106080

LED transformer 60W 24VDC 220-240V PP 929002106280

LED transformer 100W 24VDC 120V PP 929002106180

LED transformer 100W 24VDC 220-240V PP 929002106380

LED transformer 150W 24VDC 220-240V PP 929002106480

Non-plug and play Philips constant voltage drivers

Commercial name Product code 
GPC

LED power driver 20W 24VDC 100-240V 929000654006

LED power driver 80W  24VDC 120-240V 929001669406

LED power driver 100W  24VDC 120-240V 929001669506

LED power driver 150W  24VDC 120-240V 929002101980

LED power driver 240W  24VDC 120-240V 929002102080

LED transformer 20W 24VDC 120-277V 929002105580

LED transformer 40W 24VDC 120-277V 929002105680

LED transformer 60W 24VDC 120-277V 929002105780

LED transformer 60W 24VDC 220-240V 913710032267

LED transformer 100W 24VDC 120-277V 929002105880

LED transformer 120W 24VDC 220-240V 913710032567

LED transformer 150W 24VDC 220-240V 929002105980

CertaDrive LED transformer 30W 24VDC 929002146280

CertaDrive LED transformer 60W 24VDC 929002146380

CertaDrive LED transformer 120W 24VDC 929002146480

CertaDrive LED transformer 180W 24VDC 929002146580

CertaDrive 35W 24VDC 220-240V 929001424006

CertaDrive 60W 24VDC 220-240V 929001424106

CertaDrive 100W 24VDC 220-240V 929001424206

CertaDrive 120W 24VDC 220-240V 929001424306

Xitanium 77W 100-277V 3.2A XI077C320V024FNS1M * 929001708113

Xitanium 100W 100-277V 4.1A XI100C410V024FNS1M* 929000771913

LED driver outdoor 100W 100-240V 24V** 929000485303

* Only for NAM region 
** Only for Japan

Constant voltage drivers recommendation

Accessories

Commercial name Product code 
GPC

Clips

CertaFlux RDL clip canopy 0° surface 929001668606

CertaFlux RDL clip canopy 30° surface  929001668706

CertaFlux RDL clip shelf front 929001668806

CertaFlux RDL clip shelf arm  929001668906

CertaFlux RDL clip shelf magnetic  929001669006

Power cables - to connect engine to driver

InteGrade power cable 0.7m white 929001625306

InteGrade power cable 1m (39") black 929000641014

InteGrade power cable 2.5m (98") black 929000641114

InteGrade cable 1m (39") black angle 929000644614

InteGrade cable 2.5m (98") black angle 929000644814

InteGrade power cable 1m (39") white 929000645614

InteGrade power cable 1.85m white 929001625206

InteGrade power cable 2.5m (98") white 929000644514

InteGrade cable 1m (39") white angle 929000644714

InteGrade cable 2.5m (98") white angle 929000644914

InteGrade power cable 6m white 929001624806

InteGrade spacer cable 113mm white 929001625106

InteGrade spacer cable 0.3m black  929001625006

InteGrade spacer cable 0.5m black 929000645014

InteGrade spacer cable 0.5m white 929000645114

InteGrade spacer cable M 0.7m 5.5c black 929001624706

InteGrade extension cab 1.5m (59") black 929000874413

InteGrade Y cable black 929000874313
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InteGrade S
Philips InteGrade S LED system gen 1
InteGrade S is a symmetric modular platform offering quality of light and performance that retail stores need for serve-over counters. 
With a CRI of >95 and a lumen efficacy of up to 125 lm/W, it illuminates the merchandise on display with an attractive, uniform light. 
Thanks to its minimalized, slim design, the InteGrade S system enables transparent serve-overs attracting customers’ attention towards 
merchandise.

Product specification

Product name Light output Module 
efficacy

Color rendering Correlated color 
temperature

Typical dimensions Product code

lm lm/W CRI K mm GPC

InteGrade S WB Va 1175mm 940 PW G1 1600 128 95 4000 1175 x 15 x 14.5 929002131906

InteGrade S WB Va 1175mm 956 G1 1620 130 90 5600 1175 x 15 x 14.5 929002132006

InteGrade S WB Va 850mm 940 PW G1 1150 124 95 4000 850 x 15 x 14.5 929002131706

InteGrade S WB Va 850mm 956 G1 1180 127 90 5600 850 x 15 x 14.5 929002131806

InteGrade S WB Vi 130mm 930 PW G1 250 114 93 3300 130 x 15 x 14.5 929002170306

InteGrade S WB Vi 130mm 940 PW G1 260 113 95 4000 130 x 15 x 14.5 929002170206

InteGrade S WB Vi 130mm WWR G1 170 106 130 x 15 x 14.5 929002170406

InteGrade S WB Vi 1175mm 930 PW G1 2250 118 93 3000 1175 x 15 x 14.5 929002131406

InteGrade S WB Vi 1175mm 940 PW G1 2370 122 95 4000 1175 x 15 x 14.5 929002131306

InteGrade S WB Vi 1175mm WWR G1 1540 107 1175 x 15 x 14.5 929002131506

InteGrade S WB Vi 250mm 930 PW G1 470 109 93 3000 250 x 15 x 14.5 929002130606

InteGrade S WB Vi 250mm 940 PW G1 510 119 95 4000 250 x 15 x 14.5 929002130506

InteGrade S WB Vi 250mm WWR G1 340 106 250 x 15 x 14.5 929002130706

InteGrade S WB Vi 850mm 930 PW G1 1640 116 93 3000 850 x 15 x 14.5 929002131006

InteGrade S WB Vi 850mm 940 PW G1 1730 122 95 4000 850 x 15 x 14.5 929002130906

InteGrade S WB Vi 850mm WWR G1 1130 107 850 x 15 x 14.5 929002131106

Philips constant voltage drivers

Commercial name Product code 
GPC

LED power driver 20W 24VDC 100-240V 929000654006

LED power driver 80W  24VDC 120-240V 929001669406

LED power driver 100W  24VDC 120-240V 929001669506

LED power driver 150W  24VDC 120-240V 929002101980

LED power driver 240W  24VDC 120-240V 929002102080

LED transformer 20W 24VDC 120-277V 929002105580

LED transformer 40W 24VDC 120-277V 929002105680

LED transformer 60W 24VDC 120-277V 929002105780

LED transformer 60W 24VDC 220-240V 913710032267

LED transformer 100W 24VDC 120-277V 929002105880

LED transformer 120W 24VDC 220-240V 913710032567

LED transformer 150W 24VDC 220-240V 929002105980

Xitanium 77W 100-277V 3.2A XI077C320V024FNS1M * 929001708113

Xitanium 100W 100-277V 4.1A XI100C410V024FNS1M* 929000771913

LED driver outdoor 100W 100-240V 24V** 929000485303

* Only for NAM region 
** Only for Japan

Constant voltage drivers recommendation

Accessories

Commercial name Product code 
GPC

InteGrade S daisychain clip 929002132206

InteGrade S mounting clip 929002132106

InteGrade S mounting profile 900mm 929002132306

InteGrade S mounting profile 1200mm 929002132406

Constant Voltage LED
Our constant voltage LED drivers are designed as 24 VDC LED solutions for use in applications such as refrigerator display lighting, retail 
display lighting and linear accent lighting. They are specifically designed to ensure the highest performance with maximum robustness 
combined with a long lifetime for operation with 24 VDC LED modules, flexible LED strips and other LED applications that require 24 VDC 
constant voltage. 

Product specification

Product name Output power 
range

Output 
voltage (Max)

Typical dimensions Tc maximum Product code

W V mm ºC GPC

LED Power Driver (O) 100-240V 100W-24V 2.4-100 35 241.3 x 43 x 30 90 929000485303

LED Power Driver 100W 24V 120V-240V 2.4-100 35 241.3 x 43 x 30 90 929001669506

LED Power Driver 150W 24VDC 120-240V 2.4-150 26 230 x 60 x 34 85 929002101980

LED Power Driver 240W 24VDC 120-240V 2.4-240 26 240 x 70 x 37,5 90 929002102080

LED Power Driver 80W 24V 120V-240V 2.4-80 35 241.3 x 43 x 30 85 929001669406

LED Power Driver 20W 24V 2.0-202 25,6 150 x 37 x 25 70 929000654006
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PrimeSet RDL500 / 510
Philips PrimeSet RDL 500/510 LED system gen 1
Our LED lighting for freezer cases is a sustainable and energy-efficient way to create an enjoyable shopping experience for customers 
– while at the same time supporting retailers’ brand values. RDL500 and RDL510 modules can be vertically integrated in full-height, 
glass-door refrigeration cabinets.

LDM400RDL500
LDM410

LDM410
RDL510

Product specification

Product name Light  
output

Module 
efficacy

Color rendering Color consistency Correlated color 
temperature

Typical dimensions Product code

lm lm/W CRI SDCM K mm GPC

PrimeSet RDL 500 1200mm (47") 840 G1+ 900 125 85 5 4000 1200 x 20.5 x 23 929002178706

Primeset RDL 500 1200mm (47") 856 G1 1000 111 85 5 5600 1200 x 20.5 x 23 929000891006

PrimeSet RDL 500 1500mm (59") 840 G1+ 1200 126 85 5 4000 1500 x 20.5 x 23 929002178506

Primeset RDL 500 1500mm (59") 841 G1 1200 121 85 5 4100 1500 x 20.5 x 23 929000890706

PrimeSet RDL 500 1500mm (59'') 856 G1 1300 111 85 5 5600 1500 x 20.5 x 23 929000890606

PrimeSet RDL 500 1700mm (67") 840 G1+ 1300 123 85 5 4000 1700 x 20.5 x 23 929002178306

Primeset RDL 500 1700mm (67") 841 G1 1300 118 85 5 4100 1700 x 20.5 x 23 929000890306

Primeset RDL 500 1700mm (67") 856 G1 1400 108 85 5 5600 1700 x 20.5 x 23 929000890206

PrimeSet RDL 500 Vis 1200mm (47") 856 G1 1940 114 85 5 5600 1200 x 20.5 x 23 929001501906

PrimeSet RDL 500 Vis 1500mm (59") 841 G1 2200 113 85 5 4100 1500 x 20.5 x 23 929000934106

PrimeSet RDL 500 Vis 1500mm (59") 856 G1 2400 109 85 5 5600 1500 x 20.5 x 23 929000934006

PrimeSet RDL 500 Vis 1700mm (67") 856 G1 2700 109 85 5 5600 1700 x 20.5 x 23 929000933806

PrimeSet RDL 500 Vis 1700mm (67") 841 G1 2500 114 85 5 4100 1700 x 20.5 x 23 929000933906

PrimeSet RDL 510 Vis 750mm (30")856 G1 1150 112 85 5 5600 750 x 20.5 x 23 929000934406

PrimeSet RDL 510 Vis 750mm (30") 841 G1 1100 118 85 5 4100 750 x 20.5 x 23 929000934506

PrimeSet RDL 510 Vis 850mm (33'') 841 G1 1260 116 85 5 4100 850 x 20.5 x 23 929001502006

PrimeSet RDL 510 Vis 850mm (33") 856 G1 1350 112 85 5 5600 850 x 20.5 x 23 929001502106

PrimeSet RDL 510 Vis 950mm (37") 841 G1 1400 118 85 5 4100 950 x 20.5 x 23 929000934306

PrimeSet RDL 510 Vis 950mm (37") 856 G1 1440 111 85 5 5600 950 x 20.5 x 23 929000934206

Accessories

Commercial name Product code 
GPC

Profiles

PrimeSet RDL-mount prof CTR 750mm 929000894006

PrimeSet RDL-mount prof CTR 850mm 929001507306

PrimeSet RDL-mount prof CTR 950mm 929000894106

PrimeSet RDL-mount prof CTR 1200mm 929000894206

PrimeSet RDL-mount prof CTR 1500mm 929000894306

PrimeSet RDL-mount prof CTR 1700mm 929000894406

PrimeSet RDL-mount prof SD 750mm 929000894706

PrimeSet RDL-mount prof SD 850mm 929001507406

PrimeSet RDL-mount prof SD 950mm 929000894806

PrimeSet RDL-mount prof SD 1200mm 929000894906

PrimeSet RDL-mount prof SD 1500mm 929000895006

PrimeSet RDL-mount prof SD 1700mm 929000895106

PrimeSet RDL-mount prof CTR 1200mm (47") B* 929000897706

PrimeSet RDL-mount prof CTR 1500mm (59") B* 929000894506

PrimeSet RDL-mount prof CTR 1700mm (67") B* 929000894606

PrimeSet RDL-mount prof SD 1200mm (47") B* 929000897806

PrimeSet RDL-mount prof SD 1500mm (59") B* 929000895206

PrimeSet RDL-mount prof SD 1700mm (67") B* 929000895306

Power cables - to connect engine to driver

PrimeSet RDL - centre cable 1m (39") B 929000892706

PrimeSet RDL - side cable 1m (39") B 929000892806

PrimeSet RDL - centre cable 2.5m (98") B 929000957206

PrimeSet RDL - side cable 2.5m (98") B 929000957306

* Only for NAM region

Philips constant voltage drivers

Commercial name Product code 
GPC

LED power driver 20W 24VDC 100-240V 929000654006

LED power driver 80W  24VDC 120-240V 929001669406

LED power driver 100W  24VDC 120-240V 929001669506

LED power driver 150W  24VDC 120-240V 929002101980

LED power driver 240W  24VDC 120-240V 929002102080

LED transformer 20W 24VDC 120-277V 929002105580

LED transformer 40W 24VDC 120-277V 929002105680

LED transformer 60W 24VDC 120-277V 929002105780

LED transformer 60W 24VDC 220-240V 913710032267

LED transformer 100W 24VDC 120-277V 929002105880

LED transformer 120W 24VDC 220-240V 913710032567

LED transformer 150W 24VDC 220-240V 929002105980

Xitanium 77W 100-277V 3.2A XI077C320V024FNS1M* 929001708113

Xitanium 100W 100-277V 4.1A XI100C410V024FNS1M* 929000771913

LED driver outdoor 100W 100-240V 24V** 929000485303

* Only for NAM region 
** Only for Japan

Constant voltage drivers recommendation
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InteGrade LED gen 4
InteGrade LED system high flux gen 4
The InteGrade LED high flux system takes the very successful InteGrade range to a whole new level of specifications.

InteGrade LED high flux system has been designed for ultimate product visibility and superior visual display of merchandise. 
The  outstanding bright light distribution, combined with a miniaturized unobtrusive design, directs the customer’s focus onto the 
products on display.

This new range offers breathtaking performance, with superb lumen and lux levels and an exceptional uniform light distribution. 
Revolutionary optics bring light right down to the lowest shelf at the canopy application. The InteGrade high flux is now available in 
premium white to combine the best of both worlds: high flux with premium white takes the product attractiveness to the ultimate level, 
and stimulates the desire to buy.

InteGrade LED engines have been designed to match the most common application lengths, reducing the number of components 
needed per installation. Yet they maintain outstanding flexibility through their modular design, so it is possible to create odd-size 
lighting solutions to match every project specification. Thanks to a range of engine lengths, accessories and Xitanium constant voltage 
LED power drivers, the InteGrade LED high flux system offers maximum design flexibility and plug and play simplicity. So you can create 
a vast variety of innovative systems with style, modernity and functionality. Note that InteGrade high flux engines are not stand-alone 
engines, and they may need to be integrated with a heatsink for thermal management to achieve 50,000 hours lifetime. The cabinet 
framework can be used for that. Our design-in service is available to support you.

Product specification

Product name Light 
output

Module 
efficacy

Color 
rendering

Color 
consistency

Correlated 
color 
temperature

Case temp. 
lifetime

Tc maximum Typical 
dimensions

Product code

lm lm/W CRI SDCM K ºC ºC mm GPC

InteGrade engine HF 1150mm 930 PW G4 3188 93 93 3 3000 45 70 1150 x 19.7 x 12.9 929002162706

InteGrade engine HF 1150mm 940 PW G4 3175 102 93 3 4000 45 70 1150 x 19.7 x 12.9 929002162806

InteGrade engine HF 1150mm WWR G4 3028 93 3 45 70 1150 x 19.7 x 12.9 929002163106

InteGrade engine HF 140mm 930 PW G4 404 91 93 3 3000 45 70 140 x 19.7 x 12.9 929002162306

InteGrade engine HF 140mm 940 PW G4 406 100 93 3 4000 45 70 140 x 19.7 x 12.9 929002162406

InteGrade engine HF 140mm WWR G4 379 92 3 45 70 140 x 19.7 x 12.9 929002162906

InteGrade engine HF 1570mm 930 PW G4 4399 92 93 3 3000 45 70 1570 x 19.7 x 12.9 929002163506

InteGrade engine HF 1570mm 940 PW G4 4392 101 93 3 4000 45 70 1570 x 19.7 x 12.9 929002163606

InteGrade engine HF 1570mm WWR G4 4166 93 3 45 70 1570 x 19.7 x 12.9 929002163706

InteGrade engine HF 1660mm 930 PW G4 4633 92 93 3 3000 45 70 1660 x 19.7 x 12.9 929002186506

InteGrade engine HF 1660mm 940 PW G4 4607 101 93 3 4000 45 70 1660 x 19.7 x 12.9 929002186606

InteGrade engine HF 1660mm WWR G4 4360 93 3 45 70 1660 x 19.7 x 12.9 929002186706

InteGrade engine HF 575mm 930 PW G4 1594 93 93 3 3000 45 70 575 x 19.7 x 12.9 929002162506

InteGrade engine HF 575mm 940 PW G4 1587 102 93 3 4000 45 70 575 x 19.7 x 12.9 929002162606

InteGrade engine HF 575mm WWR G4 1514 93 3 45 70 575 x 19.7 x 12.9 929002163006

InteGrade engine HF 760mm 930 PW G4 2115 92 93 3 3000 45 70 760 x 19.7 x 12.9 929002186206

InteGrade engine HF 760mm 940 PW G4 2101 101 93 3 4000 45 70 760 x 19.7 x 12.9 929002186306

InteGrade engine HF 760mm WWR G4 1990 93 3 45 70 760 x 19.7 x 12.9 929002186406

InteGrade engine NB Va 1150mm 930 PW G4 1006 113 93 3 3000 50 70 1150 x 19.7 x 12.9 929002159306

InteGrade engine NB Va 1150mm 940 PW G4 1057 122 93 3 4000 50 70 1150 x 19.7 x 12.9 929002159406

InteGrade engine NB Va 1150mm 956 G4 956 136 90 5 5600 50 70 1150 x 19.7 x 12.9 929002875506

InteGrade engine NB Va 1150mm WWR G4 1006 113 3 50 70 1150 x 19.7 x 12.9 929002151506

InteGrade engine NB Va 140mm 930 G4 127 118 90 5 3000 50 70 140 x 19.7 x 12.9 929002150306

InteGrade engine NB Va 140mm 930 PW G4 111 108 93 3 3000 50 70 140 x 19.7 x 12.9 929002158706

InteGrade engine NB Va 140mm 940 G4 130 126 90 5 4000 50 70 140 x 19.7 x 12.9 929002150606

InteGrade engine NB Va 140mm 940 PW G4 121 117 93 3 4000 50 70 140 x 19.7 x 12.9 929002158806

InteGrade engine NB Va 140mm 956 G4 120 130 90 5 5600 50 70 140 x 19.7 x 12.9 929002151206

InteGrade engine NB Va 140mm 965 G4 127 126 90 5 6500 50 70 140 x 19.7 x 12.9 929002858906

InteGrade engine NB Va 140mm WWR G4 126 108 3 6500 50 70 140 x 19.7 x 12.9 929002150906

InteGrade engine NB Va 1430mm 930 G4 1249 121 90 5 50 70 1430 x 19.7 x 12.9 929002150506

Product name Light 
output

Module 
efficacy

Color 
rendering

Color 
consistency

Correlated 
color 
temperature

Case temp. 
lifetime

Tc maximum Typical 
dimensions

Product code

lm lm/W CRI SDCM K ºC ºC mm GPC

InteGrade engine NB Va 1430mm 930 PW G4 1228 112 93 3 3000 50 70 1430 x 19.7 x 12.9 929002159106

InteGrade engine NB Va 1430mm 940 G4 1322 131 90 5 3000 50 70 1430 x 19.7 x 12.9 929002150806

InteGrade engine NB Va 1430mm 940 PW G4 1299 121 93 3 4000 50 70 1430 x 19.7 x 12.9 929002159206

InteGrade engine NB Va 1430mm 956 G4 1196 135 90 5 4000 50 70 1430 x 19.7 x 12.9 929002151406

InteGrade engine NB Va 1430mm 965 G4 1273 130 90 5 5600 50 70 1430 x 19.7 x 12.9 929002859006

InteGrade engine NB Va 1430mm WWR G4 1258 112 3 6500 50 70 1430 x 19.7 x 12.9 929002151106

InteGrade engine NB Va 1570mm 930 PW G4 1339 111 93 3 6500 50 70 1570 x 19.7 x 12.9 929002159506

InteGrade engine NB Va 1570mm 940 PW G4 1420 121 93 3 50 70 1570 x 19.7 x 12.9 929002159606

InteGrade engine NB Va 1570mm 956 G4 1317 134 90 5 3000 50 70 1570 x 19.7 x 12.9 929002875606

InteGrade engine NB Va 1570mm WWR G4 1385 111 3 4000 50 70 1570 x 19.7 x 12.9 929002151606

InteGrade engine NB Va 1660mm 930 PW G4 1439 112 93 3 5600 50 70 1660 x 19.7 x 12.9 929002185206

InteGrade engine NB Va 1660mm 940 PW G4 1529 122 93 3 50 70 1660 x 19.7 x 12.9 929002185306

InteGrade engine NB Va 1660mm WWR G4 1466 112 3 3000 50 70 1660 x 19.7 x 12.9 929002185406

InteGrade engine NB Va 575mm 930 G4 498 122 90 5 4000 50 70 575 x 19.7 x 12.9 929002150406

InteGrade engine NB Va 575mm 930 PW G4 503 113 93 3 50 70 575 x 19.7 x 12.9 929002158906

InteGrade engine NB Va 575mm 940 G4 531 132 90 5 3000 50 70 575 x 19.7 x 12.9 929002150706

InteGrade engine NB Va 575mm 940 PW G4 529 122 93 3 3000 50 70 575 x 19.7 x 12.9 929002159006

InteGrade engine NB Va 575mm 956 G4 478 136 90 5 4000 50 70 575 x 19.7 x 12.9 929002151306

InteGrade engine NB Va 575mm WWR G4 503 113 3 4000 50 70 575 x 19.7 x 12.9 929002151006

InteGrade engine NB Va 760mm 940 PW G4 704 122 93 3 5600 50 70 760 x 19.7 x 12.9 929002875706

InteGrade engine NB Va 760mm 956 G4 637 136 90 5 50 70 760 x 19.7 x 12.9 929002875306

InteGrade engine NB Va 855mm 940 PW G4 770 121 93 3 4000 50 70 855 x 19.7 x 12.9 929002875806

InteGrade engine NB Va 855mm 956 G4 719 134 90 5 5600 50 70 855 x 19.7 x 12.9 929002875406

InteGrade engine NB Vi 1150mm 930 PW G4 2151 98 93 3 3000 50 70 1150 x 19.7 x 12.9 929002161706

InteGrade engine NB Vi 1150mm 940 PW G4 2338 107 93 3 4000 50 70 1150 x 19.7 x 12.9 929002161806

InteGrade engine NB Vi 1150mm 956 G4 2111 120 90 5 5600 50 70 1150 x 19.7 x 12.9 929002876106

InteGrade engine NB Vi 140mm 930 PW G4 262 97 93 3 3000 50 70 140 x 19.7 x 12.9 929002161106

InteGrade engine NB Vi 140mm 940 PW G4 285 106 93 3 4000 50 70 140 x 19.7 x 12.9 929002161206

InteGrade engine NB Vi 1430mm 930 PW G4 2676 98 93 3 3000 50 70 1430 x 19.7 x 12.9 929002161306

InteGrade engine NB Vi 1430mm 940 PW G4 2908 107 93 3 4000 50 70 1430 x 19.7 x 12.9 929002161406

InteGrade engine NB Vi 1430mm 956 G4 2609 120 90 5 5600 50 70 1430 x 19.7 x 12.9 929002876206

InteGrade engine NB Vi 1570mm 930 PW G4 2938 98 93 3 3000 50 70 1570 x 19.7 x 12.9 929002161906

InteGrade engine NB Vi 1570mm 940 PW G4 3193 106 93 3 4000 50 70 1570 x 19.7 x 12.9 929002162006

InteGrade engine NB Vi 1570mm 956 G4 2858 120 90 5 5600 50 70 1570 x 19.7 x 12.9 929002876306

InteGrade engine NB Vi 1660mm 930 PW G4 3112 98 93 3 3000 50 70 1660 x 19.7 x 12.9 929002185906

InteGrade engine NB Vi 1660mm 940 PW G4 3383 106 93 3 4000 50 70 1660 x 19.7 x 12.9 929002186006

InteGrade engine NB Vi 575mm 930 PW G4 1076 98 93 3 3000 50 70 575 x 19.7 x 12.9 929002161506

InteGrade engine NB Vi 575mm 940 PW G4 1169 107 93 3 4000 50 70 575 x 19.7 x 12.9 929002161606

InteGrade engine NB Vi 760mm 940 PW G4 1549 107 93 3 4000 50 70 760 x 19.7 x 12.9 929002876406

InteGrade engine NB Vi 760mm 956 G4 1291 120 90 5 5600 50 70 760 x 19.7 x 12.9 929002875906

InteGrade engine NB Vi 855mm 940 PW G4 1739 106 93 3 4000 50 70 855 x 19.7 x 12.9 929002876506

InteGrade engine NB Vi 855mm 956 G4 1553 120 90 5 5600 50 70 855 x 19.7 x 12.9 929002876006

InteGrade engine UB Va 1150mm 930 G4 1200 132 90 5 3000 50 70 1150 x 19.7 x 12.9 929002152006

InteGrade engine UB Va 1150mm 930 PW G4 1221 122 92 3 3000 50 70 1150 x 19.7 x 12.9 929002159906

InteGrade engine UB Va 1150mm 940 G4 1357 137 90 5 4000 50 70 1150 x 19.7 x 12.9 929002152106

InteGrade engine UB Va 1150mm 940 PW G4 1357 137 92 3 4000 50 70 1150 x 19.7 x 12.9 929002160006

InteGrade engine UB Va 1150mm 940PWG4HFR 1084 136 92 3 4000 50 70 1150 x 19.7 x 12.9 929002162106

InteGrade engine UB Va 1150mm WWR G4 926 122 3 50 70 1150 x 19.7 x 12.9 929002152206

InteGrade engine UB Va 855mm 930 G4 914 130 90 5 3000 50 70 855 x 19.7 x 12.9 929002151706

InteGrade engine UB Va 855mm 930 PW G4 939 120 92 3 3000 50 70 855 x 19.7 x 12.9 929002159706

InteGrade engine UB Va 855mm 940 G4 1006 135 90 5 4000 50 70 855 x 19.7 x 12.9 929002151806

InteGrade engine UB Va 855mm 940 PW G4 1045 134 92 3 4000 50 70 855 x 19.7 x 12.9 929002159806
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InteGrade engine UB Va 855mm WWR G4 730 120 3 50 70 855 x 19.7 x 12.9 929002151906

InteGrade engine UB Vi 1150mm 930 G4 1901 115 90 5 3000 50 70 1150 x 19.7 x 12.9 929002153206

InteGrade engine UB Vi 1150mm 930 PW G4 2021 106 92 3 3000 50 70 1150 x 19.7 x 12.9 929002160706

InteGrade engine UB Vi 1150mm 935 G4 1969 119 90 5 3500 50 70 1150 x 19.7 x 12.9 929002155506

InteGrade engine UB Vi 1150mm 940 G4 2156 119 90 5 4000 50 70 1150 x 19.7 x 12.9 929002153306

InteGrade engine UB Vi 1150mm 940 PW G4 2205 119 92 3 4000 50 70 1150 x 19.7 x 12.9 929002160806

InteGrade engine UB Vi 1150mm 956 G4 2285 119 90 5 5600 50 70 1150 x 19.7 x 12.9 929002153506

InteGrade engine UB Vi 1150mm WWR G4 1401 107 3 50 70 1150 x 19.7 x 12.9 929002153406

InteGrade engine UB Vi 140mm 930 G4 241 115 90 5 3000 50 70 140 x 19.7 x 12.9 929002152306

InteGrade engine UB Vi 140mm 930 PW G4 252 106 92 3 3000 50 70 140 x 19.7 x 12.9 929002160106

InteGrade engine UB Vi 140mm 935 G4 245 119 90 5 3500 50 70 140 x 19.7 x 12.9 929002155206

InteGrade engine UB Vi 140mm 940 G4 269 119 90 5 4000 50 70 140 x 19.7 x 12.9 929002152406

InteGrade engine UB Vi 140mm 940 PW G4 282 118 92 3 4000 50 70 140 x 19.7 x 12.9 929002160206

InteGrade engine UB Vi 140mm WWR G4 173 107 3 50 70 140 x 19.7 x 12.9 929002152506

InteGrade engine UB Vi 575mm 930 G4 951 115 90 5 3000 50 70 575 x 19.7 x 12.9 929002152606

InteGrade engine UB Vi 575mm 930 PW G4 1011 106 92 3 3000 50 70 575 x 19.7 x 12.9 929002160306

InteGrade engine UB Vi 575mm 935 G4 985 119 90 5 3500 50 70 575 x 19.7 x 12.9 929002155306

InteGrade engine UB Vi 575mm 940 G4 1078 119 90 5 4000 50 70 575 x 19.7 x 12.9 929002152706

InteGrade engine UB Vi 575mm 940 PW G4 1102 119 92 3 4000 50 70 575 x 19.7 x 12.9 929002160406

InteGrade engine UB Vi 575mm WWR G4 701 107 3 50 70 575 x 19.7 x 12.9 929002152806

InteGrade engine UB Vi 760mm 930 PW G4 1316 106 92 3 3000 50 70 760 x 19.7 x 12.9 929002185606

InteGrade engine UB Vi 760mm 940 PW G4 1446 119 92 3 4000 50 70 760 x 19.7 x 12.9 929002185506

InteGrade engine UB Vi 760mm 956 G4 1510 119 90 5 5600 50 70 760 x 19.7 x 12.9 929002185706

InteGrade engine UB Vi 760mm WWR G4 918 107 3 50 70 760 x 19.7 x 12.9 929002185806

InteGrade engine UB Vi 855mm 930 G4 1432 115 90 5 3000 50 70 855 x 19.7 x 12.9 929002152906

InteGrade engine UB Vi 855mm 930 PW G4 1514 106 92 3 3000 50 70 855 x 19.7 x 12.9 929002160506

InteGrade engine UB Vi 855mm 935 G4 1474 119 90 5 3500 50 70 855 x 19.7 x 12.9 929002155406

InteGrade engine UB Vi 855mm 940 G4 1616 119 90 5 4000 50 70 855 x 19.7 x 12.9 929002153006

InteGrade engine UB Vi 855mm 940 PW G4 1667 118 92 3 4000 50 70 855 x 19.7 x 12.9 929002160606

InteGrade engine UB Vi 855mm 956 G4 1692 118 90 5 5600 50 70 855 x 19.7 x 12.9 929002153606

InteGrade engine UB Vi 855mm WWR G4 1046 107 3 50 70 855 x 19.7 x 12.9 929002153106

InteGrade engine Va 1150mm 930 G4 AH 197 107 90 5 3000 50 70 1150 x 18.5 x 11 929002156806

InteGrade engine Va 1150mm 930 PW G4 748 115 91 3 3000 50 70 1150 x 18.5 x 11 929002157506

InteGrade engine Va 1150mm 935 G4 712 127 90 5 3500 50 70 1150 x 18.5 x 11 929002154706

InteGrade engine Va 1150mm 940 PW G4 834 128 92 3 4000 50 70 1150 x 18.5 x 11 929002157606

InteGrade engine Va 1150mm 940 PW G4 HFR 769 128 92 3 4000 50 70 1150 x 18.5 x 11 929002162206

InteGrade engine Va 1150mm 956 G4 862 128 90 5 5600 50 70 1150 x 18.5 x 11 929002148406

InteGrade engine Va 1150mm WWR G4 618 113 3 50 70 1150 x 18.5 x 11 929002148006

InteGrade engine Va 140mm 930 G4 AH 24 104 90 5 3000 50 70 140 x 18.5 x 11 929002156606

InteGrade engine Va 140mm 930 PW G4 85 110 91 3 3000 50 70 140 x 18.5 x 11 929002156906

InteGrade engine Va 140mm 935 G4 80 121 90 5 3500 50 70 140 x 18.5 x 11 929002154406

InteGrade engine Va 140mm 940 PW G4 91 123 92 3 4000 50 70 140 x 18.5 x 11 929002157006

InteGrade engine Va 140mm 956 G4 109 124 90 5 5600 50 70 140 x 18.5 x 11 929002148106

InteGrade engine Va 140mm WWR G4 70 108 3 50 70 140 x 18.5 x 11 929002147706

InteGrade engine Va 575mm 930 G4 AH 99 108 90 5 3000 50 70 575 x 18.5 x 11 929002156706

InteGrade engine Va 575mm 930 PW G4 374 115 91 3 3000 50 70 575 x 18.5 x 11 929002157106

InteGrade engine Va 575mm 935 G4 356 127 90 5 3500 50 70 575 x 18.5 x 11 929002154506

InteGrade engine Va 575mm 940 PW G4 417 128 92 3 4000 50 70 575 x 18.5 x 11 929002157206

InteGrade engine Va 575mm 956 G4 431 128 90 5 5600 50 70 575 x 18.5 x 11 929002148206

InteGrade engine Va 575mm WWR G4 309 113 3 50 70 575 x 18.5 x 11 929002147806

InteGrade engine Va 760mm 930 PW G4 497 115 91 3 3000 50 70 760 x 18.5 x 11 929002184906
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InteGrade engine Va 760mm 940 PW G4 540 128 92 3 4000 50 70 760 x 18.5 x 11 929002184806

InteGrade engine Va 760mm 956 G4 574 128 90 5 5600 50 70 760 x 18.5 x 11 929002185006

InteGrade engine Va 760mm WWR G4 406 113 3 50 70 760 x 18.5 x 11 929002185106

InteGrade engine Va 855mm 930 PW G4 544 113 91 3 3000 50 70 855 x 18.5 x 11 929002157306

InteGrade engine Va 855mm 935 G4 516 125 90 5 3500 50 70 855 x 18.5 x 11 929002154606

InteGrade engine Va 855mm 940 PW G4 599 126 92 3 4000 50 70 855 x 18.5 x 11 929002157406

InteGrade engine Va 855mm 956 G4 648 127 90 5 5600 50 70 855 x 18.5 x 11 929002148306

InteGrade engine Va 855mm WWR G4 449 111 3 50 70 855 x 18.5 x 11 929002147906

InteGrade engine Vi 1150mm 930 PW G4 1406 102 92 3 3000 50 70 1150 x 18.5 x 11 929002158506

InteGrade engine Vi 1150mm 935 G4 1339 113 90 3500 50 70 1150 x 18.5 x 11 929002155106

InteGrade engine Vi 1150mm 940 PW G4 1568 114 92 3 4000 50 70 1150 x 18.5 x 11 929002158606

InteGrade engine Vi 1150mm 956 G4 1619 114 90 5 5600 50 70 1150 x 18.5 x 11 929002150206

InteGrade engine Vi 1150mm WWR G4 1338 102 3 50 70 1150 x 18.5 x 11 929002149806

InteGrade engine Vi 140mm 930 PW G4 164 102 92 3 3000 50 70 140 x 18.5 x 11 929002157906

InteGrade engine Vi 140mm 935 G4 152 113 90 3500 50 70 140 x 18.5 x 11 929002154806

InteGrade engine Vi 140mm 940 PW G4 183 114 92 3 4000 50 70 140 x 18.5 x 11 929002158006

InteGrade engine Vi 140mm 956 G4 204 114 90 5 5600 50 70 140 x 18.5 x 11 929002149906

InteGrade engine Vi 140mm WWR G4 151 102 3 50 70 140 x 18.5 x 11 929002149506

InteGrade engine Vi 575mm 930 PW G4 703 102 92 3 3000 50 70 575 x 18.5 x 11 929002158106

InteGrade engine Vi 575mm 935 G4 669 113 90 3500 50 70 575 x 18.5 x 11 929002154906

InteGrade engine Vi 575mm 940 G4 810 114 90 5 4000 50 70 575 x 18.5 x 11 929002149206

InteGrade engine Vi 575mm 940 PW G4 784 114 92 3 4000 50 70 575 x 18.5 x 11 929002158206

InteGrade engine Vi 575mm 956 G4 810 114 90 5 5600 50 70 575 x 18.5 x 11 929002150006

InteGrade engine Vi 575mm WWR G4 669 102 3 50 70 575 x 18.5 x 11 929002149606

InteGrade engine Vi 855mm 930 PW G4 1030 102 92 3 3000 50 70 855 x 18.5 x 11 929002158306

InteGrade engine Vi 855mm 935 G4 973 113 90 3500 50 70 855 x 18.5 x 11 929002155006

InteGrade engine Vi 855mm 940 PW G4 1149 114 92 3 4000 50 70 855 x 18.5 x 11 929002158406

InteGrade engine Vi 855mm 956 G4 1218 114 90 5 5600 50 70 855 x 18.5 x 11 929002150106

InteGrade engine Vi 855mm WWR G4 971 102 3 50 70 855 x 18.5 x 11 929002149706

InteGrade F NB Va 1180mm 930 PW SD G4 960 109 93 3 3000 50 70 1180 x 18.2 x 24.5 929002189206

InteGrade F NB Va 1180mm 940 PW CTR G4 2086 118 93 3 4000 50 70 1180 x 31.1 x 24.5 929002189506

InteGrade F NB Va 1180mm 940 PW SD G4 1043 118 93 3 4000 50 70 1180 x 18.2 x 24.5 929002189306

InteGrade F NB Va 1180mm WWR CTR G4 2037 109 3 50 70 1180 x 31.1 x 24.5 929002187706

InteGrade F NB Va 1180mm WWR SD G4 1018 109 3 50 70 1180 x 18.2 x 24.5 929002187606

InteGrade F NB Va 1460mm 930 CTR G4 2558 118 90 5 3000 50 70 1460 x 31.1 x 24.5 929002186906

InteGrade F NB Va 1460mm 930 PW CTR G4 2412 109 93 3 3000 50 70 1460 x 31.1 x 24.5 929002189006

InteGrade F NB Va 1460mm 930 PW SD G4 1206 109 93 3 3000 50 70 1460 x 18.2 x 24.5 929002188806

InteGrade F NB Va 1460mm 930 SD G4 1279 118 90 5 3000 50 70 1460 x 18.2 x 24.5 929002186806

InteGrade F NB Va 1460mm 940 CTR G4 2712 128 90 5 4000 50 70 1460 x 31.1 x 24.5 929002187106

InteGrade F NB Va 1460mm 940 PW CTR G4 2608 118 93 3 4000 50 70 1460 x 31.1 x 24.5 929002189106

InteGrade F NB Va 1460mm 940 PW SD G4 1304 118 93 3 4000 50 70 1460 x 18.2 x 24.5 929002188906

InteGrade F NB Va 1460mm 940 SD G4 1356 128 90 5 4000 50 70 1460 x 18.2 x 24.5 929002187006

InteGrade F NB Va 1460mm 956 CTR G4 2484 132 90 5 5600 50 70 1460 x 31.1 x 24.5 929002187506

InteGrade F NB Va 1460mm 956 SD G4 1242 132 90 5 5600 50 70 1460 x 18.2 x 24.5 929002187406

InteGrade F NB Va 1460mm WWR CTR G4 2518 109 3 50 70 1460 x 31.1 x 24.5 929002187306

InteGrade F NB Va 1460mm WWR SD G4 1259 109 3 50 70 1460 x 18.2 x 24.5 929002187206

InteGrade F NB Va 1600mm 930 PW CTR G4 2658 109 93 3 3000 50 70 1600 x 31.1 x 24.5 929002189806

InteGrade F NB Va 1600mm 930 PW SD G4 1329 109 93 3 3000 50 70 1600 x 18.2 x 24.5 929002189606

InteGrade F NB Va 1600mm 940 PW CTR G4 2869 118 93 3 4000 50 70 1600 x 31.1 x 24.5 929002189906

InteGrade F NB Va 1600mm 940 PW SD G4 1434 118 93 3 4000 50 70 1600 x 18.2 x 24.5 929002189706

InteGrade F NB Va 1600mm 956 CTR G4 2739 132 90 5 5600 50 70 1600 x 31.1 x 24.5 929002876606
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InteGrade F NB Va 1600mm 956 SD G4 1370 132 90 5 5600 50 70 1600 x 18.2 x 24.5 929002876706

InteGrade F NB Va 1600mm WWR CTR G4 2758 109 3 50 70 1600 x 31.1 x 24.5 929002187906

InteGrade F NB Va 1600mm WWR SD G4 1379 109 3 50 70 1600 x 18.2 x 24.5 929002187806

InteGrade F NB Vi 1180mm 930 PW CTR G4 4542 108 93 3 3000 50 70 1180 x 31.1 x 24.5 929002190606

InteGrade F NB Vi 1180mm 930 PW SD G4 2271 108 93 3 3000 50 70 1180 x 18.2 x 24.5 929002190406

InteGrade F NB Vi 1180mm 940 PW CTR G4 4910 117 93 3 4000 50 70 1180 x 31.1 x 24.5 929002190706

InteGrade F NB Vi 1180mm 940 PW SD G4 2455 117 93 3 4000 50 70 1180 x 18.2 x 24.5 929002190506

InteGrade F NB Vi 1460mm 930 PW CTR G4 5654 108 93 3 3000 50 70 1460 x 31.1 x 24.5 929002190206

InteGrade F NB Vi 1460mm 930 PW SD G4 2827 108 93 3 3000 50 70 1460 x 18.2 x 24.5 929002190006

InteGrade F NB Vi 1460mm 940 PW CTR G4 6172 117 93 3 4000 50 70 1460 x 31.1 x 24.5 929002190306

InteGrade F NB Vi 1460mm 940 PW SD G4 3086 117 93 3 4000 50 70 1460 x 18.2 x 24.5 929002190106

InteGrade F NB Vi 1600mm 930 PW CTR G4 6209 108 93 3 3000 50 70 1600 x 31.1 x 24.5 929002191006

InteGrade F NB Vi 1600mm 930 PW SD G4 3105 108 93 3 3000 50 70 1600 x 18.2 x 24.5 929002190806

InteGrade F NB Vi 1600mm 940 PW CTR G4 6803 117 93 3 4000 50 70 1600 x 31.1 x 24.5 929002191106

InteGrade F NB Vi 1600mm 940 PW SD G4 3401 117 93 3 4000 50 70 1600 x 18.2 x 24.5 929002190906
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